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PREFACE 


HYPERBOLIC functions have numerous, well recognized uses 
in applied science, particularly in the theory of charts (Mercator’s 
projection), and in mechanics (strains). But it is only within 
recent years that their applications to electrical engineering 
have become evident. Wherever a line, or series of lines, of 
uniform linear constants is met with, an immediate field of 
usefulness for hyperbolic functions presents itself, particularly 
in high-frequency alternating-current lines. 

The following pages are intended to cover. the scope and 
‘purport of five lectures given for the University of London, at 
The Institution of Electrical Engineers, Victoria Embankment, 
by kind permission of the Council, May 29 to June 2, 1911, 
bearing the same title as this book. 

The central ideas around which those lectures, and this 
presentation, have been framed are— 


(1) That the engineering quantitative theories of continuous- 
currents and of alternating-currents are essentially one and the 
same; all continuous-current formulas for voltage, current, 
resistance, power and energy being applicable to alternating- 
current circuits, when complex numbers are substituted for real 
numbers. Thus there appears to be only one continuous-current 
formula in this book (277) which is uninterpretable vectorially 
in alternating-current terms; namely, as shown in Appendix J, 
that which deals with the mechanical forces developed in a 
telegraph receiving instrument, such forces being essentially 
‘‘real” and not complex quantities. ) 

(2) That there is a proper analogy between circular and 
hyperbolic trigonometry, which permits of the extension of the 
notion of an “angle” from the circular to the hyperbolic sector. 


The conception of the “hyperbolic angle” of a continuous- 
: . | 
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current line is useful and illuminating, leading immediately, 
in two-dimensional arithmetic, to an easy comprehension of 
alternating-current lines. 


The subject, which is very large, very useful, and very 
beautiful, is only outlined in the following pages. ‘There are 
many directions in which accurate and painstaking research is 
needed, in the laboratory, the factory, and the field. F ortunately 
there are already a number of workers in this field, and good 
progress is, therefore, to be looked for. It is earnestly hoped 
that this book may serve as an additional incentive to such 
research. | 

The author desires to acknowledge his indebtedness to the 
writings of Heaviside, Kelvin, J. A. F leming, C. P. Steinmetz, 
and many others. A necessarily imperfect bibliography of the 
subject, in order of date, is offered in an Appendix. He is also 
indebted to the Engineering Departments of the British Post 
Office, the National Telephone Company and Mr. B. S. Cohen, 
the Eastern Telegraph Company and Mr. Walter Judd, also the 
American Telegraph and Telephone Company and Dr. F. B. 
Jewett, for data and information ; likewise to Mr. Robert Herne, 
Superintendent of the Commercial Cable Company, in Rockport, 
Massachusetts, for kind assistance in obtaining measured cable 
signals. He also has to thank Professor John Perry, Professor 
Silvanus P. Thompson, and Mr. W. Duddell for valued sug- 
gestions. In particular, he is indebted to the great help and 
courtesy of Dr. R. Mullineux Walmsley, in the presentation of 
the lectures, and in the publication of this volume. 

Although care has been taken to secure accuracy in the 
mathematics, yet errors, by oversight, may have crept in. If. 
any should be detected by the reader, the author will be grateful 
for criticisms or suggestions. 


A. EK, 


Cambridge, Mass. (U.S.A.), 
December 1911. 
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THE APPLICATION OF 
HYPERBOLIC FUNCTIONS TO ELECTRICAL 
ENGINEERING PROBLEMS 


CHAPTER I 


ANGLES IN CIRCULAR AND HYPERBOLIC 
TRIGONOMETRY 


Generation of Circular Angles—If we “ihe to Cartesian 
co-ordinates the locus of y ordinates for varying values of 
x abscissas in the equation— 


y+tesaitl., . (em, or units of length)? (1) 


we obtain the familiar ah a a circle, as indicated in Fig. 1; 
where O is both the origin of co-ordinates x, y, and the pare 
of the portion of a circle f/Ag. ‘The radius OA, on the axis 
of abscissas, is taken as of unit length. As # diminishes from 
+1 to 0, y increases from 0 to +1, and the radius-vector OE 
moves its terminal E over the circular arc AKg. At any 
position such as OE, the tangent E/ to the path of the moving 
terminal is perpendicular to the radius-vector. As the radius- 
vector rotates * about the centre O, it describes a circular sector 
AOE and a circular angle, =AOE. The magnitude of this 
circular angle may be defined in either of two ways, namely— 
(1) By the ratio of the circular arc length s described, during 
the motion, by the terminal E, to the length p of the radius- 
vector ; 
- * Only the positive root of equation (1) is here considered, with the | 
corresponding positive or counter-clockwise rotation of the radius-vector, 


In what follows, a hyperbola may be understood to be in all cases a 


rectangular hyperbola. 
1 B 
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(2) By the area of the circular sector AOE swept out by the © 
radius-vector during the motion. 

Generation of Hyperbolic Angles—If we plot to Cartesian 
co-ordinates the locus of y ordinates for varying values of # 
abscissas in the equation— 


y?—2=1 . . (cm., or units of length)? (2) 


we obtain the familiar graph of a rectangular hyperbola, as 
indicated in Fig. 2; where O is both the origin of co-ordinates. 


. 
~ 


~ 
. 
—-—-— 6 oe ew ew ww we ew ee SD 


\ 


. A: 
£1 
\ 

\ 


€ 


Pee 


¢/ 


Fig. 1.-——Circular Sector and Fie, 2:—Hyperbolic Sector 
Circular Functions. and Hyperbolic Functions. ee 


x, y, and the centre of the hyperbola branch f/Af. The radius 
‘or semi-axis OA; on the axis of abscissas, is taken as of unit 
length. - As x increases from 1 to oc, y increases from 0: 
to +«,and the radius-vector OK moves its terminal E over 
the hyperbolic arc AE/. At any position, such as OE, at which 
the radius-vector makes a circular angle 6 with the X axis, the 
tangent Ef to the path of the moving terminal makes a cir- 
cular angle # with the Y axis; or a circular angle of 26 with 
a perpendicular to the radius-vector. As the radius-vector 
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rotates about the centre O, it describes * a hyperbolic sector 
AOE, a circular angle B=AOE, and also a hyperbolic angle 
AOE. The magnitude of this he oe angle may be defined 
in either of two ways, namely— 

(1) By the ratio of the hyperbolic are distance s described, 
during the motion, by the terminal E, to the length p of the 
radius-vector ; 

(2) By the area of the hyperbolic sector AOE swept out by 

the radius-vector during the motion. 
Algebraic Definition of any Angle, Circular or Hyperbolic. 
In the circular locus AKg of Fig. 1, or in the hyperbolic 
_ locus AE/ of Fig. 2, let the rotating radius-vector OE generate 
at any time an element of arc of length— 


ds= J(dyp+(de?. . . -. em. (3) 
and let 
fore iy LOfe ile 5s kee tee Bag es Tog ee 


be the corresponding instantaneous value of the radius-vector 
length. Then the element of angle described during the 
motion will be 


ap do = ~ circular or hyperbolic radian (numeric) (4) 


That is, the element of angle described in the circular locus of 
Fig. 1 will be a circular angle element df, and will be express- 
ible in units of circwlar radians ; while the element of angle 
_ described in the hyperbolic locus of Fig. 2 will be a hyperbolic 
angle element @6, and will be expressible in units of hyperbolic 
radians. 

As the motion proceeds in Figs. 1 and 2 from an initial to 
a final position of the radius-vector, the total angle described 
during the motion will be— 


C= § = fn circular or hyperbolic radians (5) 


In the case of the circular locus of Fig. 1, the radius- : 


* Only the positive root of equation (2) is here considered, with the 
corresponding positive or counter-clockwise rotation of the radius-vector, 
B2 
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vector p is a constant, and equal, by assumption, to unity; 
bec a ety (5) becomes for the circular case 


as fe —-=s circular radians (numeric)* (6) 
' $1 
where s is the length of the Sealer arc described between 
the limits s, and s,, while 6 is the corresponding angle in 
circular radians. | 
In the case of the hyperbolic locus of Fig. 2, the radius- 

vector p varies. Consequently, equation (5) becomes for the 
hyperbolic case 


6 oi =) hyperbolic radians (numeric) Th 


where s is the en of aye hyperbolic arc described beeen 
the limits s, and s,; while p’ is the integrated mean value of 
p during the motion, as defined by (7), and 6 is the corre- 
sponding angle in hyperbolic radians. 

Angles in Terms of Sector Area.—tIn the circular et: of 
Fig. 1, or the hyperbolic sector of Fig. 2, the magnitude of the 
angle described by the radius-vector OE, between an initial 
and a final position, is numerically twice the area of the sector 
swept out by the radius-vector during the motion. Thus 
in Fig. 1, with the radius OA =1 em., if the radius-vector 
describes the heavy arc A, 8, ¢, d, KE, then the circular angle 6 
will oie in circular radians, double the sector area AOE in sq. 
em.; or will be equal to the shaded double-sector area EOE’ 
in ae cm. Similarly, in Fig. 2, with the radius OA =1 ecm., 
if the radius-vector describes the heavy are A, 8, ¢, d, E, hen 
6 will be, in hyperbolic radians, double the sector area AOE 
in sq.cm.; or will be equal to the shaded double-sector area 
EOE’, in sq. cm. In Fig. 1, the circular angle AOE = # is 

* The dimensions of all angles, whether circular or hyperbolic, are 
assumed in this discussion to be zero; so that an angle is accepted as 


a. numerical quantity, notwithstanding the fact that the are ds has a 
different direction in the Cartesian plane from that of the radius-vector p. 


+ See Appendix L. 
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represented as 1 circular radian, and the double-shaded sector 
area 18 1 sq. cm. if OA =1 cm. Similarly, in Fig, 2, the 
hyperbolic angle AOE= 6 is represented as 1. hyperbolic 


Fic. 3.—A Circular Angle of 1 circular radian, in five sections of 0°2 radian 


each, expressed as B = /—. 
p 


radian, and the double-shaded sector area is 1 sq. cm. if 
OA == 1 em; 

It is evident that the hyperbolic angle 6 of the sector AOE 
in Fig. 2 must be carefully distinguished from the cir- 
cular angle 6 of the same sector. In the case represented 
6 = 1 hyperbolic radian; whereas 6 = 0°65087 circular radian 
(87°. 17° 33”). 
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The preceding algebraic relations between arc and radius- 
vector ratios of circular and hyperbolic angles are illustrated 
in greater detail by Figs. 3 and 4. In Fig. 3 each of the 
circular ares AB, BC, CD, DE, EF possesses a length of 0-2, 
if the radius OA be taken as of unit length. Consequently, 
each of the circular angles in the sectors AOB, BOC, COD, 


Lo 


. J-000 A 
Fig. 4.—A Hyperbolic Angle of 1 hyperbolic radian, in five sections of 0°2 radian 


each, expressed as 6 = aj O83 
| p 


DOE, and EOF is 0:2}circular radian. The total circular 
angle AOF of the sector AOF is thus 1 circular radian. 

In Fig. 4 each of the hyperbolic segments AOB, BOC, COD, 
DOE, and EOF contains a hyperbolic angle of 0°2 hyperbolic 
radian, the length of the ares AB, BC, CD, DE and EF, increas- 
ing as the hyperbolic angle increases, and also the lengths of the 
integrated mean radii-vectores p which are indicated in Fig. 4 

for each sector. Consequently, the total hyperbolic angle of 
the sector AOF is 1 hyperbolic radian, the are ABCDEF 
having a total length of 1:3167 units, if the radius OA be taken 
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‘as of unit length. The integrated mean radius-vector p’ for 
the total hyperbolic angle aE: the sector AOF intersects the 
- weurve: at: 7, 

For brevity, we may use the term “ hyp.” as an abbreviation 
for the unit hyperbolic radian; so that in Fig. 4 we may say 
that each of the sectors contains, and each of the arcs subtends, 
a hyperbolic angle of 0:2 hyp.; while the total sector AOF 
contains, and the arc ABCDEF subtends, a hyperbolic angle 
of 1 hyp. 

_ Hyperbolic angles and hyperbolic trigonometry are of great 
importance in the theory of electric conductors as used in 
electric engineering. 


TRIGONOMETRIC FUNCTIONS OF CIRCULAR AND HYPERBOLIC ‘ 
ANGLES. 


Trigonometry recognizes certain functions or ratios of 
lengths in connection with circular and hyperbolic angles. 
If we retain the initial radius as of unit length, the ratios 
become simplified into the numerical lengths of certain straight 
lines. In Figs. 1 and 2, XE is the sine, OX is the cosine, 
and At the tangent of the angle of the sector, circular or 
hyperbolic.* 

It is evident that when the angle is very small, both the 
hyperbolic and circular sines are likewise very small; the 
hyperbolic and circular tangents are likewise very small, while 
the hyperbolic and circular cosines are very nearly unity. As 
the angle increases through many radians, the circular sine 
periodically fluctuates between the limits + 1 and — 1, while 
the hyperbolic sine increases steadily from 0 to oc. The 
circular cosine periodically fluctuates between + 1 and — 1, 
-while the hyperbolic cosine increases steadily from 1 to «. 
The circular ies te pecan fluctuates discontinuously 
between + and — , while the Wessas tangent steadily 


. ereents is Here sande only to the numerical lengths of these 
functions; and their proper direction in. the plane, Pas or Seti 
- is ignored, 
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increases from 0 to 1. Fig. 5 shows the graphs of the hyper- 
bolic functions for the first few hyps., the hyperbolic angle 


: ee Diagram showing the graphs of the f. 
baie tik ow 2 |e Al a sine, cosine, tangent, cotangent, secant 
eel, dol leob lk ods I and epsecant of a hyperbolic angle. 

St a al be 8 
Hata fe Ordinates:- Numerical value of the trigonometrical | 
Le eRe BEE ie function 


- Numerical value of the hyperbolic angle. i 


Abscissas :- 


JARRE BN Reed ie 
HRS Ey ee 

FERRARA sae 

aS AE See ae 
BERS ee 


oe ; BOP A RS wR OPEC OES 
YZ Siete lies 
iY Femmes ‘ 
340=; 5 Fe EY BN VETS 
i TT Taveensouie ancte | | PP LL 


fea [ pete 
s IPT ET | Piet Bea | 
is 0.5 i] 1.5 Q2 25 4 5 8 6.5 = a) 
HYPS. 


being marked along the axis of abscissas, and the numerical 
value of the function along the axis of ordinates. 
In order to distinguish between hyperbolic and circular 
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functions, the letter ” is affixed to the function when the 
hyperbolic function is denoted; thus, the sine, cosine, versine, 
tangent, secant, cosecant, and cotangent of a hyperbolic angle 6 
are respectively indicated by the customary notation—_ 

sinh @, cosh 0, versh 0, tanh 6, sech 6, cosech 9, coth 6. 

By the process described in Appendix A, the standard 
formulas of circular trigonometry may be readily transformed 
into corresponding formulas of hyperbolic trigonometry. It 
will be found that circular function formulas involving only 
first powers, in general transform into corresponding hyperbulic 
function formulas without change. Thus the formula— 


sin 26 —2-5in f.cos Bp (, ~..« Dumeric, {8} 
transforms directly into— | 
sinh 26 = 2 sinh 0 cosh@... < (9) 


But circular function formulas involving squares, or second 
powers of functions, usually involve one or more changes of 
sign in hyperbolic transformation. Thus— 
cos’?B + sin?2B=1. . . . numeric (10) 
becomes— cosh?@ — sinh*"9=1.... . x" (11) 
With this reservation in mind, it is not worth while pre- 
paring a special list of hyperbolic trigonometric formulas. 
They may be obtained from the corresponding circular trigono- 
metric formulas by transformation on inspection. Conse- 
quently, no appreciable additional mental labour is needed 
for memorizing formulas when learning to apply hyperbolic 
trigonometry, after the student has learned to apply circular 
trigonometry. The formulas already learned with the latter 
suffice for both. A short list of comparative formulas in circu- 
lar and hyperbolic trigonometry is given in Appendix B. 


CHAPTER II 


APPLICATIONS OF HYPERBOLIC FUNCTIONS TO CON- 
TINUOUS-CURRENT LINES OF UNIFORM RESIST- 
ANCE AND LEAKANCE IN THE STEADY STATE 


Perfectly Insulated Lines. Rectilinear Graphs——Let us first 
consider a uniform conducting line such as a telegraph line 
L_ kilometers long, but perfectly insulated from the ground 
and from all other conductors. Such a line will have a 
uniform linear conductor-resistance of 7 ohms per km., and its 
total conductor-resistance will be Lr ohms; but it will, by 
assumption, be devoid of leakance. 

If we free the distant end B of this line AB, Fig. 6, and 
apply an e.m.f. of E, volts to the home end A, as by means 
of the battery shown, it is evident that all parts of the line 
conductor will take the same electric potential, and the graph 
of this potential as ordinates, to distance along the line as 
abscissas, will be the straight line AB parallel to the axis of 
abscissas. 

Again, if we ground the distant end B of the line, as in 
Figs. 7 and 8, the graph of electric potential will be the 
inclined straight line AB, Fig. 7, falling from E, volts af A 
to zero at B; Brae at any distance L, km. Ties 4 the potential 
will be 

sae — 1D) ey 2 volte Fa) 
Moreover, since there is no current leakage along the line, 
the current strength will be the same at all points, and the 
current graph will be the poem line AB, Fig. 8, parallel to 
the axis of abscissas. 

Similarly, if the line instead of being either freed or 
grounded at B, is grounded there through some constant 
resistance, it is evident that the graph of potential along 

10 
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the line under an impressed e.m.f. E, at A, would still be a 
straight line, but a straight line of lesser inclination than AB 
in Fig. 7; while the graph of current would still be a straight 
line parallel to the axis of abscissas, but a straight line lower 
than AB in Fig. 8. | 

Similar reasoning applies when an e.m.f. is applied at B, 
either alone, or in conjunction with an emf, at A. 


A 5 


we eee 


ie 


CURVE OF POTENTIAL ALONG 
——= A PERFECTLY INSULATED LINE, 
FREE AT THE DISTANT END - 


FIG.8 


CURVE OF CURRENT 
—— STRENGTH ALONG A 
—_ PERFECTLY INSULATED 


— = LINE, GROUNDED AT 
Sines THE FAR END. 


CURVE OF POTENTIAL 

ALONG A PERFECTLY 

— INSULATED LINE. 

~—— GROUNDED AT THE FAR 
END. 


Consequently we may include all possible conditions under 
the statement that the graphs of potential and current over 
any uniform perfectly insulated conductor, in the steady state, 
are straight lines.* | 

Lines of Uniform Resistance and Leakance.—If now the line, 
instead of being perfectly insulated, has a uniform linear 
leakance of g mhos per km.; then if we free the distant end 
B, and apply an e.m.f. E, to the home end A, as in Fig. 9, 
the graph of electric potential along the line will become 


ai* ‘The steady state of current flow will be assumed to have been established 
in all cases considered. 
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a catenary, or curve of hyperbolic cosines, such as AB, 
and the graph of current along the line will be a catenary- 
slope curve, or curve of hyperbolic sines, such as the dotted 
line Ab, Fig. 9. In the case there represented L = 500 
km. 7=10 ohms per km. and g=05 x.10-* mho per 
km., or half a micromho per km. corresponding to a linear 
insulation-resistance of 2 megohm-kilometers, 


=) 
(=) 
~ 
ise) 
(je) 


Kilometers. 


— 


——————— 


———__ Fic. 9.—Fall of Pressure and Current along a uniformly leaky line, free 
at the far end. 


p) 


Under these conditions, as shown in Appendix C, we obtain 
the following fundamental equations for potential and current. 
With no leakage— | 

an E,x—InghLvr=e=E,s+ TnL. . volts (13) 

I, =2=— lp. 4h 2s, amperes 14) 
With uniform leakage 
E, cosh L,a — Iyr, sinh Lia = ¢e = Eg cosh L,a+Ipr, sinh La 
volts (15) 


~ I, cosh La — Ba sinh La =7= Ip cosh L,a + "sinh L,a- 


Uke 


3° 


amperes (16) 
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where Ey, and I, are the e.m.f. and current at A 


” Ep ” Ip ” ” ” | B 
” é ” a ” ” 9 some intermedi- 
ate point, distant L, km. from A, and L, km. from B (Fig. 10) 
also— ) a=J/rg ;.. . hyp/perkm, (17) 
7 
pee x, er og ae ee Are 5) 3) 18 
? : ohms (18) 


The constant a is to be considered as a hyperbolic angle 
subtended by unit length of line. It is called the attenuation- 


constant of the line. Its dimensions are (a) or a numeric 
| length 


divided by a length. 


es Se ae eae 


Fig. 10.—Diagram of Simple Ground-Return Circuit : A, Generator End; B, 
Motor or Receiving End ; P, Intermediate Point. 

The constant 7, is té be considered as a characteristic 
resistance pertaining to the line. It is the resistance which 
an indefinitely long line, of the given linear constants 7 and g, 
would offer at either end say A, as measured to ground, 
whether the other end were freed, grounded, or left in any 
intermediate condition of ground through resistance. It is 
called the surge-resistance of the line, In the case of the line 
considered with Fig. 9, the surge-resistance is— 

7, = 2/10 x 2,000,000 = 4472 ohms. 

The attenuation-constant for the case indicated in Fig, 9 is » 
a =,/10 x 05 x 10~* = 0:002236 hyp. per km. The physical 
meaning of the constant is that when an impressed em.f. E 
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_ volts is applied to one end of a line, which is either indefinitely 
long, or is grounded at the distant end through a resistance 
equal to the surge-resistance of the line, the potential at a 
distance of one km. from the home end will have fallen from 
E to Ee~¢ volts, where ¢ is the base of Naperian logarithms, or 
2°71828. In each and every unit length of line the potential will 
fall by the factor e~*. Consequently, after L, km. the potential 
will have fallen to Ee—4* volts. The factor e—™* is called the 
normal attenuation-factor for the length L,. Thus, in the 
case of the line represented .by Fig. 9, with an attenuation- 
constant of 0:0022386 hyp. per km., if an e.m.f. of say E, = 200 
volts be impressed at A, and the line 1s grounded at B through 
4472 ohms, the potential at 1 km. from A will have fallen to 
200 e—0'002236 — 199552 volts.. The potential in each and every 
km. will fall by 0:°2236 per cent., and, after running 500 km., 
the potential will fall to 200 e—! 48 = 200 x 03269 = 65°38 volts. 
The normal attenuation-factor for 500 km. of this line is 
therefore 0°3269. If the line were grounded at B through 
- more or less than 7, ohms, the attenuation-factor would be 
greater or less than the normal. 
Angle subtended by a Uniform Line-—A uniform line pos- 
sesses, or may be said to subtend, a hyperbolic angle— 
6=La=Lyrg=/SRG, . . hyps. (19) 
where R = Lr is the total conductor-resistance of the line in 
ohms, and G = Lg is the total dielectric conductance of the 
line in mhos. That is, the angle of the line in hyps. is the 
geometric mean of the conductor-resistance and dielectric 
conductance. The angle of a uniform line increases directly 
with its length. The attenuation-constant a, in overland tele- 
graph lines, varies between the approximate limits of 10~° and 
10” hyp. per km., according to the condition of insulation. 
If we take 1000 km. as the greatest length of telegraph line 
likely to be operated in a single section, without repeaters, the 
angle of such a line may vary between the limits of 0:01 and 
10 hyps. In practice, however, the line would probably cease 
to be workable telegraphically when the leakance became 
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sufficiently great to bring the line angle to 4 hyps., for which 
the normal attenuation-factor is «~* or 0°018; so that the 
received current would be only 1:8 per cent. of the current at 
the sending end, if the receiving end were grounded through 
a resistance equal to the surge-resistance of the line. A 
uniform line is a more efficient transmitter of current from 
the generating to the receiving end as its line angle is reduced ; 
although not in simple proportion. 

Trigonometrical Properties of a Simple Uniform Line in 
Relation to its Angle. Distant End freed.—It is easily shown 
from equations (15) and (16), substituting the proper terminal 
values of potential and current, that when a line of angle 6 is 
freed at the distant end, with a steady e.m.f. Ei, applied at the 
home end, the resistance offered by the line at the home 
end (see Appendix C) is— | 

Jv Rp= cote & Yo - aoe OnmMsE, 3f 20) 


the current entering the line is— 
amperes (21) 


and the potential at the distant free end is— 


Ep = Easech 0 a ; volts (22) 

Table I gives the potential at the distant free end of a line 
as a decimal fraction of the e.m.f. impressed at the home end, 
for different lengths of line and various attenuation-constants. 
Thus, with a line of attenuation-constant 0°0025 hyp. per mile 
or km., and a length of 500 miles or km., the line angle would 
be 1:25 hyps., and the Table shows that the voltage at the 
distant free end would be 0°53, or 53 per cent. of the impressed 
voltage. 3 

Distant End grounded.—Similarly operating upon the funda- 
mental formulas (15) (16) we have, with the distant end of the 
line grounded, the line resistance offered at the home end— 


R,=r, tanh@. .. . ~ ohms (28) 
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TABLE I 


PorENTIAL AT DisTANT FREE END, WITH Unit E.M.F, IMPRESSED ON LINE 
AT Home Enpd. CoNTINUOUS-CURRENT CASE. 


a= | 00001 | 0:0005 | 0-001 | 0:0025 0005 | 0:0075. 0:01 


50 0°9999 0°9997 | 0°9988 0992 | 0-970 | 0-930 0°8868 
100 0°9999 0:9987 | 0°9950 0°970 0°887 0°772 0°6481 
- 200 0°9998 0°9950 | 0°9803 0°887 0°648 0°425 02658 


> 


300 0°9995 0°9888 | 0°9566 | 0°772 | 0°425 0°209 0°094 
400 0°9992 0°9803 | 0°9250 0°648  0°266. 0°094 0°037 
500 0°9988 0°9695 | 0°8868 0°530  0°163 0°048 0"014 


Length 


600 | 0°9982 0°9566 | 0°8435 0°425 | 0°094 0°022 0°005 
700 0:9975 0°9416 | 0°7967 0°337. | 0°060 0°011 0°002 
800 0°9968 0°9250 | 0°7477 0°266 | 0°037 0°005 0°001 


900 0°9960 0:9066 | 0°6978 0209 | 0:022 0°002 0°0003 
1000 0°9950 0°8868 | 0°6480 07163 = 0014 0°001 ee 


The current entering the line at the home end is— 


Ea 


E 
Lye COU ne 


O° 


amperes (24) 


The current escaping to ground at the distant end is— 

7, sinh 6 

So that the line behaves at the distant end as though it had 

a line resistance 7 sinh @ ohms without leakance. This ap- 

parent resistance of the line, as judged at the distant grounded 
end, is called the receiving-end resistance grounded, It is 

Reser, sinh: Or } 4-ogol, ohmsra2) 


Apparent Home-End Resistance of a Umform Line—It is 
evident from formulas (20) and (23) that— 


t= /R,R, = yr =afe Te GN ohms OT) 


or, that the surge-resistance of a uniformly leaky line is the 
geometrical mean of its apparent resistances when freed and 
grounded, respectively, at the distant end. When the line is 


amperes (25) 
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electrically long, 7.e. when 0 is over 2°5 hyps., tanh 0 ascend- 
ingly approaches unity within less than 0°5 per cent., and 
coth 6 descendingly approaches unity within less than 0°5 per 
cent.; so that the apparent resistance offered by an electrically 
long line converges to the surge-resistance 7,, whatever the 
condition of the distant end. Moreover, dividing (23) by (20) 
obtain— | 


tanh 6 = = nt Oe eo Fe IM Crion Tare 
i 
-1, [Ro 
so that— 6 = tanh he ee hyps. (29) 
and— = i Seed ae Vy Des km. (30) 


Consequently, if the apparent resistances R,, R,, of the line 
are correctly measured at either end, the values of 7, and a are 
determined with the aid of tables of hyperbolic functions,* and 
from these the corrected linear constants of the line are found 
by the relations— | 
. ohms per km. (31) 


mhos per km. (82) 


| a; 


— 


and— 


—) 


ati) 

rh ve . 
Thus, if a telegraph line, when freed at the distant end, was 
observed to offer a resistance R;= 5912 ohms, and when 
grounded at the distant end, a resistance R, = 4434 ohms, the 
surge-resistance of the line would be 7, = 0/5912 x 4434 =. 
5120 ohms, and the angle of the line 6= tanh“ ae = 
tanh? 0°86603 = 1317 hyps. If the line is known to have a 
length L of 800 km., the attenuation-constant, or linear angle, 
1317 
800 


_ * The best tables of hyperbolic functions of real hyperbolic angles are 

probably Hyperbolic Functions, by G. F. Becker and C. E. van Orstrand, 

Smithsonian Institution, Washington (D.C.), 1909; and Tafeln der Hyper- 

belfunctionen und der Kreisfunctionen, by Dr. W. Ligowski. (Berlin : 

Ernst & Korn, 1890). See also Appendix to Dr. J. A. Fleming’s The 

Propagation of Electric Currents (London ; Constable & Co., 1911). ae 
Cc 
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= 0:001646 hyp. per km. Consequently, the inferred 
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true linear resistance of the line is 7 = 5120 x 0°001646 = 
8:428 ohms per km., and the inferred ‘true linear leakance is 


0001646 — 4 se 
ery ay 03215 x 10 cs (3,110,600 ohm-km. linear 
insulation resistance). The oon or uncorrected values 
would have been 7! = a = 5543 ohms per km., and 
1 . mho 


40 voltsi40 volts 


80 volts 


3 
=) 
oO 
N 
:  5w Sw i Sw Sw 
to Sw } 
Nominee dene he KMan anna nmol 
- Fig. 11.—Diagram of four kilo- Fic. 12.—Diagram of four kilo- 
meters of line with 10 per loop meters composed “of two separate cir- 
kilometer and 2 megohm-kilometers, cuits with ground return, each having 
5w per kilometer and 1 megohm- 
kilometer. 


The constants a and 7, are more important in the theory of 
long uniform electric conductors than the constants 7 and 4. 
The former may therefore be called the characteristic constants 
or characteristics of a line; while the ehE are the secondary 
constants. 

Characteristics of Loop-Lines and of W: treviesice ee have 
hitherto discussed the characteristic constants a and 7, of 
single-wire lines with ground-return circuit, such as are used in 
wire telegraphy. We now proceed to discuss the characteristics. 
of loop-lines such as are used in wire telephony. 

In Fig. 11 a loop-line or metallic circuit is indicated, 4 km. in 
length, with an e.m.f. of E,,= 80 volts impressed at ‘the sending 
end, and a load of o, = 200 ohms resistance at the receiving 
end. The linear conductoreresistance is 7, =10° per loop-km., 
and the linear insulation-resistance is 2 megohm-kilometers 
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representing a linear dielectric leakance g, = 0°5 x 10-® mho 
per loop-km. The same system is represented in Fig. 12 
with respect to a symmetrical dividing line of zero electric 
potential, or neutral plane of ground potential. No change 
in the distribution of potential, current, resistances, or power 
would be made by connecting the dividing line to ground, or 
by separating the two halves of the system, and completing 
each portion by a perfectly conducting ground return. In 
each half of Fig. 12, we have then an impressed emf. of 
E, = E,,/2 = 40 volts, a load resistance o, = ¢,,/2 = 100 ohms, 
a linear resistance of 7,=7,,/2 =5 ohms per wire-km., and a 
linear leakance of g, = 2g,, = 10-° mho per wire-km. 

The characteristics of each half of the system in Fig. 12 are— 


a, = /7,9,= 2/5 X 10 = 2-236 x 10° hyp. per wire-km. (33) 
f= n/ 71g =f). x 10° =22236 . . . ohms per wire 34 
The characteristics of the double-wire system in Fig. 11 are— 
a, =,/7,,9, = /10 K 05 x 10-6 = 
2236 x 10°. . hyp. per loop-km. (35) 
= J/7/9; = 4, iY 
1, =? 9), = / 10/05 x 10° = 4472 ohms per loop (36) 


) as 
Uf, 


Consequently, the attenuation-constant has the same value 
whether computed from the linear resistance and conductance 
per loop- or per wire-kilometer. The surge-resistance of a 
loop circuit is twice the surge-resistance of each half considered 
as a wire circuit to neutral plane. The impressed e.m.f. is, 
however, also twice as great in the loop circuit as in each 
wire circuit; so that the current in the loop is the same as 
the current in each wire. ? 

It is, therefore, a matter of indifference, in computing an 
attenuation-constant a or a line angle 6 = La, whether we 
use secondary constants 7-and g per loop-mile or per wire= 


mile. In computing the surge-resistance, there’ is an obvious 
O23 
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ratio of 2:1 in the two cases. We shall, therefore, continue 
to discuss single-wire circuits, for the greater simplicity of 
conception and representation, -with the pea) that 
looped circuits are thereby included. 

Characteristics with respect to Unit of Length.—It is evident, 
from an inspection of (17) and (18), that if we change the 
unit of line length, say by using the mile instead of the km., 
the attenuation-constant will be increased in direct propor- 
tion to the size of the unit, whereas the surge-resistance will 
not be. affected. ‘Thus, a line of linear resistance 1°0 ohm . 
per wire-km., and linear leakance of 1 micromho (10-° mho) 


ane ee fy sy Sere eA. 2 
At 1 .B 
C= Se ° e - 5 mo A a ar -V--% - WV. 5 «Vu Wax Gee. 


Fic. 13.—Uniform Line with distributed resistance and leakance. 


per wire-km., would have an attenuation-constant of 0°001 
hyp. per km., or 1 milli-hyp. per km., and a surge-resistance 
of 1000 ohms. The angle subtended by 1000 km. of such a 
line would be 1 hyp. The same line would necessarily have 
a linear resistance of 1609 ohms per wire statute English 
mile, and a linear leakance of 1609 x 10-° mhos per wire 
statute English mile; while its length would be 621'1 English 
statute miles. On this basis, the attenuation-constant would 
be a = 1'609 x 10 hyp. per mile, the angle subtended by 
the whole line would be 1 hyp., and the surge-resistance would 
be 1000 ohms as before. That is, attenuation-constants taken 
_-with reference to the English statute mile are 16093 times 
those taken with reference to the international kilometer, but 
neither line-angles nor -surge-resistances are affected by such 
references. The hyperbolic angle and the surge resistance of 
a line are its primary constants, and are invariants with respect 
to units of line length. . 
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Trigonometrical Properties of an Angular Point on a Inne,— 
If we consider the uniform line AB, Fig. 13, in any steady 
state with the distant end B either free or to ground, and an 
electric potential of U, volts applied at the home end A, we 
may define the point P on the line as an angular point, if its 
distance from B is measured by the hyperbolic angle 6 hyps. 
The home end A has the angle 0 = La hyps. We then find 
from (I 5) and (16)— | 


With B free, Up eH sosh' 9 oe aie volts. (37) 
Ee sinh 6 Ne 
Teel s. aK B ‘ pete (38) 
, -coth 6 ; 
Rp = Re cone oe Ee ee fs : . ohms (39) 
WVihoR orsinideds Ux = Ue eee eee te ee enlist can 
sinh 0 
cosh 6 . 
Tp=TI, cian i aban amperes (41) 
tanh 6 
Rp = Rg Fray em es ohms (42) 


Particular Case of Very Short Lines. Approximate Formulas. 
—When a uniform conducting line is electrically very short, 
i.e. when its angle 6 is very small, say not exceeding 0'1 hyp., 
we may without much error substitute— 

6 for sinh 6 
,» cosh 6 
tan beg 


» cosech 6 
» sech 6 
, coth 6 


Bee Qe ae 


We then have with the distant end free, by (20), (21) and (22)— 
ieee eta, oak cil an ORISA 
Ta ee 6G ee, : .° amperes’ (44) 
Ep = Ka bon a eee eee ee volts (440) 
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and, with the distant end grounded, by (23), (24) and (26)— © 


R,=7,0=R... . . ohms (45) 
J, = Bah On a ipetees nee 
Rp =o, Ol Tv a ee ee ee 


Or the conditions become equivalent to those of a very short 
line of resistance R ohms, and of very small leakage conduct- 
ance G mhos. 

Particular Case of Short Lines. . Approximate Formulas——We 
may regard a line as a short line, although not a very short 
line, when its angle lies between 0°1 and 0'5 hyp. In the case 
of short lines, we may use two terms in the expansions by series 
of the bagenome sie functions (Appendix B) and substitute— 


6 ae , for sinh 0 


i 
1+ m7 cosh 6 
i | 
gd — 3» tanh 6 
_ id . ,, cosech 6 
62 
1— a1” sech @ 
eek! 
, 9 - 3 » coth 6 
We then have with the distant end free, by (20), (21) and (22)— 
1 iby ds? Dae 
R= a t4)=e4 ones) 
6? EA : 
T= E,G(1 tsa . . amperes (49) 
Brn At 


Ep = E,(1-%) : Ea(1 — 23). volts (50) 


That is, a short line offers a resistance at the home end, 
when freed at the distant end, as though all its leakance were 
applied as a single leak one-third of the line length away from 
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the home end. The potential at the far end also behaves as 
though the leakance were lumped and applied as a single leak 
- half-way along the line, the drop of pressure in the line being 


then E,G° - volts. 


Similarly, we have with the distant end grounded, by (23), 
(24), and (26)— 


R, = R(1 — a) = R(1 Bod Er: see 5 


| ee ee _ =) = E,(5 - = . amperes (52) 
R = R(1 +5) =R(1 shales i idee reas 


That is, a short line offers a resistance at the home end, 
when grounded at the distant end, as though the leakance 
were withdrawn and one-third of it were applied as a single 
leak at the home end. The current escaping to ground at 
the far end behaves as though two-thirds of the lumped 
leakance were applied as a single leak at the middle of the 
line. 7 

Angle subtended by a Terminal Load—lIf instead of 
grounding a line at the distant end directly, we ground it 
through a resistance o ohms, the effect is the same as though 
a certam angle were added to the line at the distant end. 
Thus, Fig. 14 represents a uniform line AB of angle 6, 
grounded at B through a terminal load resistance CD=o ohms. 
The angle 6’ subtended by this load is such that 


tanh 6’ =— . gat eke 52s eee ee 


or— "= tanh-1( © ji: a ey ee 


This load angle therefore depends not upon the absolute 
value of the load-resistance, but upon the ratio which the load- 
resistance bears to the surge-resistance of the line to which it 
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is applied. Three cases have to be distinguished with con- 
: “ Bier te ) 
tinuous-current lines, according aay — is less than, greater than, 


or equal to, unity. With sltemating-current lines, the dis- 
tinction becomes unnecessary. 

First Case. Terminal Load-Resistance less than Surge-Resist- 
ance.—If o is less than 7, the equivalent terminal load angle 
0’ is easily found from a Louis: of hyp. tangents. Thus, if a 


OR 
+ ee 
he) Ly 
. ; 
i ro) 
rs Bz! 
i , 
1% G=1 : 


Fic. 14. Uniform Line grounded through a Fata bad with an increase in 
line-angle. 

line AB, 500 km. nae has 7 = 4 ohms per km., ie g = 10% 
mho per km., its conductor-resistance R will he 2000 ohms. 
and Hater. leakance G will be 5 x 10 mho. Its angle 
will be 6=,/2000 x5 x10-* = 1 hyp., and its surge-resistance 
= ee = 2000 ohms. If this line is grounded through 
a terminal load-resistance (CD, Fig. 14) of, say, 6 = 500 ohms, 
the angle of this load will have as its tangent o/r, = 500/2000: 
= 025. The angle is thus found by tables to be 0°25542 hyp. 
‘The angle at A subtended by the terminally loaded line is 
& = O46 = 125542 hyps, . 

The. resistance offered by the terminally loaded line at A is. 
| -bhetatone ae (23) through extension of the line angle— 


R,=7, tanh 6, = 7, tanh (0+ 6’) . ohms (56) 
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The current escaping to ground at distant end is by (25) (41)— 
ne E,cosh 6’ Eg cosh 0’ 

* 7, sinh da 7, sinh (6 + 6’) ° 
so that by inserting the resistance o in the ground path the 
receiving-end resistance of the line is increased from R; = 
7, sinh 6 to— 


f ie 


amperes (57) 


ee ohms (58) 
=r, sinh@+ocosh@. . . ohms (59) 

Formulas (40), (41), and (42) will be found to apply for any 
point P of the line AB; that is, for any angle 6 between 6” 
and (6 + 6’). The terminal load o has no angle of its own, 
but gives to the end B of the line a virtual angle of 06% 
Formulas (40) to So) will therefore not hold for values of 6 
less than 6’. 

The potential at B is by (40)— 

sinh 6’ 

“sinh (@ + 6’) * 
_ In the case considered, the terminally loaded line would 
offer at A a resistance. of 2000 x 0:84979 = 1699:58 ohms. 
The current which would escape to ground would be the 
current escaping through the junction BOC, and by (41) or (57), 


Up=E 


volts (60) 


: = 1001-03279 
would be, with 100 volts spn at A $ 5000 x1 1216 =” 032. 
fo é Seg O SSI ates 
ampere, and the potential at B,100 x 161216 > 16:0 volts. 


Second Case. Terminal Load-Resistance greater than Surge- 
Resistance.—If o is greater than 7,, we apply formulas (37), (88), 
and (39), instead of (40), (41), and (42). That is, the line 
condition is considered as though modified from the’ freed 
state. 

- The angle of the terminal load at B is now— 


Ls = coth7 cal = tanh” ee gPED $9 hyp. (61) 


‘which is found by a table of tangents. * The angie at the home 
‘end A is then 6, = 0+ 0’ as before. = te | 
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The resistance offered by the line as measured at A is by 
(20)— 7 


Ry = r, coth 64 =7, coth(6+ 6’). . ohms (62) 
The potential at B is by (37)— 


cosh 0’ 
Us = Ha cosh (Ose OB) Nii a Me Cot (63) 


The current escaping at. B through the load to ground is 
by (38)— | 

Perry aa th eee etter ON (64 
~ pombah (ck 0) amd eee ee 


That is, the formulas of (87), (388) and (39) apply between 
the limits 6= 0’ and 6= 6+0’; but fail for lower values, 


or in attempting to apply an angle within the load-resistance 
CD. | 


Third Case. Terminal Load equal to Surge-Resistance—In 
this case the angle given to the end B by the terminal load 
is infinite, either by (55) or (61). This means that the voltage 
and current fall off exponentially. The resistance offered by 
the line at A, or at any point on the line beyond A, is 7, ohms, 
as already noticed on page 14. The potential at any point 
P, whose angular distance from A is & hyps., is— 


Ip 


Ue Seer er a Oe voles 08) 
the current at the same point is also— 
I,=,e— . . . . amperes (66) 
the current at the sending end is— . 
I,= ae ; amperes (67) 


and at the receiving end— 
In =e =I,e-%. . amperes (68) 


This is the case of normal attenuation referred to on 
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page 14. In the case of a very long line, when @ is over 


0 
4 hyps., sinh 6 becomes very nearly a and the receiving-end 


a 9 
impedance direct to ground os The current escaping to 
ground over a very long line is thus— 
I, = 21,279. . .~ . amperes (69) 


or. double the current through a terminal load equal to the 
surge-resistance. 


CHAPTER III 


es CEN x CIRCUITS OF CONDUCTING LINES IN 
THE STEADY STATE, 


Ir is evident, and has been quantitatively demonstrated in 
the last chapter, that any given uniform conducting line in 
the steady state offers a certain resistance at the sending end, 
and also offers a certain receiving-end resistance at the re- 
ceiving end. That is, the line system, with its distributed 
resistance and leakance, may be replaced by a certain equivalent 
resistance, or group of resistances, at the sending end, and the 
same proposition applies also to the conditions at the receiving 
end. Pursuing this inquiry, it may be proved that there exist 
an infinite number of groups of resistances which, in the steady 
state, may replace the actual uniform line, with its distributed 
constants, both at the sending end and at the receiving end. 
So that, if we select any one of this infinite number of resist- 
ance groups and substitute it for the line, there will be no 
change made, by the substitution, in the distribution of poten- 
tials, currents, or powers external to the group or equivalent 
line conductor. Such an equivalent group of resistances, 
capable of being substituted for the line without disturbing 
the electrical conditions outside the line, is called an equivalent 
circwit of the line, 

Although an infinite number of equivalent circuits, made up 
of four resistances, exist for any given line, and a fortiori of 
more than four resistances, yet there are only two equivalent 
circuits that can be made up of three resistances, and none of 
less than three. In the case of a single uniform line, either 
unloaded or symmetrically loaded, one of these triple groups 
of resistances is a star group of three branches, or a T of 


resistances, two arms of the TJ, or two branches, being equal, 
28 
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and disposed in series to represent the line resistance, and the 
third branch, or staff of the 7, a resistance in derivation, acting 
as a leak, or leakage conductance. The other triple group of 
resistances is a delta group, or triangle group, of three branches, 
or a JI, one branch, the architrave, being disposed in series, to 
represent the line resistance, and the two other resistances, 
which are equal, are in derivation, and form the pillars of the 
IT, acting as equal leaks or leakage conductances. In Fig. 15 
we have at AB a diagram of a single uniform line of total 
actual conductor-resistance R ohms and total actual leakance 
Gmhos. The angle of the line is 6 hyps. The surge-resist- 
ance of the line is z, ohms.* The surge admittance of the 
line is y,=1/z, mhos. . 

At A’B’ (Fig. 15) is shown the equivalent T of the actual 
line AB, consisting of the two arms A’O and OB’, each equal 
to a certain resistance of p’ ohms, and the staff OG’ of a certain 
resistance R’, with corresponding conductance g’. 

At A”B” (Fig. 15) is shown the equivalent // of the actual 
line AB, consisting of the architrave resistance p” ohms in the 
line or series circuit, and of two pillar resistances each equal 
to R” ohms, one connected in derivation or as a leak at A”, 
and the other in derivation or as a leak at B’, each having a 
conductance of g” mhos. 

It is shown in Appendix D that the 7 group A’OB’G’ is the 
equivalent of the uniform line AB, when the equal resistances 
of the arms and the conductance of the staff are each adjusted 
to a certain definite function of the line characteristics. What 
is true of the equivalent 7 in this respect is necessarily true 
of the equivalent J/, because, by a known theorem, a certain 
resistance delta is always the external equivalent of a given 
resistance triple star, as shown in Appendix E. 

Although, as has been said, an infinite number of four or 
more branched equivalent circuits exist for any given line, yet 
‘the term “equivalent circuit” may be understood in what — 
follows to denote one or other of the two sole equivalent | 


* The symbol z, is here used for surge-resistance, instead of 7,, in antici- 
- pation of the alternating-current case to be discussed later on. 
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circuits with three branches, viz. the equivalent 7 and the 
equivalent /7. Sometimes it is convenient to replace a line by 
its equivalent 7’; at other times it is preferable to replace it 


A <-----. JGR = 6 =La-.-.... >B 


Z,=/P'(p'+2R') 


= p'coth 8 = R'sinh@ 


Fie. 15.—A Single Uniform Line and its equivalent circuits with the mutual 
quantitative relations. 


by its equivalent JZ; consequently, both equivalent circuits 
will be discussed at length, especially because, although in 
the continuous-current case, both the 7 and the equivalents 
of a line have physical significance and. can be actually con- 
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structed of resistance coils; yet. in the alternating-current case, 
either the equivalent T or the equivalent /J may have arith- 
metical meaning only, and may be devoid of simple physical 
significance; so that it cannot be constructed out of a simple 
association of resistances and reactances. 


Hquivalent T.—As indicated in Fig. 15, the following values 
must be assigned to the parts of the 7’ in order that it may be 
externally equivalent to the uniform line AB. Calling p’ the 
value of each arm resistance, and g’ the value of the staff 
conductance— 


p =z, tanh ae z, coth 6 — Bes. a eabms (70) 


Gg sey ein f Goa eee, ae OSs teres 


or, since the total conductor-resistance. R of the uniform line 


is by (19) and (27)— 
Hires Bk Hos See eel POLES Bhi 
and the total leakance of the uniform line, by (32), is— 
Sy OI ea see 


we may construct the nominal T of the line, by placing in each 
arm half the actual resistance of the uniform line, that is— 


ed ei 8 Os a ee he One Toes 


and in the staff, the actual total leakance G of the uniform line. 
This nominal 7 will, however, fail to be equivalent to the 
actual uniform line; because, although the total conductor 
resistance and the total leakance of the nominal 7 are respect- 
ively the same as the total conductor-resistance and leakance 
of the line; yet in the nominal 7 the leakance is collected into. 
one lump and placed at the middle of the line; whereas in 
the line the leakance is distributed. The nominal 7’ has, there- 
fore, an error due to the lumpiness of the leakance; whereas 
in the equivalent 7 this error is eliminated. The correcting 
factor which must be applied to each arm of the nominal 7, 
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in order to convert it into the corrected value, or arm of the 


equivalent 7’, is— . 
0 
tanh (5) 


G) 


This factor approaches the value 1 as § becomes very small. 
It tends to diminish with increasing real values of 6. That is, 
the arms of an equivalent 7 are always smaller than those of 
the corresponding nominal 7 of a continuous-current line, and 
tend to become smaller as the angle of the line increases. 

The numerical values of k, are, however, subject to great 
fluctuations in the alternating-current case. 

Similarly, the correcting ‘factor which must be applied to 
the conductance in the leak of the nominal 7’ is— 


hy, = hn 4 30 bee RU MeriCut ay 


ipo numeric (74) 


a quantity which commences at 1 when 6 = 0, and increases 
indefinitely with 6. Consequently, the correcting factor of 
both leak and arms is unity. for a very short line; or the 
equivalent 7 degrades into the nominal 7’ for 6 = 0; but as the 
line angle increases, the equivalent 7 diverges from the nominal 
T, the equivalent 7 arms diminishing relatively in resistance, 
and the equivalent 7’ leak increasing relatively in conductance, 
in the case of a continuous-current system. 

Equivalent I.—As indicated in Fig. 15, the following values 
must be assigned to the parts of the JJ in order that it may 
be externally equivalent to the uniform line AB. Calling p” 
the value of the. architrave-resistance, and g” the value of the 
conductance in each pillar— 


p le, Sin 0. a ae Gioui oA? ODWISNE ee) 
g” = y, tanh z be kh na ey Soe RN mam 
or, since the total conductor-resistance R of the uniform line 


2,0, and the: total leakance y,0, we may construct the 
nominal IT of the line by placing in the architrave the total 
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actual line-resistance 2,0, and half the total leakance in each 
pillar; that is, we assign a conductance of Vor to each pillar of 


the nominal JJ. As before, the nominal JJ will have a lumpi- 
ness error, and this error is avoided in the equivalent /7. The 
correcting factor which must be applied to the nominal archi- 
trave-resistance in order to convert it into the equivalent // 
architrave 1s— 


Kg ee es 6 eric (17) 


Similarly, the correcting factor which must be applied to the 
conductance in each pillar of the nominal // in order to convert 
it into the equivalent JZ pillar is— 


tanh (3) 
9 
i 4S »2numerio 47s 


It is evident that the correcting factors of the nominal 7 and 
IT are the same, but mutually inverted, the correction tending 
in the continuous-current case (6 a real numeric) to increase 


_ the line-resistance of the /J and to diminish the leaks in the 


pillars. 
As a numerical instance, we may take a uniform line of 
L= 100 km., 7 = 20 ohms per km., g = 20 x 10° mho per 
km. ; so that 6 = 2 hyps., and 7, = 1000 ohms, Fig. 16 shows 
the nominal 7 and JI of this line, as well as the equivalent 
T and JI, It will be seen that the nominal circuits each place 
2000 ohms in the line, and 2 millimhos of leakance in total 


oS a igel eis candthe 


is 0°'761594. Applying these correct - 


derivation. The correcting factor 


tanh 1 
1 


correcting factor 


ing factors, we obtain the equivalent circuits. Either of these 
equivalent circuits may be substituted for the uniform line AB, 
without disturbing in any way the external conditions, whether 


e.m.f, is applied at either or both ends of the line. 
D 
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Assigning a Uniform Line Equivalent to a Symmetrical T or IT. 
Reversion of Equivalent T.—Just as we have seen that to any 
given uniform line there corresponds one, and only one, sym- 
metrical 7 or IT which is its perfect external equivalent in the 


O= 2 hyps. 
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Fic, 16.—Nominal and Equivalent T’s and 11’s of a Uniform aa 


steady state; so, conversely, to any given symmetrical 7’ or J/, 
there corresponds one, and Ce one, uniform line with distributed 
constants. | 

Suppose a symmetrical th given, as in Fig. 15, A'OBG’, with 
two equal arms of p’ ohms, and a leak of g’ mhos. Then the 
apparent angle of this line, treating it as a nominal T of total 
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line resistance R = 2p’ ohms, and total line leakance G = 
mhos, would be by (19)— 

6 =./2p’. 9’ . . . apparent hyps. (79) 
and the apparent semi-angle or apparent angle of half the line 
would be— 

00 fire 

2 Oe 
But this semi-angle cannot be correct, because it is based on a 
lumped leakance instead of a distributed leakance as assumed 
in (19). The correction-factor by which the left-hand member 
of (80) must be multiplied, in order to eliminate this error of 


assumption, 1s— 
: 0 
sinh (5) 


ligt ee eas: Sth mMmerign (81) 
(3) 


That is, the formula (80) becomes on correction-— 


apparent hyps. (80) 


se AE pg ie 
; sinh ee oS , poe foe DUMCrIC<:(S2) 
or the angle of the required equivalent uniform line is— 
6 = 2 sinh foe. Jae ae Seba BS 
eee oe | 
== 2 sinh nee seal Te role pe 7 484) 


if R = Es is the resistance of the staff-leak in ohms. 


Again, if we proceed to form the surge-resistance of the line 
corresponding to a nominal 7’, we have, by (27)— 


| Jee , 
n=alg - Si ian te AOTC 


But applying this process to the equivalent 7, Fig. 15, with 2p’ 
instead of R and g’ instead of G, we obtain an apparent surge- 


resistance 7,’; namely— 
2p" ee 
gee = A 7 = ,/2p’R’ . . apparent ohms (86) 


which contains a lumpiness error. The correcting factor which 
D2 
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must be applied to the left-hand member of (86), in order to 
arrive at the true surge-resistance 7, of the equivalent uniform 
line, is— | 


Key» = cosh ies 4/1 + cz , 4 4 mimeric: 45%) 
where § is. obtained.from (83) or (84). Consequently— 


7, =? cosh ee cosh 2 A ze = R’ sinh 8 ohms (88) 
fo) fo) ) ad g 
; 2 : 2K eas ale 
=pflt Za Pdlt = pcoth 5 ” (89) 
Reversion of Equivalent IJ.—If a symmetrical /7 is given, like 
that in Fig. 15, we may proceed to determine the uniform line 
which is its external equivalent. If the J were a nominal //, 


we should have R = p”, and G = 2g”, In that case, the angle 
of the line would be, by (19)— 


6 =/p'2g”. . . . apparent hyps. (90) 
and the semi-angle of the line would be— 
: = . E 3 . . «+ apparent hyps. (91) 


But owing to the fact that the JZ is an equivalent, and not a 
nominal JI, this equation contains a lumpiness error. The cor- 
rection-factor which must be applied to the left-hand member 
of (91), in order to eliminate this error, is— 


sinh ( 5.) 


Keg = “@) ~. + » numeric (92) 
2 


That is, the formula (91) becomes on correction— 


! Q WW ; 
sinh 5 = é 5 Sos 32 numeric: (93) 

or the angle of the required equivalent uniform line is— 
Q = 2100+ y fae = 2 sinh" a a yeas? Ya ate) 


‘/ 


= 2 nhs! Meee te 2 tanh ieee 2 95 
9 ane p” gt - 3 D) R’” -- p. ( ) 
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Again, if we proceed to form the surge-resistance of the line 
corresponding to a nominal JT, we have as in (85)— 


apparent ohms (96) 


pave ea 
which contains a lumpiness error. The correcting factor which 
must be applied to the left-hand member of (96), in order to 
arrive at the true surge-resistance 7, of the equivalent uniform, 
1s— : 


6 
kv = sech 7 = qe er 7+. « Dumeric (97) 
where 0 is obtained from (94) or (95). | 
Consequently— >" | 
02) Beck a = sech Ba 34" Ps Te et e, OTA OS) 
See | Pee if) a 

2s) De p ' 

==Aa mY 2R’ +p =k tanh 5 = gah? 7) cs Che 


General Equivalent Circuit Formulas——We may write down 
the values of the elements in the equivalent circuits of a line in 
terms of the observed resistances Ry and R, of the line at the 
home end when freed and grounded respectively at the distant 
end. For the equivalent 7 we have— 


p’ = BR, (1- ohms (100) 
Pe Ro lee tee een et 
! Ry 
and for the equivalent. /7, we have— 
ee R, | 
ra ay ne . 
R = (1441-8) epee PP S555 
from which— 
: mie ay » (104) - 


p’/g! = p"'/9' =R"p’! =R'p"” = Ry R,=7/g =R/G=r2 ohms? (105) 
pg’ =p" gy = cosh 0 — 1 = versh 0 = 2 sinh? numeric (106) 
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Artificial Lines—Artificial lines are either single- or double- 
wire lines, according as they are of the telegraphic or tele- 
phonic type, All double-wire artificial lines may be divided 
symmetrically into a pair of single-wire lines, each operated 
to neutral or zero-potential plane in the manner indicated in 
Figs, 11 and 12, Consequently, it is only necessary to discuss 
the behaviour of single-wire artificial lines, In the continuous- 
current case, such lines are made up of uniform sections of 
line resistance in series, and leakance in derivation. A par- 
ticular case of such an artificial line of five sections is illustrated 
in Figs. 17,18 and 19. Each section consists of a symmetrical 
T having 250 ohms in each arm, and a leak of 250 micromhos 
in the staff. Consequently, by what has been seen in relation 
to the equivalence of a uniform line to a given symmetrical T, 
it follows that each such section is externally equivalent to 
a corresponding section of uniform line with distributed resist- 
ance and leakance. Applying formulas (83) and (88) to the 
case of Fig. 17, we find for the equivalent line section 6 = 0°35172 
hyp. and 7, =1436°13 ohms, The whole line, therefore, subtends 
an angle of 1'7586 hyps. at A. The secondary constants of the 
equivalent uniform line are by (72) and (73), R=2525°5 ohms, 
and G = 1:22495 millimho. In the artificial line there are 
actually 2500 ohms in series-resistance and 1:25 millimhos of 
total leakance. } | 

The artificial line, therefore, behaves externally in the steady 
state exactly like a uniform distributed-constant line of 1°7586 
hyps. and 1436°13 ohms surge-resistance. In Fig. 17 the arti- 
ficial line is grounded at the distant end B, and 100 volts 
potential is applied at A. The currents and potentials are 
indicated in the various elements of the line by Ohm’s law 
computation; but they also conform to the hyperbolic trigo- 
nometry of a single uniform line at the ends A and B. 

Moreover, at each junction between séctions, marked respect 
ively 1, 2, 3 and 4 in Fig. 17, the hyperbolic angle is indicated, 
and corresponds to like symmetrical points along the equivalent 
uniform line; so that the potential and current distributions 
along the artificial line conform precisely to those on the 
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equivalent uniform line, not merely at the two ends A and B, 
but also at the four section-junctions; or at six points in all. 
In order, therefore, to compute trigonometrically the distri- 
bution of current or potential at any point on the artificial 
line, say at the second leak, it is only necessary to compute the 
corresponding condition at the nearest equiangular point on 
the uniform equivalent line, by formulas already given, and 
then to apply Ohm’s law over the intervening semi-section of 
line-resistance or arm of a 7. This trigonometrical method 
of computing the distribution is, in general, much less laborious 
than that of working along the artificial line from either end 
by Ohm’s law—that is, the trigonometrical method is a labour- 
saving device in the continuous-current case, and would also 
be so in any alternating-current case, if the proper hyperbolic- 
function Tables were available. 

In Fig. 18 the artificial line is freed at the end B with an 
Bae potential of 100 volts at A. The distribution of 
potential and current over the artificial line agrees with that 
of the above-mentioned equivalent distributed-constant line at 
the ends, and at the four section-junctions. 

If we plot the potential along the line as ordinates to line 
angle or length as abscissas, we shall have a true catenary 
falling from 100 to 33°461 volts, for the graph in the case of 
the real line; whereas we shall have a broken line or series 
of descending straight lines falling from 100 to 33°461. volts for 
the graph in the case of the artificial line. The true catenary 
will cut these straight lines at points corresponding to section- 
Junction points. (See Appendix F.) 

The broken straight line is, in fact, the funicular polygon 
obtained by lumping the masses symone at the centres 
of the equivalent catenary-sections. 

In Fig. 19 the artificial line is grounded at the end B 
through a resistance of 750 ohms, The effect is just the same 

as though the equivalent real line were so grounded. The 
- equivalent angle subtended by the terminal load resistance is 
6’=0°57941 hyp., and the angles of all equivalent points along 
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the artificial and equivalent real lines are increased by this 
amount in the manner indicated. 

An alternative method of dealing trigonometrically with the 
distribution of potential and current over an artificial line, by 
the use of continued fractions, is discussed in Appendix F. 


CHAPTER IV 
REGULARLY LOADED UNIFORM LINES 


A LOAD in a line may be defined as an element of resistance 
inserted in the line, or an element of leakance inserted in 
derivation on the line; or a combination of both; in such a 
manner as to introduce a discontinuity into the line, or break 
up its uniform distribution of line constants. Loads inserted 
in series into a line may be called sevzes loads, or wnpedance 
loads; while those added in derivation may be called leak 
loads. Loads at the end of a line are called terminal loads; 
while those elsewhere are called intermediate loads. When 
loads are inserted at regular intervals along a line, or according 
to some assigned law of succession, they are called regular 
loads. When inserted otherwise, they are called either irregular 
loads or casual loads. ; 

Regular Series Loading.—We may first consider the effect of 
loading a line at regular intervals with equal resistances. 
This is the simplest and most important case of regular 
loading. : 

On the first row of Fig. 20, we have a line indicated which 
at uniform angular intervals of 6 = 0°35172 hyp. has series 
resistances inserted, each of 2 = 200 ohms. The surge- 
resistance of the line before the loading is 7, = 1436°13 ohms, 
Each section of line between adjacent loads might be 100 km. 
It is required to find the characteristics of the loaded line. 

In the process represented by Fig. 20, the first step is to 
find the equivalent T of a line section. ‘This is done with the 
- aid of formulas (70) and (71). This gives us a resistance 
p of 249°985 ohms in each arm of the 7, and a resistance 
R’ of 4000°22 ohms in the staff of the 7, corresponding. to a 
leakance g’ = 249°92 micromhos. The angle subtended by this 

42 


APPLICATION OF HYPERBOLIC FUNCTIONS 48 


-T will be the same as the angle of the line-section to which 
it sala tan (0 = 0°35172 hyp.). The actual resistance R in 
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Fic. 20.—Reduction of a Uniform. Actual Line with loads in series to an 
Equivalent Unloaded Uniform Line, 


a secuiB of the’ line would be 5051 ohms, and the actual 
leakance G in the section 244°99 micromhos. 


Merce op ew 


44 APPLICATION OF HYPERBOLIC FUNCTIONS 


The next step is to divide the loads Y into two halves, of 
o ohms each, and to add o on to each arm of the equivalent 7’, 
as indicated on the third row of Fig. 20. The extended 7, 
which now includes half a load at each end, has a resistance 
of p’ = 349985 ohms in each arm, and the same leak resist- 
ance as before, R’= 4000°22 ohms. ‘The entire loaded line 
may now be regarded as made up of sections of these extended 
Is. We now proceed to find by formulas (84) and (89) the 
characteristics of the sections of uniform line equivalent to - 
the extended 7’s. As shown on the lowest row of Fig. 20, 
this is found to be 6,= 041532 hyp., and 7,’= 1709°54 ohms. 
The conductor-resistance corresponding to such a section is 
r, 6,= 710°06 ohms, a virtual increase of 20496 ohms; while 
the corresponding section leakance is 6./r”, = 242'94 micromhos, 
or a virtual reduction of 2°05 micromhos. | 

It is self-evident that if the 200 additional ohms of load- 
resistance per section had been inserted by uniform distribution 
instead of in lumps, there would have been only 200 ohms 
increase in the section R, with no change in the section G. 
Consequently, the effect of inserting the added resistance in 
lumps at 100 km. intervals is a virtual increase of 4:96 ohms 
of line-resistance per section, together with a slight virtual 
reduction in leakance. The steps of the process algo indicate 
that for a given amount of additional resistance to be inserted 
at regular intervals into a line, the shorter the interval, the 
smaller is the inserted load, and the smaller the change in 
the extension of the equivalent 7’s; whereas with long sections, 
large loads must be inserted at their junctions. The extensions 
of the equivalent 7’s are then correspondingly enlarged, with 
increased effect on the line angle, and on the virtual extra 
resistance of the loads due to their lumpiness. 


If 6 be the angle of a section before loading (hyps.) 


? 0, ” ? ” 99 after ” % 

» % 54  Surge-resistance of the line before loading (ohms) 
/ i 
0» » ss : after - » + » 


» 2 = 2a be the resistance of each series load (ohms),. 
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then the process eae outlined leads to the following results— 


6 
J o coth ) 3 
sinh 2 = sinh 7 pe ee ys, serie: (107) 
9 9 o tanh oe 
cosh ees + re eee yoo zs (108) 
o coth ; 
: 1+. 
tanh §, = tanh a 6 
2 2 6 
6 tanh ze 
ia Te 
| 6 ees : 
= a/tanh 9° tanh 1G +0 . . . numeric (109) 


if ° = tanh 6. 
@ 


° 


In the continuous-current case, if o > z,, let 


wa 


= coth 6. 


° 


Then coth a = «| coth . . coth = + 5) . numeric (110) 
Also— 


ema 
sinh 0, = sinh 6 4/1-+ 7.” coth 0+ (2). . (111) 


ie) 


cosh 6, = cosh 6 + ° sinh 0 
Oe (tanh 5 ‘a 4. © )leoth 5 f + ey) . ohms (118) 


vA 
@o 


, (12) 


2 
= eqf1 +72 coth 4+ (2 erat or agers (0, 
2, sinh 0, 
or— 2 ae ile ee es ae numeric (115) 


Consequently, the characteristics 9, and z’, of a section after 
loading can always be computed when the value & of each 


* Formula 112 was first published by Dr, G. A. Campbell. See 
Bibliography, 27. 
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_ resistance-load is given, as well as the characteristic constants 
6 and z, of the section before loading. On the other hand, if 
the resistance of the load were distributed uniformly over the 
section, the effect would evidently be to increase 9 and 2, in 
the same ratio; that is— 
ae —¥ eee. =,/1 + = - numeric (116) 


le} 


Legular Leak Loading.—If as indicated on the first row of 
Fig. 21, equal leakances of conductance [’ mhos are inserted 
at uniform angular distances 0 hyps. along a line, the surge- 
resistance of which is z, ohms; we may proceed to determine 
the effect of this loading on the line characteristics. 

The first step is to break each load into halves of conductance 
y whos (I’ = 2y), as on the second row of Fig. 21. 

The next, step is to find the equivalent J of each unloaded 
section of line, as on the third row of Fig. 21, with the aid of 
formulas (75) and (76). 

- We now extend each section JJ by adding the leak y to 
ss pillar conductance, as indicated in Fig. 21, at the fourth 
row; where— 

9, =9 See ois Be ag) ey ees ain) 


The extended J/’s will now subtend a new angle 6,, which © 
we proceed to find by reverting them to their corresponding 
uniform ‘line-sections, using (95) and (99). 

In the case represented in Fig. 21, each leak I’ has a 
conductance of 0:096971 millimho, and the line-sections are 
the same as in Fig. 20, The final equivalent line-section angle 
1s 0, = 0'41532 hyp., and the surge-resistance 1206°4 ohms. 
With the notation of (107) we find— 


0 
ne A + YZ, coth = 


tanh 2 = tanh —~ 


5 . numeric (118) 


mI 1. + yz, tanh a 


6 6 | 
= ,/tanh 5 tanh (5 +6) ee rae AE 
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if yz, = tanh 6, and— 


@ 


O:35/ 72 . 
. Gere fhe €<--—s- Mo 3 Maa > ee a te eae 


° 2. 
6 i} Ss 
to ~ to 
S g S 
7 a m~ a 
: A 3 
a 72 <= 
f------ a -------> < +----- a letate > < eet: eo------4 ” 
93° | ‘fe he 
22 %, ee) 
138 38 YEE Se 1 
Se ae 
uve : reo) a) 
a 3 a 
) 
‘ O-35/72 7) 
’ 
> See ba la-- xt. So oe evens th a iree sh! PY hee aoe 
ae BN oe 5 r” 
~ > t15-593” 2 
» | Rn a Qs] as 5° S93 se $2 e s q 
J I3 FS 398 nd 38 9 9 
. “ ° 2 
} yi ° a 
0-4.1532 nee 
nn a i Me Il . SY Fel ce as rg CS SC 7 O,---- 222 wore ee DO Do > 
515-593 


O-4IS32 ; 
‘gf 


ar yg : = 
Reeds Loans RET hc TTT ico Ran a > 
a 
S 
Bi 
& 
e 


Fic. 21.—Reduction of a Uniform Actual Line with loads in derivation to an 
Equivalent Unloaded Actual Line. 


Regular leak loads y produce the same effect on the line 
section-angle as regular series loads o, when— 


—-> te + ¢ ® «4 ohms (121) 


The final surge-resistances in the two cases will not, however, 
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be the same, but their geometrical mean will be the original 
or unloaded surge-resistance, 

It follows from the preceding formulas that every regularly 
loaded line can be replaced by an equivalent uniform unloaded 
line of the same length, which, in turn, can be completely 
replaced for all external purposes by a certain equivalent 7, 
and corresponding equivalent J/. 

The effect of loading a line at regular intervals, either with 
series resistances, or with leaks, is always to increase the 
angle 6 of the line, and reduce its normal attenuation-factor ¢, 
in the continuous-current case; besides the effect of long 
intervals between loads, or lumpiness, which exaggerates the 
influence. In the alternating-current case, it will be seen that 
loading always increases the numerical hyperbolic angle of the 
dine; but by no means always reduces the normal attenuation- 
factor. : | 


CHAPTER V 
COMPLEX QUANTITIES 


In the discussion which has preceded, all the quantities 
employed have been simple “real” numerical quantities, 
comprised between the limits of — « and + «; so that they 
are capable of being represented geometrically by their positions 
on a single graduated straight line; 7.e. by their assignment in 
one dimensional space. : 

It is, however, a seemingly universal and a wonderful law, 
that all the numerical formulas and rules of quantitative 
behaviour for continuous-current circuits, or conductors, are 
exactly the same for single frequency alternating-current 
circuits or conductors, in respect to potentials and currents as 
also (with minor reservations) to power and energy, if these 
formulas and rules are interpreted as relating to complex 
numbers ; or such numbers as are represented by their positions 
on a single graduated plane; 7.¢. by their assignment in two- 
dimensional space.* 

The importance of this law will be evident, when it is 
recognized that each and all of the formulas hitherto discussed 
in relation to continuous-current lines and systems, are 
immediately applicable, without any change in notation, to 
alternating-current lines and systems, provided that we extend 
the meaning of the notation to include two-dimensional 
numbers instead of one-dimensional numbers. From this 
standpoint, it will be seen that we have already dealt with 
alternating-current lines and systems unawares, and that the 
continuous-current case is merely the particular case, in each 
formula, when the numerical quantities 1t employs degrade into 
ordinary one-dimensional numbers. 

* See Bibliography, 6, 9, 9a, 10, 17, 70. 
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There is, moreover, a great advantage in dealing first with the 
hyperbolic trigonometry of continuous-current lines; because 
one-dimensional arithmetic is easier to grasp and follow than 
two-dimensional arithmetic. On this account, our ideas are 
limned more clearly, and our advance proceeds more surely, 
when we deal first with the problem on the one-dimensional 
aspect which the continuous-current case supplies. After having 
mastered the subject in one dimension, we are in a strong 
position to attack the vastly wider two-dimensional fields, 
which alternating-current cases offer successively to our mental 
vision. We need never have doubts or fears as to the safe road 


S 


Fig. 22.—Geometrical Representation of Simple Numbers. 


to pursue in our advance on a two-dimensional problem, if our 
formulas and weapons of attack have been forged on the one- 
dimensional hearth. 3 

Whenever a new problem arises in alternating-current. 
technology, whether it is more conveniently dealt with by 
hyperbolic trigonometry or not, the safe rule is to find the 
corresponding problem in continuous-current technology, and 
solve it there by simple one-dimensional arithmetic. The 
~ equations and formulas of the continuous-current solution then 
apply to the alternating-current solution, by extending their 
meaning into two-dimensional arithmetic. 
— Sunple and Complex Numbers—In Fig. 22, three simple 
numbers are represented geometrically, namely Oa = — 2, 
Ob = +1'5, and Oc=+3. These numbers all lie in one 
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direction, across the page, in the plane of the paper, and positive 
numbers are directed towards the right hand. All simple 
arithmetical operations upon such one-dimensional numbers, 
such as addition, subtraction, multiplication, division, powers, 
roots, etc., beget other one-dimensional numbers, so that all 
simple arithmetic belongs to the one-dimensional system, or to 
a single straight line in space. Any convenient straight line in 
space will serve as the line of reference. It is convenient to 


Fic. 28.—Geometrical Representation of Complex Numbers. 


take the line across the page; but the selected line might be, 
say, at right angles to this, or up and down the page. 

Three complex numbers are also represented in Fig. 23, 
namely OA = 2 /45°, OB = 1 \60° and OC = 3:0, 120°. = It 
will be seen that each number has appended to it a circular 
angle, which defines the direction of the line representing the 
number in the single plane of reference, with respect to an 
initial direction of reference therein. We are at liberty to 
choose any convenient plane, and any convenient direction of 


*-In what follows, A /8 has the same meaning as A cis 8 or Ac/B in 


‘regular mathematical notations, and may be regarded as a convenient 
abbreviation for either of these forms of expression. The modulus A 
is the length-factor, or tensor, and the argument 8 is the circular-angle- 
factor, or versor, of ‘the complex number. 


E 2 
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reference in the same. It is convenient to select the plane of 
the page, and the direction parallel to the lines across the page 
as the direction of reference. From this standpoint, all simple 
numbers, as in Fig. 22; are numbers having the angle /0°. 

Complex numbers are sometimes called plane-vectors or, for 
brevity, vectors. They must, however, be carefully distinguished 
from three-dimensional vectors. 

It is also to be noted that negative signs are not indispensable 
when writing or specifying individual complex numbers. The 


Fre. 24.—Vector Sum of Two Complex Numbers. 


angle inseparably attached to each number is sufficient to define 
a negative direction. Thus 10\180° isthe same as —10 /0°. We 
may, therefore, use negative signs or not, as may be convenient. 
In Fig. 28, we might express OC as — 3:0 x OB, if desired. 
Addition of Complea Numbers.— When two complex numbers 
are added together geometrically, one of them is transferred to 
the end of the other, and the new number, or sum, is that 
corresponding to a line drawn from the origin of the, latter to 
the free end of the former’’so transferred. Thus in Fig. 24 
2 /45° + 1\60° = OB = 1°991 /16°. Again 1 \60° + 3:0 \120° 
= OC = 2'0\120°. This process of adding on one vector to 
the end of another is aptly described as geometrical addition. 
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By successive additions of complex numbers, any or all parts of 
the plane of reference may be invaded. 

The process of vector addition, or geometrical addition, of 
complex numbers is easily conducted by. a draughtsman at the 
drawing-board ; but in order to be carried out numerically, it is 
desirable to analyse the complex numbers into components. A 
complex number is most conveniently analysed into two 
mutually perpendicular components, one in the direction of 
reference, or across the page, and the other up and down the 
page. These components are called respectively the veal and 
imaginary components of the complex number, the terms having 
been bestowed by algebraists from the standpoint of one- 
dimensional arithmetic. The rule for the analysis of any 
number of length or modulus A and angle or argument B is by — 
circular trigonometry— 

Ac Dt Aveda) 7" Asi 6 Se CUNO hes) 
it being understood that we are discussing the complex number 
in geometrical terms. Thus, in Fig. 23, the number OA is 1°414 
+ 71414; OB is 05 — 7 0866; OC is— 150+ 726. The 
symbol j here indicates that the quantity to which it is prefixed 
is to be measured upwards along the “imaginary” axis. The 
sign —/ prefixed to a number means that it is to be measured 
downwards along the imaginary axis. The/ “operator” is thus 
an operator which, when applied to a line, representing a 
number, rotates it in the positive or counter-clockwise direction 
through 90°, or z/2 circular radians, in the plane of reference. 

Two successive applications of the 7 operator thus reverse the 
direction of a line, or rotate it through 180°; so that 7 x 7 or 
j? is equivalent to giving the negative sign to a complex 
number without changing its angle. Thus we have the well- 
known relation— 

‘—_— ea ly, 3. numerics / S123) 
and— P= —)1, #=4+1, /% = —y/, and so on. 

To find the sum of a plurality of complex numbers, we add 
their real components, and also their imaginary components. 


* jis used in electrotechnics, instead of 1 as in mathematics, to avoid 
confusion with currents. 
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Thus in Fig. 23,0A + OB + OC, becomes in Fig. 25,04 + AB 
+ BC = (1°414 + 0% — 1:50) + 7(1'414 — 0°866 + 2°60) 

= 0414 + 73°148 

= OCs p17 a a2, 
where OC is the vector sum of OA, OB, and OC, the three 
complex. numbers in Fi ig. 23. 

In order to resolve ie components of a complex ee 

into a plane vector, let + « be the real component and +/¥ 
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Fie. 25.—Vector Sum of Three Ponies 
' Numbers. 


the imaginary component, A / #, the resultant complex number. 
Then by circular trigonometry and (122)— 
7 A= ja +y?. . modulus, cm. (124) 
and— | 7 pb = tan ie) argument, radians (125) 
“Thus in Fig. 25, with « = + 0-414, and y = + 73:148, we have 
A = ,/0°4142 + 3148? = ./0°1714 + 9:9099 = ,/10°0813 
= 31751, 


and B= tan -! (+ 3:148 /+ 0-414) = tan -!(+ 7604) 
| = 82° 30’ or 82°5°. 
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Subtraction of Complec Numbers.—Subtraction of one complex 
number A,/ f, from another A, / #, merely requires that the 
megative sign be given to the former, or that, without change 
of sign, its angle / 8, be changed by 180°, and addition then 
follows. On the drawing-board, this is performed by first laying 
off A, / 6, and then adding —A, / B, to the end of it. In order 
ito perform the operation arithmetically, each vector is analysed 
into its components, and the subtraction then proceeds along 
each axis, as in one-dimensional arithmetic. Thus if A,/ A, 
=+4, tjy,and A,/B,=+2%,+ jy, Then A,/ Bi ~ Al/ 8, 
SA —2)tIG — Y= EXSY. 

Multiplication of Complex Numbers——The multiplication of 
complex numbers in any order is effected by multiplying 
together their lengths or moduli, as in one-dimensional 
arithmetic, and adding their angles. 

Thus if A, /8, and A, /8, are the two numbers to be multiplied 


together, and A /8 the product, we have— 
A [B= Ay [By X Ae [Bs 
=A, A, /P, +8. numeric / (126) 
Thus if A, /B; = OA Fig. 23 = 2 /45°, 
mode oes = Ob we. SL GO, 
then the product A /f is 2\ 15°. 


If the two complex numbers to be multiplied are analysed 
into components, the multiplication may be effected, although 
less conveniently, by the rules of algebra. Thus if (+7, +/y,) 
and (+ «, +/jy,) be the two numbers, their product will be— 


+ (@,%_ — YpYo) EJ eH + %p Yr) =+X+/Y. 
Reciprocal of a Complez Number.—The reciprocal of a complex 
mumber has for its modulus the arithmetical reciprocal of the 


modulus of the number, and for its argument the negative 
value of the argument of the number. Thus, if A /f is the 


«complex number, its reciprocal will be i \B = (=) /— B. 
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_If the complex number is say 10 /20°, its reciprocal will 
be 0:1 \20°. 


If the number whose Se patecih is required, be analysed into 


components in the form (+a+,7y), its reciprocal will be 
1 


tetsy 
multiplying both numerator and denominator by (+ 7 +/y). 


The result is a = = = + Cae age ea) FJ ee) : 

Division of Complex Numbers.—Division of complex numbers 
can always be effected by taking the reciprocal of the divisor 
according to the last preceding rule, and then multiplying this 
reciprocal into the dividend. ‘Thus if A, /6, has to be divided 


i A, /B, the quotient is & - /B, — 6. =A /B. Tf A, /B, and 


A, /B, are OA and OB of Fig. 23 eles the quotient. 
is 2\ 105°. 


Powers and Roots of Complex Numbers—The nth power of a 
complex number is formed by the nth arithmetical power of 
the modulus, and multiplying the argument by n. That is— 


(A /B)" = A“ /nB . . . numeric / (127) 


Similarly, the xth root of a complex number is formed by 
taking the nth arithmetical root of the modulus, and dividing 
the argument by n. That is— 


This may be reduced to the original form, by 


RA [BA (ae = A” /= . numeric / (128) 


Summing up, we may say that two-dimensional arithmetic 
is performed by rules which degrade into those of ordinary or 
one-dimensional arithmetic oon the arguments are all zero. 
‘When adding or subtracting complex numbers numerically, it is. 
desirable to analyse them into components; but when multiply- 
ing and dividing them, or when taking powers and roots, it is 
_ desirable to express them in angular form. 7 
Trigonometrical Functions of Complex Angles—We have 


es 
ss 
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already seen that in the case of a simple angle in generalized 
trigonometry (Figs. 1 and 2), the circular functions can be read 
from a circle diagram (Fig. 1), and the hyperbolic functions from 
corresponding elements of a hyperbola diagram (Fig.2). When 
the angle to be dealt with is complex, or of the type (x + /y) 
radians, both the circular and the hyperbolic functions can be 
derived from a mixed circle and hyperbola diagram. 

Circular Functions of a Complex Angle. Construction for 
sin (27 + jy), Fig. 26.*—Take OA = 1 along the negative end of 


1g 


Fic. 26.—Construction for Sin (« + jy) and Sin-! (x + jy). 


the Y-axis. From OA as initial line, mark off the circular angle x 
and sector area AOB = 5 + From OB as initial line, mark off 
the hyperbolic angle y and sector area BOD = 5 Let C be 
the foot of the perpendicular from D on OB produced. Drop 
perpendiculars from C and D on the axis of reals OX, at ¢ and 
d respectively. About ¢ as centre, rotate cd positively through 
90° to cZ. Then will the complex vector OZ = Oc+jcd be 


_ the required circular sine of the complex angle x + jy radians. 


* See Bibliography, 31. 
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In the case represented, sin (1 +1) = 1:299 + 70635 = 
1446 /26:05°. As.y varies, Z moves along the hyperbola— 
p.%, ae 


ase wey nae 2 
sin? 2 cos? @ eg SUCK), 
as « varies, Z moves along the ellipse— 
a y? : | 


> 
fos 


Fic, 27,—Construction for Cos (« + jy) and 
Cos—1 (vw + jy). 


From the same figure we have also, if Oc = uw and eZ =jy 
sin~! OZ = sin-}(w + jv) = sin-!0b + 7 cosh-! OE 


a cnt (EEE 


ast eee mer ks} 4 


Construction for Cos (x + jy). Fig. 27.—Take OA = 1 along 
the positive end of the axis of reals. From OA as initial line, 


mark off the circular angle « or the sector area AOB = % ete, 


cca {va + uy? + v? + /(1 — uv)? + “} 
: 2 


precisely as in the preceding paragraph. The complex vector 
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OZ =Oc-+jed thus obtained will be the required circular 
cosine of the complex angle (# + jy) radians. 


In the case represented— 
cos (1 +1) = 0834 — j0°989 = 1:293 \49°866°. 
As y varies, Z moves along the hyperbola— 


a Ley 


cos? “ sin? a 


mes | Re a ye CR hogan 
As 2 varies, Z moves along the ellipse (130). 


From the figure— 


cos~! OZ = cos! (wu + jv) = cos“! Ob F cosh-! OE 
[ait +uyr+v— fd —u)?+ “| + 
2 


= cos~! 


Zt ek Nene: apNe ee 
jeosh- {VO tw te Cary cm. / (133) 
Hyperbolic Functions of a Complex Angle. Construction for 
Sinh (« + jy). Fig. 28.—Take OA = 1 along the positive end 
of the axis of reals. From OA as initial line, mark off the 


circular angle y and sector area AOB = a From OB as initial 
line, mark off the hyperbolic angle w and sector area BOD 
=5 Let C be the foot of the perpendicular from D on OB 


produced. Drop perpendiculars from C and D on the axis of 
imaginary OY, at ¢ and d respectively. About ¢ as centre, 
rotate cd negatively, or clockwise, through 90° to cZ. Then will 
the complex vector OZ be the required hyperbolic sine of the 
complex angle « + jy radians. 

In the case presented in Fig. 28, sinh(1 +/1) = 0°635 
+ 712985 = 1:446/63:95°. As «x varies, Z moves along the 
hyperbola Zhz. As y varies Z moves along the ellipse XEay. 
Both the ellipse and the hyperbola have foci at F and /, points 
situated at unit distances from O on the Y axis. 
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From the same figure, if cZ = u, and Oc =4v, we have— 


sinh - (wu + jv) = cosh-! js ee aa Asta il 
ie 5 B 


joins (VOLPE — TSE 
>) 


ast ee DY . hyp. radians / (134) 


VEEN. 
\\ 6 


. 
Snes oe 
WP meme wn wee ee oe 


Fig. 28.—Graphical Constructions for Sinh (% + jy) and Sinh-1 (7+ jy). 
Construction for Cosh (a + Jy). F ig. 29.—Take OA = 1 along 
the positive end of the axis of reals. From OA as initial line, 


mark off the circular angle y, or the sector area AOB= 7 
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From OB as initial line, mark off the hyperbolic angle ~ and 
the sector area BOD = > Let C be the foot of the perpendi- 


cular from D on OB produced. Drop perpendiculars from C 
and D on the axis of reals OX, at ¢ and d, respectively. About 


Fic. 29.—Graphical Constructions for Cosh (# + jy) and Cosh —1 (@ + jy). 


c¢ as centre, rotate cd negatively, or clockwise, through 90° to 
cZ. Then will the complex vector OZ =Oc+ jed be the 
required hyperbolic cosine of the complex angle « + jy radians. 

In the case represented, cosh (1 +71) = 0'834 + 70°989 
= 1:293/49°866°. As « varies, Z moves along the hyperbola 
Zbz. As y varies, Z moves along the ellipse EZez. Both 
ellipse and hyperbola have foci at a and A, points on the real 
axis equally remote from O. 
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From the same figure, if Oc = and cZ = jv, we have— 


cosh-!(w% + jv) = cosh eee buy oe . mi (habe a é 
| FOR f w/ LOO se Rise AGT 3 
2 


=e a4 A ls Se. S As aoe 

Construction for Tanh («+ jy). Fig. 30.—Mark off on the 
axis of reals OX, two points T and X, such that the 
former is distant by tanh x and the latter by coth x from 
the origin O. Find the point C midway between T and X. 
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Fic. 30.—Graphical Constructions for Tanh (# + jy) and Tanh—! (x + jy). 
This point will incidentally be distant coth 2 from O. With 
centre C ‘and radius CT = cosech 2a, draw the circle TXZ. 
Mark off on the axis of imaginaries yOY two points ¢ and y, 
such that the former is distant by tan y and the latter cot y 
trom the origin O... Find the point ¢ midway between ¢ and y. 
‘This point will incidentally be distant cot 2y from O. With 
centre ¢ and radius ct = cosec 2y, draw the circle ByA¢. This 
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circle will cut the axis of reals at two points A and B distant 
each one unit from O. It will also intersect the circle TXZ 
orthogonally in Z. Connect OZ. This vector OZ is the require 
hyperbolic tangent of the angle # + /y radians. | 
In the case presented in Fig. 30, tanh (1 +71) = 1:084 


+ j02718 = 1118/14°583°. 


Ng -» e | 
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Fic. 33.—Loci of Tanh @ for the Imaginary-Real Ratios 1, 2, 3, 4 and 10. 


As « varies, Z moves along the circle A¢B. As y varies, 
Z moves along the circle TZX, performing one complete 
revolution for each z units of increase in y. 

From the same figure, if OZ = u + jz, 
a Sy ee (1.+.2)? + v 
tanh~!(w + jv) = + log, (iaatanat 


URL as, GC —U 

= thy ee —1 ; 

ite tan ( Tar ) tan cor: ) 
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Principal Formulas for Derwing the Hyperbolic Functions of 
Complex Angles—As distinguished from constructions for the 
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Fig. 34.—Loci of Sech 6 for the Imaginary-Real Ratios 1, 2, 3, 4 and 10. 


hyperbolic functions of complex angles, the following are among 
the most important formulas for computing them— 

sinh (7 + jy) = sinh w cosh jy - cosh wsinhjy . . . (137) 

rsth =sinhzcosy+jcoshasiny .. . . . (138) 

_=,/sinh?z + sin? y /+ tan-(coth w tany) (139) 

=,/cosh? « — cos? y /+ tan (coth w tan 7) (140) 

cosh (« + jy) = cosh a cosh jy + sinh @ sinhyy . . . (141) 

=coshzxcosy+ysinhwsiny) . . . . (142) 

= cosh? « — sin? y /+ tan-!(tanh x tan y) (148) 

= ,/sinh? « + cos? y /+ tan-!(tanh «tan y) (144) 


tanh (« + jy) = (145) 


sinh 2a 4 i sin 2y 
cosh 2% + cos 2y =! cosh 2a + cos 2y © 


PF 
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It is evident that the values of the complex hyperbolic 
functions may be computed and tabulated either for varying 
values of « and y* or for varying values of A and £, the 
modulus and argument of the angle expressed as a vector. For 
most electrotechnical purposes the latterare the more convenient. 
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Fic. 85.—Loci of Cosech 6 for the Imaginary-Real Ratios 1, 2, 8, 4 and 10. 


Tables of these functions are still greatly needed. They have 
been published for the particular case of 6 = 45°.t Other 


tables are in course of preparation. . : 


Since— sinh § = ; sin 70 . (146). 


* Tables of sinh (« + jy) and cosh (# + jy) over a limited range have 
been published by Prof. James McMahon and by the General Electric: 
Co., Schenectady (N.Y.). See Bibliography, 15 and 64. 

+ See Bibliography, 33 and 63. 
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: sin 6 = + sinh j6 agehe. APadeey 6 
cosh-@-=008 70 ils a oe en 248) 
006° O.=< Gosh 70°. “Ae i ge 1B) 


where @ is any angle, simple or complex, it follows that tables 
of complex hyperbolic functions can be used, with a little 


Fic. 36.—Loci of Coth 6 for the Imaginary-Real Ratios 1, 2, 3, 4 and 10, 


extra trouble, as tables of complex circular functions, and 
reciprocally. : 
Figs. 31 to 36 indicate the vector values of complex hyper- 
bolic functions for the five values of 6 whose tangents are 
1, 2, 3, 4 and 10 respectively (8 = 45°, 63°43°, 71:57°, T5°97°, 
‘and 8428°) up to A=1°5. Thus taking Fig. 31 the hyp. 
sine of a complex angle 0 = 1°4/45° or 1:4/tan1 is found by 


following the heavy curve marked 1 to its intersection with 
F 2 
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_ the dotted line 1:4, The intersection marks the complex vector 
required, It is 1:43/63°57°. 

Curve-sheets like those of Figs. 31 to 36 can be drawn on 
suitable scales for, say, each degree of f and each step of 0-1 
or less in modulus A. Such curves extend, theoretically, to 
infinity or cover the XY plane, not only once, but many times 
in succession, if A be taken large enough. 


CHAPTER VI 


THE PROCESS OF BUILDING-UP THE POTENTIAL AND 
CURRENT DISTRIBUTION IN A SIMPLE UNIFORM 
ALTERNATING-CURRENT LINE 


In order to present the application of hyperbolic functions to 
the analysis of alternating-current lines from an alternative and 
illuminating view-point, we shall here discuss the simplest 
elements of electromagnetic wave motion over such lines during 


A B 


Fie 37.—Simple Alternating-Current Circuit. 


the construction period which precedes the steady state. Since, 
however, the steady-state distribution is the object of our 
_ investigation, and the preceding unsteady state demands a like 
share of analysis for its investigation, we shall pass over the 
latter very briefly, and make certain assumptions as postulates 

which may be readily verified. 
Fig. 37 presents the essential elements of a simple a.c. (alter- 
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_nating-current) circuit. The line AB is uniform, and has 
uniformly distributed secondary constants ; namely— 
7 = linear resistance (ohms per wire-km.) 


t=  ,, Inductance (henrys __,, oe, 
g= _,, conductance (mhos _,, ra, 
c= ., capacitance (farads ,° ,, 


jf = the frequency of the impressed e.m.f. (cycles per second) 

«w = the angular velocity (radians per second) 

z = (7 + Jlw) linear conductor impedance (ohms per wire-km.) 

y=(g+jew) ,,. dielectric admittance(mhos ,, ,  ) 

a= /zy = J(r +jlw) (g + jew) . hyps. per wire-km. (150) 
will then be the attenuation-constant or linear hyp. angle of 


‘ it pa ree ts oes 
? 


se 
ra 
a 
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o% B 
Fic. 38.—Analysis of the Vector Attenuation-Constant OA = a into the real 
part OB = a, and the imaginary part BA = a,. 


the line. It is a vector possessing components a, + ja,; so 
that (Fig. 38)— 

a/B=a,+ja,. . . hyps. per wire-km. (151) 
The imaginary component a, of a hyperbolic angle a has the 


properties of a circular angle. Again the surge-impedance 
of the line is— . 


z. == _ EB. . 5 aeday WOES I ae 

The hyperbolic angle of the line will be— 
0/8 = La /B = L(a, +3@,) na Y= 0, 8, ven (153) 
__ Where L is the line-length in km., Z is the total conductor 
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impedance of the line or L (r + jlw) = Lz ohms and Y is the 
total dielectric admittance of the line, or L (g + jew) = 
mhos. The real part 6, of the complex angle is expressible in 
hyperbolic radians, and the imaginary part in circular radians. 

It will be seen that (153) is merely a restatement of (19), 
(152) of (18), and (150) of (17) with two-dimensional signifi- 
cation. In other words, formulas (17), (18), and (19) for 
continuous-current circuits apply to the alternating-current 
case here to be discussed, when interpreted as involving com- 
plex resistances or impedances, and complex conductances or 
admittances. We use, therefore, z for 7, Z for R, y for g, and 
Y for G, in order to emphasize the two-dimensional meaning ; 
but we may use all the preceding continuous-current formulas 
unchanged, if we keep the vectorial interpretation before ne 
mind. 

The significance attached to the linear angle or vector 
attenuation-constant a, is that any wave of potential or current — 
running along the uniform line, shrinks or attenuates by the 
linear attenuation-factor e~* in each unit of length (miles or 
km.), for the particular a.c. frequency under consideration. If 
then, when starting, at end A, a wave of potential or current 
has a value taken as unity, it will, after having run 1 km., 
have dwindled to ¢-*, after 2 km. to e-*.e-*=e-*4, after n km. 
to e~"*, and just before arriving at B, to e~'*=«~*, where 6 
is the line angle. 


‘ ’ numeric 
But E7* = ¢ (41 + Jag) am hee So Se er ee hin” Zi (154) 


so that «-* is the product of two factors, namely, ¢~, which 
is a real numeric, and ¢~/, which is an angle, and may be 
written— 


eyez —/—a,=\a, . . . radians (155) 


Consequently, we may write— 
oe 


PS eee aN aia, Heh 3 Z (156) 
and— gO =e AG, =e 14 \La, . =a eme (157) 
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The normal attenuation-factor of the line ¢~®, which is also the 
inevitable attenuation-factor for any one wave of potential or 
current running over the line, comprises a real component ¢~%, 
and an imaginary component e¥”. The former is the actual 
numerical attenuation-factor which applies to the amplitude 
of the wave; while the latter is an angle, and applies only to 
the phase of the wave. If, for the moment, we leave phase 
angles out of consideration, and consider only the shrinkage 
or attenuation of the waves running over the line, then we 
only consider the real component a, of the attenuation-con- 
stant a, and the real or hyperbolic component 6, of the line 
complex angle 0. 

In practice, an alternating-current line, whether used for 
signal transmission, telegraphy, telephony, etc., may be pro- 
visionally regarded electrically as— 


a very short line if 6, is less than - 0°1, e -91 being greater than 0°905 
a short line if ,, is between 0‘l and 0°5, €-%1 a * 0°607 
a line of moderate length if ,, Ns Or5 5 6 a'G, ek yi - 0°100 
a long line rho se 2:5,., 40; 60: ie ys we 0020 
a very long line if ,, is over ~ 4:0, €-9% being less than 0°020: 


it being understood that 6, depends upon the frequency of 
alternation as well as upon the line-length and secondary 
constants. A given line when used, say, for power transmis- 
sion, 1s ordinarily very short with respect to the fundamental 
frequency of the generator applied to it, but perhaps long to 
some higher harmonic frequency such as the 11th-frequency 
harmonic that the generator may produce. | : 
The essential difference with respect to attenuation between 
the line-angle 6=,/ZY of an ac. line and that of a ce. 
(continuous-current) line 6=,/R.G., is that, in the former, 
only the real component 6 cos £, or 0,, counts, while the latter 
is all real, and all counts. An a.c. line may have a complex 
angle of 50 hyperbolic radians, and yet, if the real component 
is only, say, 2 radians, the line is only of moderate length; 
whereas a c.c. line of 50 radians would be of enormous elec- 
trical length. As above defined, a very short line attenuates 
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waves less than 10%, so that they arrive at the distant end 
of the line with over 90°/ of their amplitude at the home 
end. A short line attenuates less than 40 ye so that the wave 
attenuation-factor for one run over the line is over 06. A 
moderately long line reduces the wave attenuation-factor to 
something between 0°6 and 0:1.° A long line may bring it 
down as low as 2°/, and a very long line to yet lower values. 
These will also be the normal attenuation-factors of the lines 
in their steady a.c. state, ze. if the terminal-load impedance 
at B is equal to their surge-impedance z.. 

In Fig. 37, let the a.c. generator have negligible impedance, 
and produce a sinusoidal e.m.f., or pure sine wave. If the 
terminal-load impedance Z, is made infinite, the line is freed 
at B, if it is made zero the line is grounded at B. If it is 
made equal to z, the line is in the normal state as to attenua- 
tion, the attenuation-factor of the steady state being then the 
same as the attenuation-factor for any single wave in the 
unsteady state. 

‘Fhe physical significance of the surge-impedance z, is that, 
at any point, the line offers this impedance to an advancing 
wave of the frequency considered. That is, at any point— 


CE <y OR ce ek, Hee NOLS fF LDS} 


where e and 7 are the instantaneous values of the potential 
and current strength at.the point. Consequently, the surge- 
impedance of the line is not only the natural impedance which 
it offers everywhere to surges of the frequency considered, but 
it is also the initial impedance of the line at the sending end. 
It is, therefore, also the initial sending-end impedance of the 
line, as distinguished from the impedance which the line offers 
at the sending end in the steady state, when a number of waves. 
are merged together. 

The velocity with which any wave of the frequency / runs 
over the line considered, is determined by the relation— 


@ 


lane km. per second (159) 
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- When the linear conductor resistance 7 and dielectric con- 
- ductance g are both made equal to zero in (150) we obtain— 


a=ja,=jo/e . . . hyps. perkm. (160) 
and the velocity over such a line would become— 
il | 
La km. per second (161) 


Fa Be 
which for a free uniform line, surrounded by air at all points, 
and ignoring inductance within the substance of the wire, is 
known to be the velocity v of “light” in air, or 300,000 km. 
per second, owing to the fundamental relations between the 
inductance and capacity of such a wire. Owing, however, to 
the presence of effective linear resistance of all kinds that dis- 
sipate electromagnetic wave energy into heat in the conductor, 
and to effective linear conductance g, of all kinds that dissipate 
such energy into heat in the dielectric, the speed of the waves 
drops, even in an aerial line, Moreover, when the dielectric is. 
a solid, the free limiting speed of waves is reduced inversely as 
the square root of the specific inductive capacity of the material ; 
so that with solid-insulated conductors, the speed of wave- 
advance may be only a small fraction of 300,000 km./sec. On 
loaded lines, the wave speed, v = w/a,, 1s artificially reduced 
still more. . ar 

Let us assume a line having at a certain frequency an 
attenuation-constant of a = 0:07675 +-70°7854 hyps. per km, 
Then, in running 1 km. over this line, a wave shrinks in am- 
plitude by e767 or 0:9259, 2.6. to 92°59 /. It also shrinks in 
phase by 0°7854 radians (s/4 = 45°). This means that it loses 
this phase angle with respect to the phase of the wave then 
being delivered by the generator at A. When a wave of either 
potential or current is delivered to the line, that wave goes 
on with its phase unchanged with respect to its own parts. 
The crest of the wave remains a crest, and a zero-point on 
the wave remains a zero-point. But the generator keeps on 
changing its phase and the phase of the next wave that is 
emitted, Consequently, the wave which has been released and 
is travelling along the line is continually falling further and 
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further behind the instantaneous phase of the generator end. 
Tt loses w radians per second, and -since the velocity of wave 
transmission is v=w/a, km. per second, the advancing wave 
must lose w/v = a, radians per km. 

The magnitude and phase relation of a released wave of 
either potential or current as it runs over the first 10 km. 
of the circuit here considered, are indicated in Fig. 39. Assum- 
ing the initial magnitude and phase at start to be represented 


Fic. 39.—Diagram of Relative Magnitudes and Phases of Outgoing Wave over 
_ the Line of Fig. 37, for the first ten kilometers. 


by the vector OE, these will have changed, after 1 km., to 
O, 1’, an amplitude of 0°926, and a phase lag of 45°. After 
2.km. the vector has become O, 2’, with an amplitude of 
(0°926)? = 0°857, and a lag of 2(45°)= 90°. After running 
10 km. the amplitude vector is O, 10’, with an amplitude of 
0464 and a phase lag of 450°, corresponding to the attenuation- 
factor ¢~1%1+v42) = ¢-10, Another view of the condition is 
indicated in Fig. 40, where it will be seen that at the point 
BB’, 30 km. from A, the wave has fallen 3? complete cycles 
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or 1350° in space-phase behind the generator at A, and the 
wave then being emitted. The length of the wave on the 
line must in all cases be— 7 


2 
a aie 
a, 
a relation which holds either for the unsteady or steady state. 
oo! . whe wave-length may be regarded 
SRBERAAAGE VSIA . z 
ele rr, aS the distance through which a 
coor =, wave must run in order to lose 1 cycle, 
SES0000000 GSeeeene i 27 radians, or 360° with respect to 
oot, —_— the generator phase 
Poaceae a : 
» The distance L, to which a wave 


must run over a uniform line in order 
that its amplitude may shrink to 
« eth part (1/2°71828 or 0:3679) will 
HH evidently be such that L,a, = 1 or 

Lp Lg Le Tey a ioe tke 7168) 
wail Similarly the distance L,; to which 
» @ wave must run in order to be at-_ 
tenuated down to $ amplitude or lose 


HHH, 50 per cent. will be— 
Z 
~ . 069315 | 
REE Ly= => anaes km. (164) 
er 


4" In the case considered the waves 
AEH would fall to $ in 9:03 km. and to 
* Veth in 13:03 km. 
A mechanical model might be | 
+: constructed to illustrate the preced- « 
72 Ing principles, in the manner in- 
ee 8.21 O1-2.34.6 6.7.0.9 1 dicated in Fig. 41.* A wooden shaft. s 
Wie, 10 2Gurve GF wayeat oO. ae) mounted aan a long wooden 
oie for the first 62 box so as to rotate in bearings at — 
ilometers of a circuit of . ‘ es 
attenuation-constant a= Opposite ends, and so as to be rotated 
0°07675 + j0°7854 per kilo. by the external handle H. The 
ae shutter ss, or lid of the box, is 


_ arranged to slide in a groove at the top, and is geared with the 


* This idea has evidently no novelty. See Bibliography, 34 and 44.- 
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handle in such a manner that starting closed-with the handle 
at the top, it slides, to open the lid, by one wave-length for 
each turn of the handle. Radial pins are then permanently 
inserted in the shaft according to the plan of Figs..39 and 40; 
%.€, so spaced angularly as to correspond to the circular 
component a, of the linear complex angle or attenuation- 
constant, and so spaced longitudinally as to correspond to the 
hyperbolic component a,. If now light falls vertically upon 
the closed lid of the box, and the handle H is slowly turned, 
the lid begins to open and the vertically falling shadow of 
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Fic, 41,—Diagram of Model for exhibiting the propagation of the first outgoing 
wave-train along a uniform line. 


each pin begins to execute a simple harmonic motion on the 
floor of the box. The phase and amplitude of this shadow- 
motion at any instant and distance along the model correspond 
to the phase and amplitude of the wave considered in motion 
over the line, assuming that no reflections occur. 

Terminal Reflections—In what follows it will be assumed 
that when a potential wave, or wave of electric flux, comes to 
the open end of a freed line, it is reflected backwards without 
loss of amplitude, of time, or of velocity, and without any 
change of sign. When, however, it comes to a grounded end, 
it is reflected back with reversed sign, or 180° change in phase. 
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Also, when a current wave, or wave of magnetic flux, comes 
to a grounded end, it is reflected back without any change of 
sign; but when it comes to a freed end, it is reflected back 
with a reversal of sign, or 180° change in phase. The presence 
of the impedanceless generator E in the circuit, Fig. 37, does 
not change these conditions of reflection. The only action of 
the generator, which is significant in this discussion, is that it 
continually generates an electric disturbance at the home end, 
and: seeks to send electromagnetic waves over the line. 

Initial Disturbances.—If we close the generator switch S at 
the peak of a positive impulse, a wave will immediately be 
urged along the line under the instantaneously applied full 
e.m.f. Along with the normal wave, there will however be an 
exponentially decaying wave which dies out faster than the 
accompanying normal wave element. The first few waves in 
the advancing train will therefore not be sinusoidal; although 
they will tend to recover the sinusoidal form as they advance. 
If, however, we close the generator switch at the moment 
when the generated e.m.f. is passing through zero, there will 
be, in the simplest condition, no abrupt disturbance to the 
system, and the outgoing waves are all sinusoidal. We shall 
assume that the switch is closed at the proper instant to avoid 
fnitial disturbance, as is always theoretically possible. 

Line Freed at the Distant Hnd.—lIf the aerial line-length is, 
say, just 300 km., a wave would traverse it in one millisecond, if 
there were no retardation due to attrition in conductor and 
dielectric (*=0, g=o). We may suppose, for simplicity, that . 
the line-length is so chosen that with the actual velocity w/a,, 
the time of one passage, or ¢raverse-time, is just one milli- 
second. | | | 

We now close the switch at A, and the first potential wave 
of the entering wave-train runs along the line undergoing 
attenuation as it runs. Nothing happens at B until after the 
lapse of one millisecond. Then the leading wave arrives, and 
instantly retreats backwards, as though the return, were a 
prolongation of the wire that happened to be bent back 
parallel to the actual line. The amplitude of the wave at the 
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start from A was E volts. On arriving at B it had become 
Ee-°, where 6 is the complex line-angle. But the returning 
wave after reflection also has an amplitude of He-®; so that 
after the wave strikes the distant end B, it immediately 
doubles up, or produces an amplitude of 2 Ee-* volts, which 
continues to undergo simple harmonic variation at B. When 
the head-wave gets back to A, it goes to ground, and returns 
reflected on the line as —Ee~-” volts, It runs back again to B, 
getting there in three milliseconds from the start. Its condition 
is now —2 Ee-®, allowing for the doubling on reflection. It 
returns to A after the total lapse of four milliseconds, in the 
condition —Ee-4®, It goes to ground and comes back instantly 
reversed, or as Ke~**, running back to B, where it arrives after 
a total lapse of five milliseconds, in the condition Ee~*’, when 
it doubles up on itself and returns again to A. This state of 
to-and-fro activity continues theoretically for eternity; but in 
any practical case the residue is insignificant after a compara- 
tively. few traverses:and milliseconds, owing to the continual 
attrition and attenuation. It is interesting to watch the process 
of accumulation at B. | 


We have after the total lapse of 1 millisecond 2 Ee-*volts / 
9 ‘es = 3 milliseconds—2 EKe-*? ,, 
pl oh oat BS 5 . BOE AD OF Sari les 
ee ras . 7 oe Sa Ue ees 


and so on. Each new term is added on to the general 
accumulation, and since each term is a vector, the addition 
must be made vectorially. The total accumulation at B 
becomes then— | 


Eg = 2E(e-® — e-9@ + e-99 — e794 ....) . volts £ (165) 
= 2Fe-(1 —e-®fe-— 2-4 ....). 4 (166) 
a 
aN a ) 
2Ke TCE gape eee ene eh gS 
at poesia arn anit, 6 | apace eee eed eet 


= f+ ~*~ cosh 8 
a result which agrees with (22) when that formula is inter- — 
preted vectorially. That is, the hyperbolic function final 
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potential at B in the steady state is due to the superposition 
of successive jumps of potential, each smaller than its pre- 
decessor, which arrive at different amplitudes and phases 
according to a simple exponential law. : 

As an example, we may take the case of a submarine cable 
having a linear resistance 7 = 10 ohms per naut, J = 0; 
¢ = 4 X 10~ farad per naut, g = 0, f = 100 cycles per second, 
w = 628'3 radians per second. If an e.m.f. of 100 volts maxi- 
mum cyclic amplitude is applied without initial disturbance 
at A, required to find the potential at the distant free end 
when L, the length of the cable, is 24-906 nauts. Here— 


z= 10/0, y = 2094 x 10-4 /90°, a =, /20°94 |90° x 10-4 
= 0:04576 /45° = 0:03236 + 70:03236 hyps. per naut; 
2, = 218\45° ohms; 6 = 0:8059 + /0°8059 = 1:14 /45° hyp, 


The amplitude of the first wave reaching the end B is 
100 2-9 \0-8059 radian = 100 2~°S9 469° = 44-67 462° 
This doubles on arrival and becomes 89:34. \46:2°, as indicated 
at Ol in Fig. 42. That is, the first- potential wave would build 
up to 89.34 volts amplitude in a simple harmonic motion, and 
if no other waves arrived, the voltage at B would be 89°34/,/2 
volts by static voltmeter. The phase of this voltage would 
be 46°2° behind that of the generator at A. The next 
return of the leading wave would be in the condition 
—100 2-78" \24177 = —8-9 /1385° = 4.89 /41'5°. The 
doubling up of this makes a rise 17-8 /41:5° volts as indicated 
in the figure at O2. The total harmonic e.m.f at B is now 
the vector sum of O1 and O02 or O21, and if no other reflected 
waves arrived, the potential would perform this 
motion at B with a frequency of 100 cycles per second. 
The third return of the leading wave is in the condition 
Sel OO We. 2025S HOO be eal re /230°9°, which contributes on 
doubling, the element 03 = 3°56 /230°9°. At the fourth return 
the condition of the leading wave is — 100 e-5*4 \5-64] = 


_ — 0°356 /323'3°, which contributes 0-712 /143°3° volts. The 


harmonic 


TO ELECTRICAL ENGINEERING PROBLEMS 81 


vector addition of all these components is OB = 88°17 \35:0°. 
But by formula (22) the voltage in the steady state at B 
is E sech 6 = 100 sech (1:14 /45°) = 100 x 0°882 \35:0° = 
88-2 \35°0°. Consequently, neglecting all terms after the 
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Fic. 42.—Successive Leaps of the Potential at free end of a particular alternating- 
current line during the constructive stage prior to the steady state. 

- fourth, the total increment of voltage agrees satisfactorily witn 

the value determined by the steady-state formula. 
In the case considered, @, the 7 component of the hyp. angle ~ 

of the line, z.¢. the circular angle component, is 0°8059 radians, 

or a little’ more than 45° (46°16°). Consequently the successive 
eee 
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increments of voltage, which come at phase intervals of 26,, 
are nearly perpendicular to each other. If, however, the 7 
component of the line angle happens to approximate one right 
angle, or any odd number of right angles, the successive 
increments will be nearly in the same phase, so that the final 
distant end voltage will build up; or sech 6 will be greater 
than e~® This will be particularly the case when 0, is just 
90°, or the line has one quarter wave-length. If the attenu- 
ation is small, the successive increments do not rapidly dwindle, 
and being in the same phase, they may build up to a voltage 
greatly in excess of that impressed by the generator on the 
sending end of the line. This effect is called the Merranti- 
effect. While it must occur whenever the line is an odd 
number of quarter wave-lengths,it will only be noticeable as. 
an actual increase of potential towards the distant free end 
when the real component 0, of the line angle is distinctly less. 
than the imaginary component 6,, 7. e. when the attenuation is. 
relatively small. No rise of potential can occur towards the 
free distant end of a line in the steady state when 0, is greater 
than 6, On the other hand when 0, is made sufficiently 
small, and 0,=a/2, the Ferranti-effect of potential rise can 
theoretically be made indefinitely great, and practically the 
free-end potential can be many times the impressed potential 
at the home end. A small terminal load usually suffices to 
destroy the effect. (See Chapter VIL.) 

If on the other hand the line has half-wave length, or 
any integral multiple thereof (6, = nm), where n is any real 
integer, the successive increments of potential during the 
constructive state arrive in opposite phases; so that the 
distant end potential does not tend to build up, even with low | 
attenuation. 

By a similar summation of outgoing and reflected waves at: 
_A, we should find the total amount to E, volts, or merely that 
impressed by the generator; because each reflection from 
ground at A takes the negative sign and cancels the effect of 
the arriving potential wave. 

Similarly, if we take the current-wave at B, swith the line 
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free: on the first. arrival, the amplitude is I,e~° amperes, 
where— , 


[eee ana. pe aroperes: / C169) 


is the initial outgoing current at A. But the reflected current- 
wave from the open end at B is immediately —I,e~-°, which 
eancels the arrival; so that the resultant rise of current is nil. 
The same action occurs at each return of the current-wave, 
Hence the current remains at zero throughout the steady 
state, as is, of course, the inevitable condition at an open 
end. 

Again, with the distant end B still free, let us trace the 
building-up of current-waves at A. The outgoing wave, as we 
have seen, is I,. On first return from B it has become — I,e~”%, 
which on being reflected from ground at A, takes no change of 
sign, and so doubles the increment to — 2I,e—7% On second 
return from B it is +I.e_*, which likewise doubles at A. 
Continuing this process, the summation at A is— 


I, =I, — 2I,e-% + 21.e-% — 21,e-% +... amperes / (170) 
—= i {1 — e-2 (he 8 oe gre Ro tseu eta ; ”» - » Giga 


em 2e-28 
ae I. {1 —. ial . . . . . . ° ” »” (172) 


a; 2 Se pce ae es 
= I, . a ari} = 1.45 | — Le / coth i) 
4 amperes / (173) 


~ 2, coth 0 . . ° * . . . e . . ” Pe (174) 


which agrees with (21) when that Sues is interpreted in 
complex numbers. 

Line Grounded at Distant End.—If we ground the line at B, 
the series of reflected current-waves returning to the sending 
end A is the same as in the preceding case (170) except there 
is no change of sign in the successive elements. The sum- 


mation of current at A is then— 
G2 
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I,= I, + 21,677 + 21,e-# + 2127 +... amperes / (175) 


= 141°} 2e-” Cet ee ee i 5 SOLIG) 
26-28 1+ ¢-76 

| =1,{1 +7 Sa} <1 fees 

ve] Cot 0" . 2) ee ee E el Tie 

— @ tanh 6° . ° * . ° . e . . ° ” ” (178) 


which agrees with (24) when that formula is interpreted in 
complex numbers. 

Again, if we ground the line at B, ana sum the current-waves 
arriving at B, their conditions are I,e-®, I,e-%, Ie-%, ete. 
Being reflected at B without change of sign, they contribute 
doubled increments at B. Hence the summation at B is— 


Ip= 21.e-? +'Te-? 4. Te? +... amperes’ / (179) 
= 2] = "la e+ ee a : oo Lh 
ee eee ee ge be 
~[oe-4 ~\g0 eae ainhor = > ee 
en Ka 
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which agrees with (25) when that formula is interpreted in 
complex numbers. 

With the line grounded at B, the potential waves cancel their 
arrivals on each reflection and at each end of the line; so that 
the summation of potential at the sending end is always E,, 
and at the receiving end always zero. 

_ If now the line is grounded at B through an impedance z, 
ohms, any current-wave on arriving at B is split into two parts; 
namely, a transmitted part which is absorbed to ground without 
further reflection, and a reflected part which goes back as 
though from an open end. Let m be the fraction of the wave 
that is transmitted or the transmission coefficient, and 1—m 
the fraction that is reflected or the reflection coefficient. It 
was shown by Heaviside that in the symbols here used— 
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the reflected current-wave retreats with its sign reversed, or 
as with a coefficient m—1. 

The current-wave to ground at B on first arrival is mI,e~°, 
and (m—1)I,e-° goes back to A, It reaches A in the condition 
(m—1)I,e-%, and is reflected back to B without change of 
sign. It arrives at B for the second time in the condition 
(m—1)I,e~*. Of this m (m—1)I,e~-* is absorbed to ground, 
and the remainder (m—1)?I.e~-* retreats to A. The final 
summation current absorbed to ground at B is— 
I,=mlI1,e-°-+m (m—1)I1,e-*° 


+m (m—1)?I,e-°°+ ... amperes / (185) 
= nl pee eet (eel eee en ee ; ” » (186) 
ml.e- 8 mI, 
re (in —1)e= 9 — #—(m—1)e~ 
a) 
ya Cale ” ry) (187) 
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which agrees with (59) when that formula is interpreted in 
complex numbers. 

It can readily be seen that the potential at B in the steady 
state is Ipz, volts, and that potential reflections at A cancel 
off. 

We might similarly sum the potential or current waves at 
any intermediate point on the line and derive formulas (37) 
to (42). 


CHAPTER VII 


THE APPLICATION OF HYPERBOLIC FUNCTIONS TO 
ALTERNATING-CURRENT POWER-TRANSMISSION LINES. 


ALTERNATING-CURRENT power-transmission lines differ from 
alternating-current power-distribution lines in having only 
terminal loads applied to them, as distinguished from a num- 
ber, usually a large number, of intermediate distributed loads. 
They are ordinarily of the three-phase type, as indicated in Fig. 
43, and consist of three line conductors. The system may be 
regarded as being divisible into three independent single-phase 
lines, AB, A’B’, AB”, each operated, at star voltage, to 


Fic. 43.—Set of _Three-phase Transmission Wires. Nominal circuit of three- 
hase set of wires. Three equal condensers connected in star between mid- 


ength points O, O’, O 
ground, or neutral-potential surface. If the three wires are 
symmetrically disposed, the three individual single-phase lines 
will have equal wire inductances, and also equal wire capacities, 
acting like a star group of condensers, with zero potential at 
the neutral point (Fig. 43), The corresponding conditions for a 
two-wire system are indicated in Figs. 44, 45 and 46. If the 
geometrical disposition of the three wires in the system of 
Fig. 43 is dissymmetrical, the three individual inductances 
| 86 
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and capacities of the independent single-phase wires will be 
unequal, but can ordinarily be computed from the geometrical 
data. 


Fic. 44,—Diagram of an Alternating-current Circuit with the entire Line Capa- 
city centered at B, and the resistance and inductance divided between the 
four choking-coils L, L, L, L. 


Every alternating-current power-transmission system may 
therefore be analysed into a group of parallel wires, each oper- 
ating independently to ground potential. Strictly speaking, 


Le _B L 


Fic. 45.—Division of the Circuit of Fig. 44 into two equal and symmetrical 
portions about the neutral mid-plane OO of zero potential, 


the capacity of each line is uniformly distributed, and it is the 
recognition of this condition that introduces hyperbolic func- 
tions as the natural key to the true behaviour of such lines 


L - B L 


Cc 


L B' L 
Fig. 46.—Analysis of the Double-wire Circuit of Fig. 44 into two equivalent 


single-wire circuits A, B, C and A’, B’, C’, each having twice the condenser 
capacity of the circuit in Fig, 44. 


in the steady state; but, as a first approximation, which is suf- 
ficiently good for all but very long lines, at ordinary operating 
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frequencies, the capacity may be either lumped into a 
single condenser at the middle of the line, as in Figs. 45 to 47, 
thus forming the nominal T of the line; or, as is usually more 
convenient for the purposes of computation, all the capacity 
may be collected into two equal condensers, and these applied 
one at each end of the wire, as shown in Fig. 48, thus forming 
the nominal // of the line. This method has been called the 


ae ae 


G 


Fic. 47.—T-Conductor Equivalent to an alternating-current transmission wire. 


“split condenser” method of analysing approximately the 
electrical behaviour of a transmission line.* One wire AB of a 
transmission system is represented, in Fig. 49, as operated © 
to neutral potential. The wire has a vector impedance 
R+jX =Z/f ohms. At the receiving end B, is a motor M, 
or other load, of known magnitude and power-factor, at a given 
voltage Es. At the sending end A, a single-phase generator G, 


Bs ies a te ca 
| ak 


G G 


Fie. 48.—n-Conductor Equivalent to an alternating-current transmission wire. 


delivers such a voltage E, as will maintain the given voltage 
Kg at B. Half of the capacity of the wire to neutral surface 
is applied as a condenser at A, and the other half at B. Each 
such condenser offers an admittance of Y, = Yp mhos. The 
admittance Yp, receives a current I’g from the voltage Kp; 
while Y, similarly receives a current I’, from the voltage Ea. 
The line current I has the same strength at all points between 
‘A and B. It is the vector sum of the load current Ip and the 
condenser current I's. All voltages are r.m.s. vector star- 


* “Calculation of the High-Tension Line,” by P. B. Thomas: Trans. 
Am. Inst. Electrical Engineers, Part I, vol. xxviii, pp. 641-686, 
June 1909. 
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voltages, in the case of a three-phase system, and all currents 
are r.m.s. vector amperes. We take the phase of the voltage 
Eg as standard, and refer all other voltages to this phase. 


Ba Z=R JX Es 
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Fic. 49.—Circuit Connections and Vector Power Diagram for one wire of a power- 
transmission system. Nominal I, 


The diagram Oa b g ¢, Fig. 49, is the stationary vector power 
diagram relating to this wire. Let the vector Od represent, to 
scale, the power load delivered at Bin the branch M to the 
phase of current Ig as standard. Denote this load by— 


Pg = Ep ep Ip Zp -—, watts is (190) 
or volt-amperes / 
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_ Then the horizontal component Oa of this load is the éffective ; 


power delivered ; or— | | 
Pye = Ep. dp cos pS. watts (01) 


ane the vertical component ad is the reactive power; or— 
Pris = 7 Ep cle si Be Ga. waited) 


The power-factor of the load is cos f. 

Since the receiving end of the line is assumed to be main- 
tained at a steady star-voltage Es, the charging current in the 
admittance Yp 1s— 

a ps wees ate “amperes v (193) 


The power absorbed by this admittance is— 
“ps = Eyl ype Ve “soy wai (194) 


This is +7 reactive power, to voltage standard phase, but 
must be reckoned as — 7 reactive power with respect to. cur- 
rent standard phase. It is, therefore, measured along ba, and 
is indicated at be. The power supplied at the B end of the line 
including the admittance Yx, or half-line condenser, is Oc watts 
or volt-amperes. In other words, part of the reactive power 
in the load is supplied by the end-condenser Yxz. 

The line current is the vector-sum of the load current I; and 
the condenser current I’; ; or— | 


Del la a ae 4 6 Ts am peras Wate) 


The power expended in the line is— 
PZ=PR+ 2X . watts or volt-amperes / (196) 


where the phase of the line current must be taken as standard. 
This power is represented by the vector ce, cd being the effective 
or dissipated power, and de the reactive or non-dissipated power. 
Consequently, the power supplied to the line at A, beyond the 
condenser Y,, is represented, to scale, by the vector Oc = P’,. 

The power developed in the condenser admittance Y, is 
—jE,’Y, watts, or pa on the diagram. For this item, we 
find the value of E, ; namely— 


Bie BY Ivse a 2 Wolters: 
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Finally, the power supplied by the generator G to the end A 
of the single wire considered, including the condenser ¥,, is 
Of = P, vector watts or volt-amperes; of which the horizontal 
component Og = P,, = Eyl, cos y is the effective component, 
and P,, = gf is the reactive component. The power-factor at 
the generator is cos y. The electrical efficiency of the line is 
Oa/Og. 

The simplest method of taking distributed, capacity into 
account in such a problem is to substitute, by formulas (77) and 
(78), the equivalent // for the nominal J/. 

We may take the example of a three-phase transmission line 
having a length L = 250 km. (155:34 English statute miles), 
consisting of three No. 000 A.W.G. copper wires, 1:041 cm. in 
diam. (0°41’’), supported symmetrically, on pole insulators, at a 
uniform interaxial distance of 193 cm. (72”). The following 
values of linear resistance, inductance and capacitance are taken 
for each of these three wires, to neutral potential surface— 


7 = 0°206 ohm / wire km. = 0°33 ohm / wire mile. 

? = 1:22229 millihenry / wire. km. = 1:967 millihenry / wire 
mile. 

c = 00094828 microfarad / wire km. = 0°01526. microfarad / 
wire mile. | 


The linear leakance is taken as negligible. The frequency of 
operation is f= 25 cycles per second; or w = 157:08 radians 
per second. | 

With the above linear secondary constants we obtain for the 
total line constants— 


pean R= 61:5 *olhing, Li = 0:30557 henry, 
, Le = C = 2:3707 microfarads. 


We may assume that the star voltage at the receiving end 
of the line is 50 kilovolts r.m.s. or 86°6 kv. between any pair of 
the three wires. 

At the above fundamental frequency, the linear reactance of . 
each wire will be jv = slw:= 71'22229 x 0:15708 = 70191996 
ohms per.km. The total line reactance Lv = 747999 ohms. 
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The linear dielectric admittance jew =71'48955 x 10-° mho 
per km., and the total dielectric admittance 7Y =jLcw = 
j3°72390 x 10-4 mho. The total wire impedance is therefore 
Z = 515 + 747-999 = 70°40 /42° 59’ 05” ohms. 

Fig. 43 shows, at AB, the nominal J/ of this line for the 
above-mentioned frequency and conditions. It consists of a 
line impedance with half the capacity susceptance at each end ; 
z.e. J1'86194 xX 10-* mho corresponding to a reactance of 
5370:74 |90° ohms. 

The hyperbolic angle 0 subtended by ons line will be, by 
(19), 0 = J/ZY = »/70°40/42° 59’ 05” x 8°72390 x 10-*| 90° 
= »/ 0:0262167/132° 59" 05” = 0:161915/66° 29° 32” 
= 0:064583 + 70148476 hyp. The nominal JJ of this line is 
presented in Fig. 50, at ABGG, for the frequency of 25 ~. | 
The architrave impedance is the line impedance Z above 
mentioned, and half of the dielectric admittance is placed in 
each pillar. 

In order to form the equivalent // of the line, we require to 


0 
tanh > 
form and apply the ratios ste u and 7 ae By the help of 
Swale 


(189) and (145) we find— | 
sinh 6 = 0:161431 /66° 40’ 32” 


and tanh A = 0:0810865 /66° 23’ 17”; 


consequently— = ky = a = 0:99703 /0° 11’ 00” 
tanh : 
hy = @ = 10016 \0° 06" 15”. 
2 


6 Lables of _ ? and Ne si five significant digits have been 
computed by the anil for ma degree between 60° and 90° of argument 
and each 0°1 of modulus in @ up to “0'5. These tables are shortly to be 
- published (Bibliography, 73). : 
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That is, the correction-factor which transmutes the nominal 
into the equivalent JZ for this 250 km. line differs from unity 
29~ 
250 km. ae eee 
ot = bb ]b55KIO L6b-29-+32 
6 = 0-16195 /66+29-32" 


A o1-50 + J 47-999 = 70-40 [42% 5905" ne B 
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Fic. 50,—Nominal and Equivalent 11 for the particular transmission lineat 25~. . 


by only 0°3 per cent. for the architrave and 0°16 per cent. for 
the pillars. In other words, the correction for distributed 
capacity is negligible for such a line. 
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In Fig. 50, when we multiply the architrave impedance 
AB of the nominal /7 by 0:99703 /0° 11’ 00”, we obtain the 
architrave impedance 707192 /43° 10’ 05’ ohms, a, 0, of the 
equivalent JJ, This means that the line behaves in the steady 
state, at this frequency, as though its conductor resistance were 
reduced from 51°50 to 51:21 ohms, and its inductive reactance 
increased from 47:°999 to 48:01 ohms. Similarly, multiplying 
the pillar admittance AG or BG, of the nominal J/, by 1:0016 
\0° 06" 15”, we obtain the pillar admittances 1:86492 x 10-4 
/89° 53’ 45” mho, a,g, or b, g, of the equivalent J7.* This is 
equivalent to assuming that either a certain small resistance 
(9°73 ohms) is inserted in series with a slightly increased 
condenser (1°1873 wf); or, that a non-inductive leak of 0°339 
micromho, has been applied to each condenser in shunt. We 
shall retain the latter conception for convenience. 

The circuit-connections and the vector power diagram, for 
one wire of the line considered, are given in Fig. 51, under an 
assumed load of 4000 kw. (4 megawatts) of effective power (12 
megawatts for the entire three-phase system), at a power factor 
of 0°8. The apparent or resultant power delivered at B is, 
therefore, Pp. = 5:0 /36° 52’ 12” megawatts, to standard current 


phase, and the inductively reactive power j3 megawatts. The 
current received through the load, under 50 kilovolts at B, is 
thus 80 — j60 = 100 \ 86° 52’ 12” amperes to B-voltage 
phase. That is, the load current lags by this angle behind the 
voltage at the receiving end of the line. The current in the 
leaky condenser at B is 0:01695 + 79°3245 amperes, carrying a 
power of 0°8475 + j466°23 kw. to B-voltage phase, or 0°8475 — — 
7466:23 kw. with respect to current phase. The total power 
delivered at B, including the terminal condenser, is thus: 


4000848 + 72°53377 megawatts. All pressures and currents 


are expressed in r.m.s. values. 
The current in the line is 80:017 — J50°676 amperes to B- 


_ * It will be understood that the degree of arithmetical precision aimed at 
in these examples, for the sake of thoroughness, is much greater than is 
necessary in ordinary transmiseion-engineering computation. 


“TO ELECTRICAL ENGINEERING PROBLEMS 95 


voltage phase = 94-714\32° 20’ 47”, The IZ drop in the line 
is 94°714\ 32° 20’ 47” x 70192 /43° 10’ 05" = 6648 /10° 49’ 18” 
— 6530 + 71248 volts. The PZ power is (94714 /0°) x 
70°192 /43° 10’ 05” = 629686 /43° 10’ 05” watts = 0°6297 


6648 [10% 49.18" = 65304 f12K8 v 
2° 94-14 \82*-20°H]" = 80-01J- 450-676 a 
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Fic. 51.—Cireuit Connections and Power Vector Diagram for one wire of the 
particular transmission line at 25~. 


/43° 10’ 05’ megawatt = 0°45926 + j0°43080. In this power 
computation, the current must be taken as of standard phase, as 
all power products P = EI watts /, require one of the vectors 
E or I to be taken at standard phase, or zero argument. 

The voltage at A is the vector sum of the B-voltage and 
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the IZ line drop. It amounts to 56,5380 + 71248 = 56543 
/1° 15’ 54” volts. At this voltage, the current in the leaky 
condenser at A is 56543 /1° 15’ 54” x 1:86492 x 1074 
/89° 53’ 45" = 105449 /91° 09" 39” amp. = — 0:2136 + 
j 105427. The power delivered to this condenser is 56543 | 
[0° x 10°5449 /89 53! 45’ = 596,247 /89° 53’ 45” watts = 
1084 + 7596,240 watts with reference to voltage phase, or 
1084 — 7596,240 watts with reference to current phase. Adding 
this power vectorially on the diagram, by the vector ¢/, we 
arrive at 7, and O/ is the vector power delivered by the 
generator at A= 5051 /27° 57’ 45” megawatts = 4461 + 
J 2368 megawatts at a power-factor of 0°8833. 7 

The current delivered by the generator is the vector sum of 
the line current and the A-leak current ; or 79°803 — 7 40:133 = 
89322 \26° 41’ 52” amperes, under a pressure of 56,543 
/1° 15’ 54” volts, with a power of 89.322 /0° x 56,543 
f2T bi. 4.6’ = 5,051,000 /27° 57’ 46” watts (current phase) 
which checks the preceding result. 

The efficiency of the line under this load is 4:0/4:461=0°8967. 

It is evident that the power diagram and line computations 
would be only slightly modified, in this case, if we employed the 
nominal /7 of the line, instead of the equivalent 7. The com- 
putations would also be simplified; because the leaks at A and 
B are pure reactances or j-quantities in the nominal J/, and 
pertain to pure condensers ; whereas, in the equivalent //, they 
are complex quantities, or pertain to leaky condensers. 

Relation of Line Angle to Length and Frequency.—The hyper- 
bolic angle 6 subtended by a uniform alternating-current line 
manifestly increases with the length of the line. If the line 


had no conductor resistance, or dielectric leakance, the angle 
would be, by (150)— 


O=jLo Jt . . hyp. radians (197) 
= Lw,/le. circular radians (198) 


which shows that it increases directly in proportion to the 
frequency. To a first approximation, therefore, the line angle 
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increases with the frequency, provided that the dissipative 
linear constants of the line (g and 7) are relatively small, and 
this is true for power-transmission lines. As a rough rule, we 
may say that 1000 km. of wire such as is used in power- 
transmission, operated at a frequency of 50 ~, has a line-angle 
of about 1 hyp. at an argument usually between 60° and 80°. 
Consequently, to the same low degree of precision, the modulus 
of the hyp. angle subtended by a wire of L km. operated at 
a frequency of / ~ is roughly— 


een, ia 
o = 55,000 . . . numeric (199) 


Thus, although the hyperbolic angle subtended by a trans- 
mission line, at its fundamental working frequency, may be so — 
small that there is very little difference between its nominal 
and its equivalent 7’ or //, yet steadily increasing differences 
will develop with the ascending harmonics in the impressed 
e.m.f., if such harmonics are present. 

In a properly constructed three-phase system it is well known 
that no harmonic frequencies can exist of three times, or of 32 
times, the fundamental frequency. Such harmonics as exist 
must be of 5, 7, 11, etc. times the fundamental frequency. In 
Fig. 52, the nominal and equivalent //’s are presented for the 
quintuple frequency of 125~ in the case of the 250-km. 
line already considered. The nominal // of the line differs only 
from the nominal // at 25~, in having five times the inductive 
reactance in the architrave, and five times the condenser sus- 
ceptance in the pillars. The hyperbolic angle of the line is 
6 = ,/245°458 /77° 53’ 19” x 186194 x 10-3|90° = 0:676039 
/83° 56’ 40” = 0071318 + 70672267 hyp. The correcting 
ratios for this angle are k, =0°92722 /0° 56’ 40”, and 
ky, = 1:03893 \0° 28’ 50”. Applying these factors to the 
architrave and pillars of the nominal // respectively, we obtain 
227°595 /78° 49’ 59” ohms for the architrave, and 9°6721-x 10~4 
/89° 31’ 10” mho for the pillars of the equivalent J/. 

The corresponding conditions for the septuple-frequency 

H 
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Fic. 52.—Nominal and Equivalent 11 for the particular transmission line at 


25~. 


harmonic 175~ are indicated in Fig. 53. The hyperbolic 
angle has reached 0°941311 /85° 38’ 34” hyp. The correcting 
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Fig. 538.—Nominal and Equivalent M for the particular transmission line at 175~. 


factor k,, has a modulus of 0°86039, and /, 1:08088. The 


equivalent JZ has not only less line reactance, but also less 
H 2 
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line resistance than the nominal //, which means that a given 
current strength delivered over the line dissipates less power in 
transmission, by reason of the uniform distribution of capacity, 
compared with that which would be dissipated with the 
capacity in two terminal lumps. 

Graphical Method of Combining Harmonic Maximum or RAILS. 
Values of Voltage or Current into a Resultant Maximum or R.MS. 
Value.—If the impressed e.m.f. at the generating end of the line 
is impure, and the magnitudes of the various harmonics are 
known, then, in order to determine completely the distribution 
of voltage and current over the line, taking distributed capacity 
into account, it is necessary to compute the equivalent J7 or T 
of the line for each harmonic frequency, as well as for the 
fundamental, to ascertain the impedance which the load at B 
offers to each frequency respectively, and to compute the 
voltage-current distribution for each frequency independently, 
in the manner indicated at AB, Fig. 51. Finally, knowing the 
components of r.m.s. voltage, or current, at any point in the 
system, the resultant r.m.s. value is found by the process of 
“crab addition,’ or the successive addition of components, 
each added perpendicularly to the last resultant. Thus, in 
Fig. 54, let OA be to scale, the r.m.s. value of a fundamental 
frequency component of voltage, or of current, at a given point 
in the system, A,B, B,C, C,D, other-frequency r.m.s. com- 

‘ponents of the voltage, or of the current, at the same point, 
in any order of selection. In practice A,B might be a 5th 
harmonic (quintuple-frequency harmonic), B,C a 7th har- 
monic, and C,D a 18th harmonic, and so on, but the 
proposition applies equally well to components of any 
different frequencies, whether harmonic or not. Then, no 
matter what the relative phases of the different components 
may be, the resultant rms. value of all the components 
may be found graphically by adding them rectangularly, and 
successively, in any order. Thus, taking OA as 1-0, repre- 
senting say 1000 volts rms. as the voltmeter value of a 
fundamental e.m.f., associated with a 5th harmonic of 0°338, 
or 333 volts r.m.s., also with a 7th harmonic of 0111, or 
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111 volts r.m.s., also with an 11th harmonic of 0:037 or 37 volts 
r.m.s., the resultant of all would be Od = 1:0605, or 1060°5 
volts r.m.s. 

The same reasoning and process evidently applies if each 
component is expressed in terms of its maximum cyclic, instead 


O - = A 
A,+—__®333 ___> B 
B-*4L+¢ rc 
cD an 
# \y 
9 = 


Oo i 
Fic. 54.—Composition of Fundamental and Harmonic Frequency R.M.S. com- 


ponents of voltage or current into a resultant R.M.S. value by the process of 
‘‘crab addition ” or perpendicular summation. 


of its rm.s. value. In such a case, the resultant would also be 
a maximum cyclic value. 

Moreover, if each harmonic component is analysed into two 
quadrature sub-components, of the sine and cosine type respect- 
ively, such sub-components, although of the same frequency, 
may be included correctly in the rectangular summation 
process. In other words, quadrature sub-components of any 
harmonic component of voltage, or current, act, in this particular, 
as though they had different frequencies. Expressing the same 
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proposition algebraically, if a complex harmonic quantity be 
analysed into the Fourier series— 


A: +-B sin wt + C sin 3 ot + Dain 5 of + E sin-7 ot + 
+ 6b cos wt +.c cos 3 wt + d cos 5d wt +e cos 7 wt + 


where the constants A B C, ete., are maximum cyclic values. 
Then the resultant modulus is well known to be— 
J2@tBP+P4+C+8+hP4+@4+R +24 
which is obviously the value given geometrically by the rect- 
angular summation process. Moreover, since the maximum 


cyclic value of any single harmonic component is ./2 times its 
r.m.s. value, the proposition must be capable of application either 
to maximum cyclic, or to r.m.s. values, throughout. 


Summing up, then, the conclusions reached in. this chapter, 
we may say that power-transmission lines of the greatest 
lengths in ordinary industrial service to-day, operated at 
ordinary frequencies, do not require correction for distributed 
electrostatic capacity, if analysed on the basis of the nominal /7/, 
or split-condenser method, unless great precision is required ; 
because the hyperbolic angle subtended by such lines is usually 
less than 0°5 in modulus. If, however, high harmonics have 
to be taken into consideration, the hyperbolic angle subtended 
by the line may be over 1 hyp., and the correction for dis- 
tributed capacity in such cases may be material. } 

In every case where a correction for distributed capacity is 
required, the simplest method of effecting it is to substitute the 
equivalent for the nominal J7 of the line, at the frequency 
considered. 

Ferranti-Effect.— The property of an alternating-current 
power-transmission line to develop a higher voltage at the 
receiving end than at the sending end, or to possess a negative 
drop of potential, has been called the Ferranti-effect, having 
been first pointed out in connection with the Deptford—London 
power transmission cables in 1890.* 

* “Capacity and Self-Induction in Alternate Current Working,” by 
Gisbert Kapp, The Electrician, Dec. 19, 1890, p. 197, and Dec. 26, 1890, 


p. 229. ‘On the Rise of .Electromotive Force observed in the Deptford 
Mains,” by R: T. Glazebrook, The Electrician, Dec. 26, 1890, pp. 232-233. 
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The Ferranti-effect is observable on such lines only at or near 
no-load. It usually disappears with a very small load on the 
line. It is commonly supposed to depend upon the influence 
of distributed electrostatic capacity in the line; but it is pro- 
duced by the charging current .of the line passing through the 
inductive reactance of the 
wire, and this charging 
current may be regarded 
as due to the total line 
capacity lumped in a single 
condenser at the middle 
point, as in the nominal 
T ; or lumped in two split 
condensers, one at each end, 
as in the nominal //. The 
only influence exerted by 
the distribution of capacity 
on the Ferranti-effect is ; 
that due in detail to the ~ . 
substitution of the equiva- 
lent 7 or /7 for the nominal _ 
Towd!. Ze 

Referring to the nominal \ 
IT of such a line-wire as | = 
is represented at AB, in = 
Fig. 49, let Ey be the r.m.s. e 


vector voltage impressed Fic. 55. —Vector Diagram indicating the 
at A, inethe stea dy avate: Limitation of the Ferranti-effect as deter- 


mined by the line-resistance. 
Let the end B of the line 
be freed, so that there is no load on the line,.and let Eg be the 
vector r.m.s. voltage developed at B. Then, if Z2=R-+X is 
the vector impedance of the line and Z.= — jX, the vector 
impedance of the semi-line condenser at B, we have, as in the 
continuous-current circuit— 


Es = Ka aa hn ited SVORUS i (200) 


104° APPLICATION OF HYPERBOLIC FUNCTIONS 


That is, the B-voltage is the A-voltage multiplied by the 
Le 
ye fee 
scale of ohms, the line nominal impedance Z, as the vector sum 
of the line resistance R and reactance 7X. Let bc be the 
impedance Z, to the same scale, of the semi-line condenser at 
B. Then oc will be the vector sum Z+Z,. Consequently, in 
(200), the B-voltage is the A-voltage multiplied by the ratio 


. This ratio will always be greater than unity, if the 


vector fraction In Fig. 55, let ob represent, to a 


condenser impedance Oc is greater than the line reactance ad, 
provided that the line resistance ca is less than da, the point d 
being on the circle drawn with centre ¢ and radius cb == 7Z, 
ohms. In practice, the line reactance jX is always small 
compared with the semi-line ‘condenser reactance jZ’; so that 
the B-voltage in the steady state must exceed the A-voltage at 
no load; 2. the Ferranti-effect must occur on any normal well 
insulated line, unless the line resistance R is less than the 
critical value da; or algebraically, unless— . | 


Se PY A one a . ohms (201) 


Thus, in the case presented by the nominal J/, AB, of Fig. 50, 
where R = 51°50, X = 48, Z, = 5370°7 ohms, the Ferranti- 
effect occurs, and must occur, until R is not less than 
/48 (107414 — 48) = 7148 ohms. The equivalent JZ of this 
line (ab, Fig. 50) differs so little from the nominal J, that this 
deduction is scarcely affected by the uniform distribution of 
electrostatic capacitance. 

Since the linear resistance of all power-transmission lines 
must be kept relatively low, their line resistances are, in practice, 
well below the above critical value; so that they exhibit the 
Ferranti-effect, at no load, almost invariably. But the magni- 
tude of the effect is ordinarily very small, although it increases 
when the length of the line is increased. Thus, if we repeat 
_ the diagram of Fig. 55 to the scale pertaining to the nominal 
IT of Fig. 50, and the 250 km. power wire operated at 25 ~, 
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we obtain the diagram of Fig. 56, where ob is the line-wire 
impedance of 51°5 +748 ohms, and Uc the split-condenser im- 
pedance of — 75370°74 ohms. 
The vector oc is therefore 


5322°99 \89° 26 447" Sohms > - hte is 
and the  Ferranti - effect -~ 
factor— 


be _ 5370°74 | 90° 


06 5322-99 \ 89° 267 44” 


=1-00897 \ 0° 33’ 16" 


which means that the voltage at the B-end of 
the line exceeds the impressed voltage at the 
A-end by 0°897 per cent., and lags in phase by 
0° 33°16". The substitution of the equiva- 
lent // for the nominal J7 of the wire barely 
affects this result. 

If, however, we increase the length of the 
line ; or if, leaving the line-length unchanged, 
we increase the frequency of operation ; then 
the line reactance ab increases, while the 
capacity reactance le diminishes, so that the 
Ferranti-effect factor increases. At the same 
time, the change from the nominal to the 
equivalent JJ becomes more marked. Conse- 
quently, the Ferranti-effect, which is in- 
significant on ordinary aerial lines, at ordinary 
low frequencies, may become very large at ex- 1 
traordinary lengths of line, and especially at 
upper harmonic frequencies. 

In order to determine the maximum Fer- Cc 
ranti-effect factor that can be produced on a Fre, 56,—Vector 
given line, it is expedient to refer to Big 42 co) sVReraini: 

: ‘ oe ing the magni- 
which shows the successive vector additions to tude of the Fer- 
the receiving, or B-end, free voltage, as built hasty Tide ree 
up by reflections during the unsteady state particular line at 
It is evident from an inspection of that 2° 24: 
diagram, that in order to build up the maximum B-voltage it 
is necessary that there shall not only be small attenuation on 


66 °Z7CS 
VETOES 
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the line; so that the successive modulus additions may be 
large, and numerous; but also that they should arrive in the 
‘same phase-direction. This means that the argument of the 
angle 6 shall be 6 = 2/2 radians, or 90°; because the phases 
of the successive increments are —2/ apart. But we have seen 
that this requires the 7-component of the hyperbolic line angle 
6 to be w/2, and the wave-length / of the line to be just four 
times the length of the line. In other words, the line must be 
a quarter-wave in length. When a line is operated at such a 
frequency as makes it a quarter wave-length, then the successive 
voltage increments in the preliminary unsteady state fall 
vectorially into line with each other, and build up the maximum 
Ferranti-effect multiplier that the attenuation over the line 
will permit. On the contrary, if the frequency of operation and 
line-length are such that the line has half a wave-length, then 
the successive increments of voltage in the unsteady state arrive 
in alternate directions and produce a minimum Ferranti- 
effect factor. The same proposition applies with reduced force 
to all quarter and all half wave-lengths, as the length of line is 
mcreased. 

In the case of the 250-km. power-transmission line above 
considered, it can be readily found that the frequency of 
F = 293424 ~, with w = 1843°64 radians per second, brings 
the line into resonance at one quarter wave-length. For 
the line angle at this frequency is 6 = 0:071650 + 715708 
= 0°071650 +7 2/2 = 1°5724338_/87° 2318" hyps. The at- 
tenuation-constant is also a = (2°86599 + j62°832) 10~* hyp. 
per km. The wave-length is then by (162) A= 27/(62°832 
x 10-*= 1000 km. and the line-length is just one-fourth 
of this. The velocity of propagation is also, by (159), 
Vv = w/a, = 1843°64/6:2832 x 10-* = 293424 km/sec. This 
- frequency is 11°737 times the - fundamental frequency of 
operation, and is, therefore, not exactly a harmonic frequency ; 
but if the fundamental frequency were increased from 25 
to 26°675 ~ or by 67 per vent., it would then become exactly 
the 11th harmonic frequency. Under these special circum- 
stances of an 11th harmonic frequency, we should expect to 
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derive the maximum Ferranti-effect possible on this type of 
line-wire. 

The nominal and equivalent JJ of the line-wire for this 
resonant frequency are indicated in Fig. 57. It will be noticed 
that the equivalent line resistance has fallen from 51°5 to 
16435 ohms, ignoring “skin-effect ” or extra resistance due to 
‘imperfect conductor penetration, which begins to be appreciable 
at this frequency for the degree of precision under considera- 
tion. The line reactance fee fallen to j360°31 ohms; while 
the semi-line condenser reactance has fallen to 9355 — 7359°64 
ohms ; leaving in circuit a total impedance of 25°790 + 0°67 = 
25°7985 /1° 29" 24” ohms. 

The vector-diagram of this case is presented in Fig. 58. 

be 359-77 88° 30' 36” 


The Ferranti- effect factor is the ratio Oo 93-7985 FREE hae = 


13945 90°, which means that the B-voltage at the receiving 
end lags 90° behind the impressed voltage at A, and is 13°945 
times as large. This checks the result of formula (22); because 
cosh 157243 /87° 23’ 18” = 0:0717109 |90°, and the voltage at 
the distant free end of the line is Ey /0:0717109 90° = 


13-945 Ex 90°. 

No rise of voltage nearly so great as 13°945-fold has yet 
been reported upon any actual transmission line. The con- 
ditions are, however, very special, since a 250-km. line, perfectly 
insulated, is assumed to be operated at the relatively high 
frequency of 293424 ~. Nevertheless, tests made in the 
laboratory with an artificial power-transmission line at a 
similar frequency have produced a resonant rise of potential 
of the same order, in good agreement with the results obtained 
by hyperbolic formulas, and if an actual line of the length and 
conditions here considered failed to develop so large a Ferranti- 
effect factor, it would be owing to attenuation and energy 
dissipation due to extraneous causes omitted from the preceding 
calculations, such as imperfect apatilaies: dielectric loss, or the 
like. 

In practice, on actual long lines, no such large Ferranti-effect 
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A = (2+86599 +4 62-832) 10°" = G+ 28G43 [87% 23-18" 
B= O-O7I6S +4 1-55.08 = 1-57243 [872 23418" 
A. S45 +5 503-362 = 505-71) [84°46-56" w B 
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Fie. 57.—Nominal and Equivalent 1 for the particular transmission line and the 
resonant frequency 293'424 ~, 


factor is likely to be encountered at fundamental operating 
frequencies’; because as the line is increased in length to 
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develop quarter-wave length, the line resistance increases, and 
so adds to the base oc of the vector-diagram, Fig. 58. More- 
over, even if the line had such a length as corresponded to the 
resonant condition, the effect disappears very rapidly as load 
is applied at B; because the large resonant rise clearly depends 
upon a somewhat sensitive adjustment of posi- 
tive line-reactance in opposition to a nearly 
equal negative condenser-reactance in the pillar 
of the equivalent //. Shunting the pillar by a 
load would tend to destroy the balance, to take 
the resonant load off the generator, and to 
keep down the excessive voltage at B. It 
would seem, therefore, that the danger of 
resonance could be avoided by keeping the 
line always under load, either at the distant 
end, or at intermediate points, or at both. 
Corona losses along the line would also prob- 
ably assist automatically in keeping down the 
excessive potential. 

But if the generator délivered voltage to the 
250-km. line at a fundamental frequency of 
26675 ~, and happened to possess an appreci- 
able 11th harmonic, say 5 per cent. of the 
amplitude of the fundamental; then, with no 9 0.64 
load on the line, there would be a distant-end 25+19 
harmonic component of about 70 per cent. of "Dlink Neetaee 


the fundamental, and the resultant B-voltage ing the Ferranti- 
effect in the case 


would be /1+ 0°72 = 1:22 times the A-voltage, of the particular 
or a Ferranti-effect of 22 per cent. due almost a 2e ee 
wholly to harmonic resonance. ‘This effect 
would speedily disappear with the application of load. There- 
fore, when an aerial line of such a length as 250 km., operated 
at as low a frequency as 25 ~, displays an evident Ferranti- 
effect, the presence of an upper harmonic nearly in resonance 
with the line is to be suspected. 

For convenience of reference, in connection with the hyper- 
bolic theory of transmission lines, the data concerning the 
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particular 250-km. wire above considered are collected in the 
following Tables— 


Table of Fundamental Data. 


Transmis- 


Angular Hyp. Angle Surge-Impedance eet Attenuation- 
Frequency Velocity G/F) Ze. XT alts city Constant 
w Hyp. Radians. ohms / * ay} a0 
ye rad/sec. |Modulus Argument.| Modulus Argument.| xm jsec. Hyp/km,Rad/km. 
| ; 930 "oc 10" 
25 157°08 | 9°161914 /66° 29°32” | 434-50 \23° 30’ 28” | 264,4<7 | 2°58332 5°93904 
125 785°398 | 9°676039 /83°56’40” | 363-088 \ 6° 03’ 20” | 292.070 | 2°85272 26°89066 
175 1099-556 | 0°941311 /85° 3834” | 361-110 \4° 21’ 26” | 292,875 | 2°86057 37°54362 
293'424 | 1843°635 | 1°572434 />7° 2318” | 359-768 \2° 36’ 42” | 293,424 | 2°86599 62°832 


Table of Secondary Data. 


‘ () Ferranti-effect 
Frequency. Sinh 6. Cosh @. Te Factor. * 
i Modulus Argument.} Modulus Argument.| Modulus Argument. | Modulus Argmnt. 
25 0°161481 /66° 40’ 32” | 09911077 /0° 33’ 10” | 0-0810865 /66° 23’ 17" | 1-00897 \0° 33’ 
125 0°626835 [84° 58’ 20’ | 0°78566 = /3° 14’ 837” | 0°351178 + /83° 27’ 55” | 1°2728 \3° 15’ 
175 0°809895 /87° 00’ 23” | 0°595244 = /5° 34’ 00” | 0°5082545 [84° 56’ 21" | 1:6800 \5° 34’ 
293°424 1°002557 [90° 0°0717109 90° 1:000 [85° 53’ 54” | 13°945 | 90° 


Table of Correcting Factors. 


Frequency. Sinh @ Tanh ( 62) 
Al ae ee. Mg ae 
~ 6 (9,2) 

25 0°99703 /0° 11’ 00” 1:0016 \O° 00" 8” 
125 . 5 . +0°92722 (0° 56" 40” 1°03893 \0° ze’ ou” 
175 0°86039 ple 21' 4” 1-08088 \0° 42’ 13” 
293°424 0°63758 /2° 36’ 42” 1°27191 \T° zy! 24” 


* In the case of an actual line in California, 248 km. long, with a total 
single-wire resistance of 50 ohms, a wire capacity to neutral surface of 2°2 
microfarads and a single-wire inductance of 0°323 henry, operated at 60 
cycles per second, by an alternator giving a fairly pure sine wave, the 
observed Ferranti-etfect factor was 1:238, as reported by G. Faccioli 
(“Electric Line Oscillations”: Proc. Am. Inst. Elect. Engrs., July 1911, 
pp. 1621-1668). As the fundamental Ferranti-effect factor on this nominal 
T1 would only be 1°053, the assistance of harmonics is suggested. 
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Equivalent T of One Line Wire at Different Frequencies. 


Equivalent 


slaty | Total Wire Impedance. Wire Stuff Impedance.. ee re 
: Ohms. Inductance. Ohms. Mi SpeCMy : 
~ Henrys. icrofarads. 
0 yee ue 0°30557 ae 28707 
; 51°669 +. j47°952 {-8-649  — j2693°3 the 
Dy 70°5128 [42° 52’ 50” 0 30564 l 2693 3 /90° 11’ 03” Tl’ 03” 2 3636 
: 55°94 +. j248-88 <e -9°545  — j879°15 
12 4 aides 0°316 aba Tes 2-16 
i | 255-014 77° 24’ 21 3 579°28 90° BG" 30" 1985 
175 f60°065 + j362°124 o-g2934 «| (-10°610 - j445°75 
& | 867-072 /80° 34° 56 \ 445-873 Jor arag| 728 
€4114  -+.714°594 f--16°351 —j858-48 i 
293424 719°528 * 183° 17’ 02" a PR a 15131 
| 


Equivalent II of One Line Wire at Different Frequencies, 


Equivalent Equivalent 
Frequency. Total Wire Impedance. Wire Each Pillar Impedance. Line 
J Ohms. Inductance. Ohms. Capacity. 
x Henrys. | Microfarads. 
0 feos 0°30557 ec 2°3707 
f5l21 + 948-01 : : 9°726 — j5362°2 ne 
= \  70°192 148° 10’ 05” ee 5862°2 \ 89°53’ 45” | ee 
ate f44:077 + 9223°285 f 8°67 * = j1083°86 2 
125 | 227505 | 778° 49" 50” 028430 inane Ae aL 2°4631 
- {87-418 + j290°058 E 8°87 - j710°44 » 
NS pope sesel pe gerne Toso. \soriy ar | 7008 
: /16'435 + j360°313 SORdA ae — j359°65 ere 
208424 1) 300-60 jer? oa" 1e” | OH 359°77 88° 80/36" 


Ferranti-Effect in. Wireless Aerials—A very marked Ferranti- 
effect on a line of very short mechanical length may be found 
in a wireless aerial conductor free at the top and grounded at 
the base through a high-frequency alternator. If the frequency 
of the alternator can be raised to the point at which the aerial 
is a quarter-wave line, the Ferranti-effect may become very 


large. 


CHAPTER VIII 


THE APPLICATION OF HYPERBOLIC FUNCTIONS TO 
WIRE TELEPHONY 


HYPERBOLIC functions find a wide field of usefulness in the 
problems of telephone engineering. This is for the reason that 
telephone circuits are long, and subtend relatively large hyper- 
bolic angles. Consequently, the equivalent T or I of sucha 
circuit is markedly different from the nominal 7 or JJ, so 
different, in some cases, as occasionally to astonish the com- 
puter, who would be likely to discredit the results of some 
calculations, were it not that no discrepancy has yet been 
detected between hyperbolic theory and actual measurements 
on telephone circuits; although there is still a very large 
unexplored territory in both the theory and the measurement 
of wire telephony. 

According to the present theory, a simple telephone circuit 
consists of a pair of uniform wires, with a generating apparatus 
at one end, and a receiving apparatus at the other. The 
transmitter diaphragm at the sending end is thrown into com- 
plex vibrations, by the air vibrations incident upon it, as excited 
by the vocal organs of the speaker. The vocal tones are known 
to be very varied and complex. They vary in pitch range from 
about 100 to 10,000 cycles per second, or higher, the ordinary 
range of acoustic sensibility to pitch being between about 
16 and 20,000 cycles per second. It seems that the tele- 
phone diaphragm, when executing forced vibrations, in obedience 
‘to incident vocal vibrations, responds much more powerfully to 
some frequencies than to others; so that the resultant vibration 
of the diaphragm differs considerably, in detail, from the result- 
ant vibration of the air near the diaphragm. Moreover, a simple 
harmonic pressure delivered by the transmitter diaphragm to 
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the carbon granules in the adjacent microphone may, perhaps, 
set up a simple harmonic variation of electric resistance in the 
same; but a simple harmonic variation of an otherwise uniform 
resistance in a circuit cannot produce a simple harmonic 
variation in the current flowing through that circuit. It seems 
therefore probable that some distortion is produced in the 
transmitted vibrations, both by the mechanical and electrical 
constraints of the microphone transmitter. Nevertheless, the 
electromagnetic waves emitted from the transmitting apparatus, 
after undergoing further electrical distortion along the line, and 
probably yet further electromechanical distortion in exciting 
the receiver diaphragm, are still able to convey interpretable 
sounds to the listener’s ear, owing to the intelligent apprecia- 
tion—more or less trained by habit—of the listener. By 
reason of this intelligent automatic selection and interpretation, 
it is fortunately possible to dispense with transmitted sounds 
of frequency much above 2000 cycles per second. 

Fundamental Assumptions.—The theory of telephony here 
presented starts with, and assumes, the terminal sending and 
receiving apparatus as standard, and deals, in the main, with 
the electrical phenomena of the line connecting them. Future — 
developments of the theory will probably extend to the char- 
acteristics and phenomena of the terminal apparatus. 

It is also assumed in the present theory that the essential 
electrical phenomena in transmission of vocal electromagnetic 
frequencies along lines are steady-state phenomena. It is 
assumed, in other words, that whenever a syllable is caught and 
interpreted by the listener’s ear, it has lasted long enough to 
develop a reasonable number of vibrations, and of underlying 
electromagnetic waves ; so that there will have been a sufficient 
number of such waves to permit the steady state for that 
frequency to be approached within the degree of precision 
required. Thus, a single complete vibration in a component 
- complex vocal vibration entering into a syllable would, it is 
assumed, be insufficient either to set up the steady electric 
state for that frequency in the circuit, or to affect the listener's 


ear intelligibly ; but a wave-train of, say, a dozen such vibrations, 
I 
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lasting in all perhaps, at most, only one-tenth of a second, 
would not only permit a sufficiently close approximation to the 
steady state for that frequency, but also to affect the listener's 
ear. Direct experimental demonstration for this important 
postulate is lacking; but indirect experimental support exists 
in the sense that our hyperbolic formulas apply accurately to 
the steady state of alternating-current circuits, and that no 
reliable discrepancy has yet been brought to light between the 
acoustic transmission of telephone circuits and the conclusions 
derived from the hyperbolic theory. Much remains to be 
investigated in this direction. } 

On the assumption that telephonic wave-transmission over 
line conductors is essentially a steady-state phenomenon, it 
follows that the relative phases of the various frequencies as 
arriving at the receiver must ordinarily be very different from 
that existing when leaving the transmitter. According to 
Helmholtz,* the ear can analyse the complex tone into its 
constituents independently of their phase relations; whereas, if 
the syllables contained only a wave or two of some important 
tone, the phase relation of the accompanying tones might be 
significant. , 

Attenwation-Factor.—All electromagnetic waves running over 
a long telephone line are subject to weakening or attenuation ; 
but owing to the sensitiveness of the normal human ear, and to 
the high degree of perfection of the normal receiving instru- 
ment, a large amount of attenuation can be permitted. If we 
define the ratio of the amplitude of a single-frequency alter- 
nating voltage or current, at a given receiving point, to the 
corresponding. amplitude of that voltage or current at a given 
sending point, as the attenuation-factor, or attenwation-coeffi- 
cient between those points ; then it appears that an attenuation- 
factor of 0:05 may be permitted in the most important currents 
without seriously: affecting commercial telephonic transmission 
over a long line, and that an attenuation-factor of 0°01 may 
correspondingly occur over such a line before experts may. 


* Sensations of Tones, by Von Helmholtz, chap. vi. 
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be unable to communicate telephonically with the standard 
apparatus. | 

Distortionless Circurts, and Distortion Ratio—When the 
attenuation-factor of a circuit is the same for all the frequencies 
of current transmitted telephonically, then the circuit is said 
to be distortionless. In general, however, and especially on 
cabled conductors, the attenuation is more marked on higher 
than on lower frequencies; so that the attenuation factor may 
be only 0:05 at 800 ~ but 0°01, or less, at 2000 ~. This dis- 
parity of attenuation over a line is called electrical distortion, 
as distinguished from electro-mechanical distortion existing in 
the terminal apparatus. The effect of distortion is manifestly 
to alter the acoustic character of the sound-waves as repeated 
in the receiver. The quality or timbre of the voice is altered. 

The ratio of the attenuation-factor at a certain higher 
frequency to that at a particular lower frequency of reference, 
may be called the distortion ratio for that circuit and upper 
frequency. A certain amount of distortion, and distortion 
ratio, can be tolerated by the ear, and always exists in wire 
telephony, over any but the shortest lines ; but when the dis- 
tortion ratio at 2000 ~ falls below a certain value, the tele- 
phonic service becomes unsatisfactory, even with good and clear 
enunciation on the part of the speaker. The voice becomes 
“drummy ” and indistinct. Consequently, the limiting length 
of a certain type of line’ over which conversation can be com- 
mercially carried on depends not only on the attenuation at the 
most important telephonic frequency of reference, but also on 
the distortion ratio between this and the highest important 
frequency. <A lower attenuation factor can be permitted on the 
standard frequency of reference, if the distortion ratio at the 
upper end of the essential telephone register is prevented from 
falling too low. 

Hyperbolic Angles of Telephone Lines——The hyperbolic angle 
of a telephone line, disconnected from its terminal apparatus, 
is by (19) and (153), for a given frequency, a complex quantity, 
with.a real and imaginary component. ‘The real component is 


_to be intrepreted as a real hyperbolic angle, and the imaginary 
. Lae 
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component as an imaginary hyperbolic angle, or as a real 
circular angle. The real or hyperbolic component affects the 
attenuation factor of the line, and the imaginary component 
the phase of the arriving waves. Telephone-line hyperbolic 
angles range up to 50 hyps. or more, in modulus. 

Atienuation-Constants.—The linear hyperbolic angle, or hyper- 
bolic angle per unit-length of a telephone line, is, for a given 
frequency, a similar complex quantity a/B = a, + jay, of which 
the real hyperbolic component a,, affects the attenuation of 
the waves of that frequency, and the circular component a, the 
phase. A wave of current, starting with unit amplitude over 
the line, from a given point, becomes attenuated, after 1 kilo- 
méter, to the amplitude e-* = e~ tia) —¢-4 , g-i2 = g-%1\q,, 
That is, it has shrunk in amplitude, from 1 to ¢~%, and has 
retarded in phase a, radians with respect to the phase of waves 
starting at the instant of arrival. For this reason, the linear 
hyperbolic angle of the line is called the attenwation-constant 
of the ine. We have already seen that the attenuation-con- 
stant has the same numerical value in hyps. per mile or km., 
whether we take the linear resistance, inductance, capacitance, 
and leakance per wire-km. or per loop-km. In what follows, 
we shall use the wire-km. constants consistently. 

Normal and Actual Atienuation-Factors.—If a line-wire were 
indefinitely long, the attenuation-factor over a given length 
L km. would be— 


kypveve be americas 202) 
But if the line, instead of continuing indefinitely beyond L, 
stops and connects to terminal apparatus, the reflection of the 
waves at this terminal load alters, in general, the attenuation- 
factor. If, however, the impedance of the terminal load happens 
to be the same as the surge-impedance z, of the line, then the 
attenuation-factor of the line is the same as is given in (202) 
for a length L of an indefinitely continuing line. This value 
may therefore be called the normal attenuation-factor of the 
length L, to distinguish it from the actual attenuation-factor in 
the presence of a particular terminal load. 
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Thus, we have by (59) the amplitude of current received 
through the terminal apparatus— 
Ena 
z, sinh La + 2, cosh La 


L3= . max. cyclic amperes LZ (202a) 


where E,,, is the maximum cyclic emf. of the simple har- 
monic frequency considered, impressed on the sending end of 
the line at A, z, is the vector surge-impedance of the line, L is 
the length of line in km., a the vector attenuation-constant, 
La the hyperbolic angle 6 of the line, z, the vector impedance 
of the terminal apparatus to ground potential at B; or half the 
vector impedance of the terminal apparatus between the two 
wires of the loop lme. The equation must be worked out by 
the rules of two-dimensional arithmetic, or plane-vectors, as 
explained in Chapter V. 

The current at the sending end of the line is also by (56) 


mA 2 
Lack : satay (Lat 6) ° max. cyclic amperes / (2020) 


where 0’ is “a auxiliary hyperbolic angle subtended by the 
recelving apparatus to ground when connected to this particular 
type of line, such that— 


tanh 0’ = x . . numeric / (202c) 


The actual attenuation-factor of the line at this frequency is 
therefore— 
LS ae ; , tanh (La + 6”) 
Ere Pak ‘La + 2, cosh La * 
If, however, the yaaa z, of the receiving apparatus to 
ground, happens to be identical with z,, the surge-impedance of 
the line, we obtain— 
k Inn tanh (La + 6" ) tanh (La-+6’) 


~~ Tra sinh La+cosh La ee fen eee 


ky, = 


numeric / (202d) 


At the same time, however, tanh 6’=1 or & =a. Conse- 
quently, tanh (La + 6’) = 1, and we conclude that— 


ky, = ss = le—-eg-lei\g, . . numeric / (2027) 
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- or the actual attenuation-factor becomes the normal attenuation- 
factor. | 

Values of Attenuation-Constants.—lf we consider an aerial 
telephone line consisting of a pair of No. 10 A.W.G. (American 
Wire Gauge) copper wires, of diameter 0°2589 cm. (0°1019”), 
interaxially separated by one foot (80°48 cm.), we may take the 
following linear constants— 


7’ = 10°6 ohms per loop mile. y = 3:293 ohms per wire km. 

l’ = 3676 x 10@henrysper ?/=1:142 x 10° henry per 
loop mile. wire km. 

c’ = 08018 x 10° farad per c= 09964 x 10% farad per 
loop mile. wire km. 

gq =, 0, g= 0, 


Then using formula (150), we have for the attenuation-constant 
at various frequencies up to 15920 ~, the data in Table I. 


Table I 


For single-line copper wires No. 10 A.W.G. 0:2589 em. diam. 
at interaxial distance of 30°48 cms. 7 = 3:293, 7 = 0001142, 
g =0,¢ = 0°9964 x 10° kilometer units. 


if @ a. ay . ag ALM v ae L3 


Real Attenu- z: 
Rae : Vector 3 | ‘ Kilo- | Free 
Urciss gece: _ Attenuation- ee meer Kilo- | meters | Air | Kilo- 
Sehond. | Second, | Constant: hyp. or | Pmeter, |meters.| per | Velo-| meters. 
| per Kilometer. Kilometer. | | Second. | city. 
| , : 
7°96 50 | 0:001281 | 45° 30’| 0-090898 0°0009134 | 6880 54,750 | 18°25| 772°2 
15°92 100 | 0°001812 | 46° 07001259 0°001303 | 4822 | 76,750 | 25°6 550°5 
39°80 250 | 0°002869 | 47° 29’) 0°001939 | 0°002114 | 2972 | 118,300 | 39°4 357 °4 
79°60 500 | 0°004080 | 49° 55’| = 0002627 0°003122 | 2012 160,154 | 53°4 263°8 
159°2 1,000 | 0°005892 | 54° 34’| 0°003417 0°00480 1309 208,330 | 69°4 202°8 
200 1,257 | 0°006708 | 56° 47’| 0:003673 0°00561 1120 224,000 | 74°7 188°7 
398 2,500 . 0°01042 | 65° 28’| 0°004326 0°00948 662°8 | 263,700 87-9 160°2 
796 5,000 0°01812 | 75°01’; 0°004684 0°01751 358°8 | 285,600 | 95°5 148°0 
1,592 10,000 0°038442 | 81°57’) 0°004819 0°03408 184°3 | 293,430 | 97°8 143°8 
0 | 296,470 98°8 142°6 


15,920 100,000 | ‘3374 | 89° 11’| 0004859 | 0°3373 18°62 


The Table shows that the real attenuation-constant a, in- 
creases very slowly, beyond the frequency of 400~. Thus, 
taking the frequency of 796 ~ (w = 5000), as the reference 
frequency, the real attenuation-constant a, is 0°004684 hyps. 
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per km., so that at this frequency a wave would diminish in 
amplitude by e- 9464 or 0-47 7%, after running one km. At 
the frequency of 1592 ~ (w = 10,000) or one octave higher, the 
real attenuation-constant has only increased to 0:004819; so 
that the normal distortion-ratio is only ¢~ °°! for 1 km. and 
this octave. | 

The wave-length / is obtained by formula (162), and becomes 
shorter the higher the frequency.. The velocity of propagation 
v is obtained by formula (159), As the frequency increases, it 
approaches the velocity of light in air (3 x 10° km./sec.). It 
falls short of that value; first, because there is some internal 
inductance within the substance of the wire, and this constitutes 
a load distributed along the line. Only when a wire has no 
internal inductance can the velocity of propagation attain that 
of light in the dielectric; and, second, owing to loss of energy 
into the substance of the wire, the speed of propagation falls 
short of the speed of disturbances in the external medium. 
Only when there is no loss of energy either in the conductor 
or in the dielectric, can the. velocity v attain that of a 
disturbance in the medium. © 

The last column gives the semi-amplitude range, or the 
distance-in km. to which the waves can run, at each frequency, 
before being normally attenuated to one half of their amplitude 
at the start, as obtained from the equation— 

at hiss OD eee a ta nN mMerne| ae) 
or since— er P0001 = 0 betes, 0-693.5 7a ¢km: 

In comparison with the above results, let us consider the 
attenuation-constant at different frequencies of cabled copper 
wires, No. 19 A.W.G., 0:0912 cm. in diameter (0°03589”), paper 
insulated in twisted pairs, with the following linear constants— 


7" = 90 ohms per loop mile. 7 = 27°96 ohms per wire km. 

c= 00810 farad per c= 0994 x 107 farad per 
loop mile. — wire km. 

l” = 1126 x 10+ henry per l=: 0°35. % 10+ shenry ner 
loop mile. wire km. 


jo Ne 0. I= 0. 
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The results are given in the following Table— 


Table IT 


For single-line copper wires in twisted pair cables No. 19 


A.W.G. 0:0912 cm. diam. 


i w | a ay ag r v Pe, Li 
| | ; 
: | Attenuation- | Real Attenu-| ; Kilo- | Free 
peeee eee | constant ation-con- role Kilo- | meters | Air Kilo- 
: 3 | hyp. per stant hyp.per ~ | meters. per Velo-| meters. 
Second.) Second. x ijometer. Kilometer. | .™eter- Second. | city. | 
elea? . | 
9°95 62°5 0°01318 | 45° 0’ 0:00932 | 0°00932 | 674-1 6,706 a2 74°38 
19°9 125 001862 | 45° 0’ 0°01317 0°01317 4771 9,492 3°2 52°63 
39°8 250 0:02636 | 45° 06’ 0°01790 0:01796 | 349°8 13,920 4°6 S602 
79°6 500 003724 | 45° 10’ 0°02626 | 0°02641 | 237-9 18,930 6°3 26°39 
159°2 1,000 | 0:05272 | 45° 22’ 0:08704 | 0:08752 | 167°5 26,650 8-9 | 18°72 
397°9 2,500 | 0°08335 45° 54’ 0°0580 005986 | 105-0 41,760 | 13°9 | 11°95 
796 5,000 071180 | 46° 47’ 008079 = 0:08602 73°04 | 58,180 | 19:4 8°58 
1592 10,000 0°1672° | 48° 34’ 071106 | 0°1253 50°14 | 79,810 | 26°6 |. 6°26 
| . 


It will be seen that the real component of the attenuation- 
constant increases with the frequency. Thus, at w = 5000, 
a, = 0:08079, and. at w = 10,000, a, = 0:1106. The normal 
linear distortion-ratio or the distortion-ratio for 1 km., and this 
octave, is therefore, ¢~1106~ 00608) — g- 0028 After passing 
over 50 km. (31:07 miles) the distortion-ratio would be e~*” 
= 0'2254, so. that the amplitude of the 10,000 rad-per-sec. 
waves would be 22°5 per cent. of the amplitude of the 5000 
rad-per-sec. waves, assuming normal attenuation, and that they 
started with the same initial amplitude. This is, in the present 
state of information, an approximate limit to the distortion- 
ratio for this octave in satisfactory commercial telephony. 
That is, if the normal distortion-ratio falls below 1/e!° for this 
octave, the articulation is unsatisfactory. Further measure- 
ments are needed, however, in this direction. 

It should be pointed out that the real attenuation-constant 
is somewhat larger in the cable of Table II than is obtainable 
in practice; for the reason that the linear capacity is taken as 
0:08 microfarad per loop mile (0:05 uf per loop km.), whereas in 
good practice, such cables are made with a linear capacity of 
0-072 uf per loop-mile (0046 uf per loop km.) corresponding 


~—é aa 
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to 0°092 wf per wire-km. or ¢ = 0:92 x 10-*. On the other 
hand, however, the most recent measurements reported in the 
United States give an effective leakance of g = 1°73 x 10-® 
mho per loop mile (3:46 x 10-® mho per wire mile, =2'15 x 10-6 
mho per wire km.), and in Great. Britain * 5 x 10-° mho per 
loop mile (3:1 x 10~° mho per loop km) = 10~-*° mho per wire 
mile; or g = 62 x 10-® mho per wire km. This effective 
leakance is probably due to dielectric hysteresis aided by the 
presence of residual moisture, rather than to leakage con- 
ductance. In either case, however, it represents loss of energy 
in the dielectric, increasing as the length, and as the square 
of the voltage. This small effective leakance tends to increase 
the real attenuation-constant a,, by reducing the argument 
of a. It is known that a relatively very small amount of 
moisture resident in the paper dielectric of a lead-covered 
cable will bring about an increase both of capacitance and 
leakance. Moreover, paper absorbs moisture so readily that it 
is difficult to secure and maintain the cable insulating material 
moisture-free. The changes in a, effected by the above 
amendments are, however, relatively small. 

In comparisons of electric or acoustic properties of lines, 
telephone engineers frequently employ as their standard a 
telephone cable of the following constants. Copper wires 
No. 19 A.W.G. paper-and-air insulated in twisted pairs, dry, 
within a leaden sheath. Diameter 0°03589” (0°0912 cm.). 


r’ 88 ohms per loop mile = 54°68 ohms per loop km. 
l’ 10-3 henry per loop mile = 0°6213 x 10-3 henry per loop km. 
g’ 5 x 10-6 mho per loop mile = 3°107 x 10-6 mho per loop km. 


c’ 0°54 x 10-7 farad per loop mile = 0°3355 x 10-* farad per loop km. 


Referring these to the wire kilometer we have— 
pal (B34; 1=039101 % 10-789 =F 214 X10; c—0 671110 
With the preceding data we obtain the following values— 

* For these data, the author is indebted to the courtesy of the Engineer- 


ing Departments of the American Telegraph & Telephone Co., and of the 
National Telephone Co, Ltd., of Great Britain. 
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Table TIT 


For single-line copper wires in twisted-pair “standard” cable. 


ap | 3) | Ot | ay ay | A v WA Li 

. . | Attenuation-constant | Real Radians| Kilo- teen 

Cycles | Radiang - hyp. per Kilometer. pew per Waves meters | Free tude 
Fee re aOR Pore | enpele per Air. | Range. 

Second.| Second. | CONe ib caater | ilo- ier ania Kilo- 
| Modulus. Argument. | stant. oe ‘i os ee 

l 

99°5 625 | 0°03405| /40° 54’ 44” | 0°02573 | 0°02230 281°8 | 28,029 9°3 26°94 
199 1,250 | 0°04796 | /43° 17’ 19” | 0°03491 | 0°03288 1911 | 38,013 | 12°7 19°86 
398 2,500 | 0°06776| /44° 48’ 03” | 0°04808 | 0:04775 | 131°6 | 52,357 | 175 14°42 
796 5,000 | 0°09586 | /46° 05’ 44” | 0°06647 | 0°06907 | 90°97 | 72,395 | 24:1 10°48 . 

_ 1592 10,000 | 0718590 | /47° 58’ 35” | 0-09098 | 0°10096 | 62°24 | 99,051 | 33 7°62 


The following is an example from Table III of the method of 
computation. It assumes w = 5000, 7 = 27°34, /=0°3107 x 10-%, 
= 8214581052 and e061 ldo 0 ae 
a = v/(27°34 + 715535) (6-214 + 7335°5)10-® 

= »/(27°384 /3° 15’ 08”) (835°56 x 10-* /88° 56” 20”. 

= »/9188°91 x 10-*\92° 11’ 28” = 95°859 x 10-3 /46° 05’ 44”. 

= 0095859 /46° 05’ 44” =0:066474 + 70069066 hyp. per km.* 


276 6°2832 


oe UO ee aa "5 108 
Ti OOONDUR TT ae 
069315 069315 | 


It will be seen, from an examination of Table III, that the 
normal linear distortion-ratios of this line are in four succes- 
sive octaves, ¢~ 90, ¢- 9018, ¢- 0018 and ¢-°°4 showing that the 


distortion increases as the frequency is increased. 


* These arithmetical steps, ordinarily taken to a lower degree of 
numerical precision, are expedited by certain tables of interconversion 
between a complex quantity (a + jb) and its plane vector p/8, which have 
been completed by Herr Gati Béla; but not yet published. They are a 
type of Tables resembling what are called in the Science of Navigation 
‘Traverse Tables.” 
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The attenuation-constant per English statute mile of cable is 
always obtainable from the attenuation-constant per kilometer, 
by multiplying each of the components a, and a,, by 1°60983. 


The vector attenuation-constants recorded in ‘Tables I 
II are shown graphically in Fig. 59, The origin is at O. 


Bc te ee i oa Bee = 
ea es 
| ape 


Circular Radians per kilometer 
°o 
oO 
te) 


Wave-length Constant 


0.02 
eet eae ey 
@) = N De) + n io ~ (ee) a 
° ° ° ° ° ro) ° —) o = - 
ro) So ro] ro] o o ro} oS ro) ° ° 


Real Attenuation-Constant Hyperbolic Radians per kilometer 


Fic. 59.—Curves showing the Loci of Vector Attenuation-Constants. 


hele Zlealeeen 


and 


The 


curve OCC indicates the locus of the attenuation-constant for 
the cabled wires of Table II, and OAA the locus of that for the 
aerial wires of Table I. The real components a, extend along 
OX, and the circular components a, along OJ. The dotted — 
line OK at 45° with each axis, marks the locus of the attenua- 
tion-constants in lines of such small linear inductance, with 
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respect to capacity, that the former may be neglected. The 
small amount of linear inductance in the cabled wires of 
Table 1I causes the locus to bend upwards, and to leave the 
- dotted line perceptibly at the frequency of 160 ~; while the 
relatively greater linear inductance and smaller linear capacity 
of the aerial wires in Table I cause the locus OAA to bend up 
sharply, and to become nearly parallel to the j axis. The real 
attenuation-constant a, 1s, therefore, roughly the same for all 
frequencies on the aerial line above 400 ~ ; whereas it con- 
tinually increases with the frequency in the cabled wires. 
Thus, not only is the electric distortion at telephone frequencies 
much more marked on cabled wires than on aerial wires, but 
the attenuation is also much greater at all telephonic frequen- 
cies on ordinary sizes of cabled wires than on ordinary sizes of 
aerial wires, so that about 50 km. of such cable, as is referred to 
in Table II, would be approximately the commercial limiting 
telephonic range, as against about 670 km. of such aerial wire 
as is referred to in Table I. | 
Particular Values of the Attenwation-Constant.—In the parti- 
cular case when / = 0 and g = 0, that is, when both the linear 
inductance and leakance are negligible, a case closely approached 
by well insulated cabled wires, the argument of the conductor 
impedance, 6, = 0, and the argument of the dielectric admit- 
tance B, = 90°; so that’ the argument of the attenuation- 
constant is 45°, or may be called a semi-imaginary quantity, 
having as large a real as imaginary component. In such a case— 


SOREN CLO) 
a= eS EN Oe 
Here the real attenuation-constant a, increases as the square 
root of the frequency. 
When a considerable amount of linear inductance exists, as 
in aerial lines, the real attenuation-constant a, tends to a 
limiting value as the frequency increases. This value is— 


hyps. per km. (204) 


2. . hyps. per km. (205) 
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where 2,, 1s the limiting value of the surge-impedance in (152), 
or a/ //c ohms. Thus, for the aerial line-wire referred to in Table I, 


z, tends to the limit 328°6 /0° ohms, and - = 1647 ohms per 


semikilometer. Consequently a, tends to the limit 1:°647/338°6 
= 0:004864 hyps. per km., as is indicated in Table I. 

When an appreciable amount of linear leakance exists, an 
approximate value for a, can be obtained by adding a correction 
factor to (205), thus— 


} 
a, = (1 + - . .  hyps. per km. (206) 


Otherwise, the full formula for the real attenuation-constant 
is— | 


a, = J TMP a Pa G+ Pa) + (gr = tea} 
hyps. per km. (207) 
and the imaginary component, or. wave-length constant, is— 
= SEL SP + Pa) (PF + C0?) = (gr — leeo?)} 
radians per km. (208) 


As a general rule, it is easier and more convenient to employ 
the vector formula (150), which is also readily remembered, 
than to employ the cumbersome non-vector, or scalar, formulas 
(207) and (208). Moreover, the results obtained with the scalar 
formulas are more liable to be vitiated by slight arithmetical 
errors than if the vector formula (150) is used. 

Surge-Inuypedances of Telephone Lines—The surge-impedance 
z, of a telephone line varies considerably with the frequency, as 
is shown by formula (152). When 7, the linear conductance of 
the conductor, and g, the linear leakance of the dielectic, are 
relatively very small; or, in any case, when the angular velocity 
is high, the surge-impedance approximates to the value— 


roo = 4 ener mr feliiir gra 
¢ 
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and is therefore greater in aerial lines than in cabled lines. 


This is the impedance * which a line tends to offer to its own | 


surges in the unsteady state. The limiting value of (209) is a 
pure resistance, or has no reactive component; so that in the 
limiting case there is no difference in phase between a wave of 
e.m.f, and its accompanying wave of current travelling along the 
line. If there be relatively greater conductor reactance, J, than 
dielectric susceptance cw; so that the argument of the con- 


; i 
ductor impedance f, = tan (=), exceeds the argument of the 


dielectric admittance 6, = tan-1(@ , then the actual surge- 
‘ 2 J . co) 


impedance has a positive argument ae, and the line at and 


beyond any point behaves like a positive reactance or induction 
coil. In practice, however, the reverse is the case, and the 
dielectric admittance argument /, always exceeds the conductor 
impedance argument /,; so that the argument of the surge- 


i “a IS p 
impedance is — ee 
as a condenser associated with a resistance. If the surge- 
impedance of the line had a positive argument, it would 
mean that any wave of current travelling along the line would 
stow away more energy of magnetic form in the dielectric than 
is stored electrically; while, in practice, the fact that the 
surge-impedance of either unloaded aerial or unloaded cabled 
conductors has a negative argument indicates that any wave 
travelling over the line stows away more energy of electric 
form in the dielectric than is stored magnetically. 

Table IV gives the surge-impedance of the aerial line above 
considered in Table I for various frequencies between 8 and 
16,000 cycles per second, both as a vector, and as a complex 


‘s a negative angle, and the line behaves 


number, of ohms per wire. If we consider the surge-impedance | 
of the circuit, we know that it will be twice the surge-impedance 


per wire (36). 


* Dr. Steinmetz has recently suggested the name ‘‘ natural impedance ”’ 
for this important quantity. See Journal of the Franklin Institute, July 
1911, “‘ Electric Transients,” by Charles P, Steinmetz, p. 46. 
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Table IV 
Initial Sending-end Impedance per Single Wire for a pair 
of No. 10 A.W.G. Copper Wires (0'1019” or 0°2589 cm.) inter- 


axially separated 1 ft. (80°48 cms.) at different impressed 
frequencies. 


a | ) a Re 
Cycles Radians tiga Complex Quantity. 
per Second. | per Second. iianulec | ‘Argument. Ohms. 
| _— - or — — ——— — oe 
7°95 50 2570° — 44° 80’ 1883" —j 1801° 
15°9 100 1818: — 44° 00! 1308" —j 1216° 
39°8 250 L152? — 42° 2’ 849 -j 778'8 
79°6 500 819°0 - 40° 05/ 626°7 —j 527°4 
159°2 1,000 591°4 — 85° 26 481°9 -j 8429 
897°9 2,500 418°4 — 24° 32’ 380°6 -j 173°7 
795°8 5,000 363°7 — 14° 59’ 851°3 -j 94°02 
aw 10,000 345°4 - 8°08 342°0 -~j 48°36 
5 50,000 338°8 - 1° 89' 838 °6 -j 9°76 
15,920 100,000 338°7 - 0° 50 838°5 -j 4:98 


At the infra-telephonic frequency of 7°95 ~ the surge-im- 
pedance of this wire is 2570 \44° 30’ ohms, and it diminishes to 
338°7 \0° 50’ ohms at 15,920 ~; but undergoes very little change 
after reaching 800 ~. The limiting value (209) is, in fact, 
338°5 \0° ohms. eb 

The wire surge-impedances of the cable circuit considered in 
Table II are also presented for various frequencies in Table V. 
At 10 ~ the impedance commences at 2122 \45° ohms, and: at 
15,916 ~ it has fallen to 67:12\19° 19’. It is evident that 
when a first wave of e.m.f. with local amplitude e volts moves 
along this line, at a frequency of say 796 ~, it sel a wave 
of current whose local amplitude is— 


et Peal e 
— @, — 23'7°4\ 43° 13 
or a current which leads the local voltage by 43° 13’. The 
power developed in urging the current forward will be ev cos 
13’ watts, and the reactive power developed in storing 

energy in the dielectric will be ed sin 43° 13’ watts. 


= 0:004212¢ /43° 18’ ampere / (210) 
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Table V 


Initial Sending-end Impedance per Single Wire for a twisted 
pair of No. 19 A.W.G. copper wires paper-covered in cable. 


me erent *s : 


Cycles | Radians Vector. Complex Quantity. 
per Second. | per Second. | Ohins. Ohms. 

9°95 | 62°5 2122: | ~ 45° 1500° ~ j 1500° 

19°9 125° 1500 — 44° 58’ 1061" — j 1060° 
39°8 250° | 1061" | —44%55" 751°2 -j TA9°1 
79°6 500° | 7601 . — 44° 50’ 531°9 -—j 528°9 
1592 | 1,000: | 5380-4 | ~ 44° 30 377°5 ~5 3728 
3979 2,500" 335°4 — 44° 07’ _ 240°8 -~j 238°5 
7953 | 5,000 937-4 | 43°19’ 173° ~j 162°6 
1,591°6 10,000° | 168°4 — 41° 26’ 126°3 -j 1114 


15,916" 100,000° 67712 | —19°19' 63°35 | -j 22° 


Table VI gives the surge-impedance of “standard ” telephone 
cable, referred to in Table III, for five trequencies— 


Table VI 
Wire Surge-Impedance of ‘ Standard” Telephone Cable: 


J @ Z 
Frequency. Angular Velocity. Vector. 
Cycles per Second. Radians per Second, Ohms. 
99°5 625 803-0 \ 40° 39’ 38” 
199 1,250 570°1 \42° 28’ 29” 
398 2,500 403°6 \ 43° 10’ 25” 
796 5,000 285°65 \ 42° 50’ 36” 


1592 10,000 7 20247 \ 46° 29’ 35” 


The graphs of the surge-impedances in Tables IV and V are 
given, in Fig. 60, at A A A’ for the aerial wire, and at CCC’ 
for the cabled wire. The abscissas represent the effective 
_ resistance, and the negative ordinates the condensive reactance 
at each frequency. 

Initial Sending-end Impedance.—It will be evident from what 
has preceded, in Chapter II, that the surge-impedance z, of a 


° 
line is also the initial impedance of that line at the sending 
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end, If the line is indefinitely long; or, is finite, but connected 
to ground through a terminal impedance of z, ohms; then no 
reflected waves return from that end to modify the strength of 
the outgoing waves ; so that the initial sending-end impedance 
2, remains, for all time, the final sending-end impedance. In 
general, however, the reflection of current waves from the 


Resistance, Ohms 
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Fie. 60.—Loci of Vector Initial Sending-end Impedances at different frequencies. 


distant end alters the outgoing current during the unsteady 
state; so that the final sending-end impedance becomes 
changed from z, to z, tanh 0, if the line, of angle @, is directly 
grounded at the distant end, and from 2, to z, tanh (6+ 0), 
if the line is grounded through an impedance which subtends 
with the line an auxiliary hyperbolic angle 6”. 

Transmission over an Indefinitely Long Line-—We have 


already seen [(15)(16)] that the pressure and current along a 
K 
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line of uniform electric constants in the steady state are subject: 
to the following conditions— 


Ep = E, cosh Lia — Iz, sinh Lia. rms. volts / (211) 
and Ip=I,cosh La — PA sinh La rms. amperes / (212) 


where Ep and Ip are respectively the voltage and current at the 
point considered, L, km. (or miles) from the sending end ; 
while E, and I, are the impressed r.m.s. voltage and the enter- 
ing rm.s. current at the sending end of the line. z, is the 
vector surge-impedance and a the vector attenuation-constant. 
of the line at the frequency considered; so that L,a is the 
hyperbolic angle of the line, as measured from the sending end 
to the point considered. When the line is of such great length 
that the returning waves reflected from the distant end of the 
line during the unsteady state can be ignored, the final sending- 
end impedance remains equal to the initial sending-end imped- 
ance z,, and the final outgoing current in the steady state 
remains the same as the initial outgoing current ; viz.— 

_Ey 


wo 


fo) F 


Ia r.m.s. amperes / (213) 


Consequently, for such long lines (211) and (212) become— 
Ep = Ey (cosh L,a — sinh L,a) = Eye" 
= Kye-44\Lia, « rms. volts / (214) 


—~ Lia 
Ip = Bs (cosh Lia — sinh L,a) = =f 
‘ Eees La) | k 
a \L,a, r.m.s. amperes / (215) 


ie) 


Thus the r.m.s. voltage and current, at a distance L, km. from 
the sending end, are the normally attenuated values of the 
- initial values impressed at the sending end. The ratio of the 
‘voltage and current remains constant at z, ohms for all points. 
along the line. 

As an example, we may consider a circuit length of 100 miles 
(160°9 km.) of the twisted pair cable of No. 19 A.W.G. copper 
wires already referred to, subjected to an impressed e.m.f. 
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of 4 volts, at a frequency of 796 cycles per second. This will 
correspond to 2 volts on each wire. Table II gives the attenua- 
tion-constant at 0°118 /46° 47’ = 0:08079 + j0°08602 hyp. per 
km.; while Table V give the initial sending-end impedance 


at 237-4. \43° 13’ ohms. The initially outgoing current on each 
_2 9.908495 /48° 18’ 
237°4 \43° 13’ Rag ae 
amperes; or 8°425 milliamperes, leading the impressed e.m/f. 
by 43° 18’, or nearly one-eighth of a cycle. Because the cable 
chosen is so long, and the waves that return reflected from 
the distant end are so minute, the outgoing current in the 
steady state has the same strength as the initially outgoing ~ 
current. At a distance of L, =30 miles say (48:28 km.), 
the hyp. line angle L,a, will be 48°28 x 0:08079 = 3:901. The 
real attenuation-coefficient will be e~?°= —— 0:02023. 
The voltage will have fallen to 2 x 0:02023 = 0:04046 volt. 
The current strength will have fallen to 8425 /43° 13’ x 
0:02023 = 01704 /43° 13’ milliamperes, the current still lead- 
ing the local voltage by this phase.. Both the current and 
pressure will, however, have been retarded in the transmission 
by 48:28 x 0:08602 = 4°153 radians, or 238°; so that the full 
expression of voltage and current for the point considered, 
with reference to the phase of the emf. impressed at the 
sending end is— . 


Ep = 0:04.046 \ 238° volt 
Tp = 0°1704\194° 47’ milliampere 


wire will therefore be 


the ratio of which is 237-4 \43° 13’ ohms, or z,. Or we may 
express the same result by saying that the vector attenuation- 
coefficient 1s e~ 41% = ¢- 3901 , g-J4'153 — ()-0203\238° ; so that the 
voltage at P is Ep = 0:0406 \238° and the current at P is 
Ip = 0°1704 \194° 47’ milliampere. 

Table VII gives the voltage and current in each wire of the — 
telephone circuit considered, for varying distances L, miles 
from the sending end. 


Kez 
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Table VIL . 
Hyperbolic Line Angles and Attenuation-Factors for Cable 
Circuit at the frequency of 796 ~ or m = 5000. 


L, | La e-Ine:= Ep Ip 
Kilometric Units, | €- Tau. € ~ Lace 
Kilo- Attenu- Dees 
Miles. | 14 rr Lyaj. Lag. ation- Lag. Volts. Milliamperes. . 
Factor. : 

0 0 0 0 10 0° 20 sf 8405 48° 18" 

1 1°609 0°13 071384 0°8781 |e ee 1°7562 \T? 55" 7398 [35° 18" | 

2 3°219 0:26 0°2769 0°7711 15° 50’ | 1°542\15° 50" 6°498 /27° 23’ 

5 8°046 | 0°65 0°6922 0°5221 39° 40° | 1°044\39° 40’ 4°399 /3° 33’ 

Oe") 16-00, |) 490 44 5 age 0°2725 79° 20° | 0°545\79° 20’ | 2-296\36° 7" _ 
20 32°19 2°60 2°769 0°07431 158° 40’ | 0°149\158° 40’ 0°626 \115° 27’ 
30 | 48°28 |. 3°90 | 4153 | 0-02023 | 238°0’ | 0-0405\238° | 0°170\194° 47” 
50 80°46 6°50 6°922 0°001503 | 396° 36’ | 0-003 \396° 36’ 0°013 \ 353° 23’ 


It is evident from what has already been considered in 
connection with normal attenuation, that if instead of finding 
the current and voltage at different distances along an in- 
definitely extending line, we cut the line at successive distances, 
and connect each wire to ground potential through an impedance 
z, Z ohms, we obtain the same results. Thus, if we cut the 
line at 30 miles (48°28 km.) from the sending end, and bridged 
the ends through 474°8 \43° 13’; or 237-4 \43° 13’ between 
each wire and ground, the current through this terminal 
impedance would be 0°1704 \194° 47’ r.m.s. miliampere, while 
the voltage to ground at each wire end would be 0:0405 \238° 
volt (0°081 \238° volt between the wires), corresponding to 
normal attenuation at this distance from the sending end. 

If, however, instead of grounding each wire through z, ohms., 
at the point where we cut the line, we ground through some 
other impedance; then the steady state will be disturbed by 
reason of the reflections set up from the terminal impedance 
during the unsteady state, and formulas (15) and (16) must be 
used, in order to determine the terminal voltage and current. 
In general, if the terminal impedance z, is greater than z,, the 
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current to ground will be reduced, and if z,1is less than z,, the 
current to ground will be increased, with respect to the current 
of normal attenuation; but the conditions evidently depend 
on the argument as well as on the modulus of the terminal 
impedance used. 

In the particular case, however, aes the distance L, from 
the sending end is so great that the current wave eed from 
the grounded end makes no appreciable reappearance at the 
sending end, we have by (169). 

Ex 


o4 
~ 


° 


ne r.m.s. amperes / (216) 


Ip as z, sinh Lia . ° A ” Pe) (217) 


nolan ,, (218) 


ae: Zz. (elie es elie) ‘ ”? oe) 


2a 


“2 (ene ety” 2 


» (219) 


But when L, is large, ¢-!* becomes very small by comparison 
with elt, and may be ignored. Consequently— 


Biome ek aint tek 


2 ze ees 2 


li e~ lau \Ta, r.m.s. amperes (220) 
which received current is just double that which flows to ground 
through a terminal impedance equal to the surge-impedance, 
or the normally attenuated current at the distance L,. This is 
for the reason that the effect of grounding a line is to reflect the 
arriving voltage wave with 180° change of phase, or to annul 
that wave locally; whereas the arriving current wave is reflected 
with no change of phase, or is doubled in amplitude. The same 
proposition applies to a composite telephone line, or line of 
several different sections in series, provided that the length of 
the last section is so great that waves reflected from the grounded 
end do not appreciably disturb the waves as they enter that 
section on the sending side. That is,if the normally attenuated 
current at the distant point would be Ip / r.m.s. amperes, the 


134 APPLICATION OF HYPERBOLIC FUNCTIONS 


current flowing direct to ground at that point will be 2Ig / r.m.s. 
amperes. 

Fig. 61 is a reproduction of a curve-sheet (Fig. 1) accom-_ 
panying the paper on “Loaded Telephone Lines in Practice,” 
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Fic. 61.—Observed Attenuation Factors and Relative Telephone Currents on 
unloaded and loaded cable circuits. 


read by Dr. Hammond V. Hayes before the International 
Electrical Congress of St. Louis.* Curve 1 gives the observed 
attenuation-factor on an unloaded telephone cable circuit of 


* Trans. Am. Int. Elect. Congress of St. Lowis (1904), vol. ili. pp. 643, 
649. 
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88 ohms per loop-mile (27°34 ohms per wire-km.) and 0:068 
microfarad per loop-mile (0°0845 x 10~-° farad per wire-km.) in 
actual tests with standard terminal apparatus. It corresponds, 
therefore, to the resultant attenuation-factor of all the range of 
frequencies entering into telephonic transmission. If we replot 
Curve 1 on semi-logarithm paper, @.e. paper ruled with ordinary 
equidistant abscissas, but with logarithmic ordinates, like the 
distances along a slide-rule, we obtain the wavy line 000 
(Fig. 62). This corresponds substantially with the straight 
line 1:0, 0. If the attenuation were normal for a single 
frequency, it would follow such a straight line. Thus the 
attenuation-factors in Table VII, plotted in Fig. 62, give the 
broken line 1:0, B. The straight line 1:0, 0’ falls to 0°01 in 
36 miles, or 58 km. Consequently the real attenuation-constant 
a, on this actual circuit was substantially— 


g- 58a, — (')] = g- 4605 
or a,=0:0795 hyp. per km. (0°128 hyp. per mile). But there is 
one and only one simple frequency which would develop this 


attenuation-constant on such a cable, and it is determined by 
the semi-imaginary relation— 


a = JQTBEF JO) + JO0845 x 10%) = 0-0795 + joo795 . AYP (221) 


JQ7-34 /0°) (00845 w x 10-6 | 90°) = 0°1124 /45° 


J/2°31 w x 107° | 90° = ,/0°012634 | 90° 
oO] w= Lene 6400). te, rad/sec. 
2°31 


corresponding to the single frequency f = 5469/6283 = 8706 ~. 
The line therefore behaved substantially as though a single 
frequency existed in the voice; or as though the pitch of the 
acoustic vibrations were between $9" and a”, at the top of the 
treble clef. 

Assuming that such a single frequency were impressed on 
the circuit at the sending end, we have seen that the attenuation 
would not be normal as the circuit increased in length ; because 
the impedance of the receiving apparatus is not the same as the 
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surge-impedance. The deviations of the curve 0 db (Fig. 62) 
from the straight line 0b’ might possibly be explained in this way. 
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Fre. 62.—Curves showing the observed Telephonic Attenuation-Factor on an 
Actual Cable as compared with Normal Attenuation for a single frequency. 
Semilogarithm Paper, Ordinates, Logarithms of Attenuation-Factors. 
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From many such measurements, telephone engineers have 
generally adopted the angular velocity w = 5000 as the mean 
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angular velocity of telephony, corresponding to the frequency 
jf =796~, which is taken as the standard telephonic fre- 
quency. The reason for this remarkable apparent singularity 
of frequency dominant in a telephone circuit is perhaps con- 
nected with the fundamental tone of the transmitter and 
receiver diaphragms. 

Fifty kilometers (81 miles) a such cable is approximately 
a moderate commercial limiting telephonic range, while Figs. 61 
and 62 show that the attenuation-factor is about 0°018 at this 
range, or e~*, Consequently, a first approximation to a 
moderate commercial limiting range on any circuit is given 
by the formula— 


bares AS eee ie aye ee US i oe 
or— lie Se 4 ce Se pha wires 
Oy ) 


where a, is the real attenuation-constant at w = 5000. 
Applying this rough rule to the aerial circuit taken in 
connection with Table I, we find that L = 4/0-:004684 = 786°8 km. 
(489 miles). In the case of the cable circuit taken in connection 
with Table II, L = 4/0:08079 = 49°52 km. (30°77 miles); and 
in the case of the standard cable circuit of Table III, L= 
60°17 km. (87-4 m.). At this range, the normal distortion-ratio 
for the octave above the standard frequency would be e~'”° for 
the aerial circuit, e~!4° for the cable circuit of Table II, and 
e~}474 for the standard cable circuit of Table II]. This explains 
why the articulation is ordinarily better over long aerial lines 
than over cable lines of these types, when the sound in the 
telephone is reduced to the commercial limit of volume. 
Although the value of a, for the standard telephonic frequency 
is, in (222) acriterion of the telephonic limiting range over a 
given uniform line; yet this can only be a first approximation | 
because it makes no allowance for the reflection of waves from 
the terminal receiving apparatus in the unsteady state, and the 
reflections are different with different types of line. Conse- 
quently neither the real component of the hyperbolic angle 
subtended alone by a line, nor the value of the real attenuation-_ 
constant, is an accurate criterion of the telephonic range of the 
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line, even with standard terminal apparatus, and when the line 
is uniform throughout. Still less are the hyperbolic angles of 
the sections of a composite telephone line, or their simple vector 
sum, a proper criterion of the limiting range; because the angle 
of a line section depends, as we shall see, upon the constants 
of the sections with which it is connected. Strictly speaking, 
the criterion of telephonic range is determined by formula 
(59) or— 

Eq, 


ee z, sinh 0 + 2, cosh 0 


r.m.s, amperes (224) 


where Ey, is the r.m.s. voltage of standard frequency impressed 
on the uniform line at the sending end, z, is the vector surge- 
impedance of the line, z, is the vector impedance of the receiving 
apparatus, and @ is the vector hyp. angle of the line, all at 
standard frequency. If the distortion-ratio of the circuit in the 
upper necessary frequencies is not too low, the circuit will fail to 
transmit satisfactory speech only when I, falls below a certain 
limit. Taking E, at an average standard value, this means that 
the circuit will fail when the receiving-end impedance z, sinh 0 
+ z, cosh 0 exceeds a certain value. In practice, it appears that 
when this impedance exceeds 100,000 ohms per wire, or 200,000 
per loop, even expert telephonists are unable to communicate, 
but when it does not exceed 12,500 ohms per wire, or 25,000 
ohms per loop, commercial telephony is readily possible. 

The receiving-end impedance of a simple non-composite 
telephone circuit may, then, be written— 


4; = 2, sinh 6 + 2, cosh @ = 2, sinh g(1 + =" eoth 0) 
: ohms / (225) 


The proportional increase in the impedance of a circuit due to 
the receiving apparatus depends thus upon the ratio z,/z and 
upon the cotangent of the line angle 0. 

As an example, let us consider a “Standard” cable of the 
type discussed in connection with Tables III and VI, 60:174 km. 
(37'4 miles) in loop-length, with a terminal receiving appara- 
tus of 100 ohms effective resistance, and 500 ohms effective 
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reactance, at the angular velocity of w= 5000. The angle 
subtended by the line alone is 0 = 5°7682 /46° 05’ 44”” = 4:000 
+ 7415597 hyps. (see Table III). The wire surge-impedance at 
the standard frequency is, by Table VI, 285°65 \42° 50’ 36”, 
If the receiving instrument is short-circuited, the receiving-end 
impedance per wire of the circuit is by (26) and (225)— 
z, sinh 0 = 285°65 \42° 50’ 36” sinh (5°7682 /46° 05’ 44") ohms. 
= 285°65 \42° 50’ 36” x 27°3214 /238°08'12” _,, 
= 780440 /195° 17’ 36” ohms, 


and the receiving-end impedance of the loop would be double 
this quantity. Now, removing the short-circuit, and inserting 
the instrument impedance of 100 + j500 = 509-90 /78° 41’ 24” 
ohms into the loop at the recelving end, or 2, = 254°95 
/78° 41’ 24” ohms to ground potential in each wire, we have, 


by (225), the total receiving-end impedance per wire— 
25495 /78° 41’ 24 
285°65 \42° 50’ 36” 
= 7804'43 /195° 17’ 36” (1 +0°892517\ 121° 32’ 00” 
x 100097 /0° 02’ 04’) 


Zi=7804:43 /195° 17’ 36” (1 coth 0) ohms. 


; e (1-+0°89338\121° 34’ 04”) 
‘ 3 (1—0-46769+70°76118) _ 
: ; (05323140: 76118) 
7804-43 /195° 17’ 36” x 0:92884 /55° 02’ 03” 
= 7249-09 [250° 19’ 39” ohms, 


| 


! 


which shows that, in this particular case, the insertion of the 
receiving instrument diminishes the receiving-end impedance 
per wire from 78044 to 72491 ohms; so that inserting this 
particular receiving apparatus would increase the strength of 
the current received at B by 7°65 per cent. But if the receiving 
apparatus, keeping an impedance of 25495 ohms per wire, 
happened to possess an argument of \42° 48’ 32’ instead of 
/78° 41’ 24’, the insertion of the instrument would add 89°25 
per cent. to the receiving-end impedance, or increase it to 14770 
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/195° 17’ 36” ohms per wire (29,540 ohms per loop). More- 


over, it is easy to see that the effect of inserting similar receiving 
apparatus into a cable circuit on the one hand, and into an 
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Fig. 63.—Equivalent Circuits of Lines with ground return and metallic return. 
7 = 27°96 ohms/w.kin. 3 1 = 0°35 x 10-3 h/w.kin. » g = 03 ¢ = 0°0994 x 10-7 f/v.km. 


aerial circuit on the other, will, in general, make a considerable 
relative difference in the receiving-end impedance, owing to the 
difference in argument of z, for the two circuits. Thus, if we 
insert the instrument above considered into the receiving end 
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of an aerial line of 786°8 km. of loop-length, and of the con- 
stants discussed in connection with Tables I and IV, the effect 
would be to increase the receiving-end impedance nearly 20 per 
cent. In both circuits the real component of the line hyperbolic 
angle would be 4°0 hyps., and their normal attenuation-factors 
would each be 0:0183; but the insertion of this particular 
receiving apparatus would change their relative actual attenu- 
ation-factors considerably. It should be noticed, moreover, that 
although the impedance of an ordinary receiving sub-station set 
has a modulus of about 250 ohms per wire; yet its argument is 
ordinarily more nearly 30° than 78° 41’ 24", as above assumed. 

Lquivalent Cirewits of Telephone Lines.—The simplest types 
of fixed-impedance conductors capable of replacing, in all 
external relations, a given telephone line, at a given single 
frequency, are, as already observed in relation to (70) and (75a), 
the equivalent 7 and JJ. As an example, we may take the 
case of a cabled line 50 km. (31:068 m.) in length, with the 
following linear constants— 


Per Loop Mile. Per Wire Mile. Per Wie atte, | Per Loop km. Per Wire km. 
Ohms a? = 90 ‘is — a i aH 15) Pi 2-96 
Henrys [eo 16 x 10 =e V = 0°68 x 10-8 | U = 0°70. 70 x 10-3 fre 036." 10-3 
Mhos a =Q Oo =i) | 9,=9 g=0 
Farads. . .| c’=0:08x10-6 | c’ =0°16x10-6 | c,=0°0497 x 10-6| c= 00994 x 10-6 


We have already seen (35) that we obtain the same value of 
attenuation-constant, whether we use loop- or wire- constants. 
With the above values, and w = 5000, we find— 

‘a, =a=0° 1179766 /46° 47’ 26” hyp. per loop-km., or 

wire-km. 
0,, = 9 = 589883 /46° 47° 26” hyps. for the loop or either 
wire. 

%5,, = 474755 \43° 12’ 34” ohms for the loop circuit. 

% = 237°3775 \43° 12’ 34” ohms for either wire. 
The simplest elements of a telephone circuit are indicated at _ 


the top of Fig. 68, both for the loop, and for one wire to neutral 
potential surface, 
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The equivalent /Z and T of one line wire are indicated at 
ABGG’' and AOBG in Fig. 68. The architrave impedance is. 
6736:96/ 156° 51’ 15” ohms, which is also the receiving-end 
impedance of each line, excluding the receiving instrument 2, ; 
because, if we ground the line at B, the current which will flow 
to ground at B will be the impressed potential at A, divided by 
éhis architrave impedance. 

The equivalent circuits of the loop line are asrloaad at 
ABB’A” and AOBB’O’A’ in Fig. 63. The former is a rectangle 
of impedances, the latter an J of impedances. It will be seen 
that the rectangle ABB’A” is merely a doublet of the single 
line 7, ABG’G; while the J, AOBB’OA’ is merely a doublet of 
the single-line 7, AOBG. The receiving-end impedance of the 
loop circuit is evidently 2 x 6736-96 / 156° 51’ 15” = 13473-92 
/ 156° 51’ 15” ohms, excluding the receiving instrument z,. 

Since, then, the equivalent circuits of metallic-circuit, or loop 
lines, are mere doublets of those for their component single 
wires, and the latter are easier to think about and discuss, we 
will confine our attention to the latter. 

Artrficial Lines for Telephony.—lt would appear from Fig. 63 
that, at the frequency considered, either the single rectangle 
ABB’ A”, or the single J AOB, A’O’B,, is the complete equiva- 
lent externally of the actual line. This being the case, it is 
theoretically unnecessary to employ an artificial line divided into 
numerous sections to represent the behaviour of the actual line. 
Either one of these equivalent circuits is sufficient at and for 
this single frequency. It is to be noted, moreover, that the 
rectangle is not capable of being constructed in impedances” 
without the aid of transformers, because the argument of the 
architrave exceeds 90°. The J is capable, however, of being 
constructed of resistance, inductance, and capacitance, without 
transformers. As a general rule, either the 7 or the J/ of a line 
is capable of being constructed, sometimes the one, and some- 
times the other, according to the length of the line, the linear 
constants, and the frequency. 

Since the 7 and JI of a line vary with the frequency, it is 
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evident that the T or // which represents a line at w = 5000, 
fails to represent it correctly for other telephonic frequencies, 
and that the discrepancy depends for its amount, among other 
things, on the length of the line. Consequently, it is unsafe to 
assume that a single-section artificial line—its 7 or JJ—which 
happens to represent it correctly at the standard telephonic 
frequency, represents it adequately for all telephonic purposes. 
Experiments have been reported to show that 10-mile (16:1 km.) 
sections of artificial standard cable adjusted to the equivalent J7 
at w = 5000, satisfactorily imitate such a cable, so far as acoustic 
behaviour is concerned ; but the differences between the JJ of a 
10-mile section at wm = 5000 and mw = 10,000 are not very 
great. Further published research is needed, in critical com- 
pany with the theory, to show how few sections of artificial line 
can be used successfully to represent a full-range actual line for 
all acoustic purposes. The answer to the question seems to 
depend upon the relative importance and prominence of the 
upper frequencies. 

Influence of Increasing the Distributed Linear Inductance of a 
Line.—As was first pointed out by Heaviside, the effect of dis- 
tributed inductance in a telephone line is to diminish the 
attenuation of the telephonic current. The influence of increas- 
ing linear inductance on the attenuation-constant is clearly shown 
geometrically in Fig. 64, where O I is the vector linear impedance 
of the conductor, z = 7 + yz ohms per km. The linear admit- 
tance of the dielectric, y= g + jb mhos per km. is shown similarly 
at OA. The argument of z is #,, and of y, f, radians. The 
product zy, or a’, is then indicated at O B, whose modulus is 
the product of the moduli z and y, and whose argument is 
6, + B,, the sum of the arguments of z andy. At OC is indi- 
cated the square root of O B, or the vector attenuation-constant 
a in hyps. per km., where the argument is half the argument of 
OB. The real part Oc is the hyperbolic component, and the 
imaginary or j-part cC is the circular component. 

As the linear inductance / of the line is increased, the linear 
reactance z = /q increases proportionately. This has the im- 
mediate effect of increasing the modulus or length OJ, and also 
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Fic. 64.— Vector Development of an Attenuation-Constant. 
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of increasing the argument f, The secondary effect of the 
change is to increase the modulus O C in the square-root ratio, 
and to increase the argument of OC by half the increase of £,. 
The vector attenuation-constant a is thus somewhat increased ; 
but, owing to the increase in argument, the real component a, 
is markedly diminished; while the imaginary component a, is 
increased. ‘The increase in a, merely diminishes the velocity of 
propagation, and shortens the wave-length ; while the reduction 
in a, reduces the attenuation. 

Limit to the Reduction in Attenuation with Increasing Dis- 
tributed Inductance.—If, as generally happens, there is dissipation 
of power in the dielectric ; so that g is not zero, and the argu- 
ment f, of OA, Fig. 64, is less than 90°; then there is a limit 
to the benefit that can be obtained in lessening attenuation by 
increasing the distributed linear inductance. It can be demon- 
strated, either algebraically, or geometrically, that increasing 
jx in Fig. 64 diminishes a, until 6, becomes equal to 6, Beyond 
this critical point, further increase in jw increases a, instead of 
diminishing it. : 

This result is indicated geometrically in Fig. 65, which con- 
tains a direct geometrical construction for a, having given the 
vector linear conductor impedance oz’, and the linear dielectric 
admittance oy’. Construct the triangle Ogy to the proper scale of 
linear admittance, with the base Og on the axis OX. Then the 
angle yOg = f,. On Oy as base, construct the triangle Ovz, to 
the proper scale of linear impedance. Then the angle zOy = f, 
and the angle zOX = 6,+ ,. Take Ox =Oz. With centres 
x and z, and equal radu, draw intersecting ares at A, to bisecti 
the anglezOX. Join OA, which is the bisecting line. Through 
O draw the dotted line aa perpendicular to OA. With centre 
Q, carry circular arcs from 2 and y, to intersect wa at the points 
Zand Y respectively. On ZY as diameter, construct the semi- 
circle ZpY, intersecting OA in p. Then Op is, to scale, the 
vector attenuation-constant a. Its projection Og on the axis 
OX is a,, the real or hyperbolic component; while pq is a,, the 
imaginary, or circular component. 

As 72’, the linear conductor reactance is increased, by 

L 
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Fic. 65.—Geometrical Construction of Vector Attenuation-Con tant showing the 
development of a minimum real component, - 
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increasing distributed inductance on the line, the triangle Ovz 
extends, in successicn, to the points 123... 8,along the dotted 
line 78. By repeating the above-described construction, it will 
be found that the locus of the vector attenuation-constant 
pursues the corresponding curved path 012... 8. The minimum 
real attenuation-constant, O05’, occurs at the point 5, where the 
argument 507 of f, is equal to the constant argument f, of the 
dielectric admittance. 

If, then, there be no dissipation of power in the dielectric, or 
g = 0, there will be theoretically no limit to the reduction in a, 
obtained by increasing w, assuming 7 constant; although the 
proportional reduction becomes less and less as # is increased. 
But when dielectric dissipation exists, no benefit of reduced 
attenuation is obtained when , overtakes f,; 7.¢. when _ a at 
or when the time-constant of the conductor is equal to the time- 
constant of the dielectric. In such a case, the argument of z, 
is zero; or the line behaves like a non-inductive resistance to 
all frequencies, and the real attenuation-constant a, is the same 
at all frequencies, so that the normal distortion-ratio is 1 for all 
ranges and the line is distortionless. 

The same proposition would hold, by symmetry, if /, were 
greater than f,. In that case, the increase of linear capacitance 
c would reduce the real attenuation-constant until the argu- 
ment f, overtook the argument f,. In either case, the maximum 
benefit is obtainable when f, = f,, both as to minimum attenua- 
tion for the frequency considered and as to the same attenuation 
for all frequencies or absence of distortion. It is also evident that 
no circuit can theoretically be distortionless which has no dielectric 
dissipation ; because such a perfect dielectric could only make 
B,= 6, at infinite linear reactance z, since 7 cannot be made zero, 

In practice, with actual telephone circuits, 6, is always greater 
than £,, which means that inductance has to be added to the 
line to diminish attenuation and distortion. This is true even for 
aerial lines, and it is markedly true for cabled lines. Separating 
the wires of an aerial loop, as suggested by Heaviside, helps 


to reduce attenuation and distortion, by increasing / while 
| L 2 
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' diminishing c; but since / only increases as the logarithm of the 
distance separating the wires, the practical benefit obtainable 
in this way is comparatively small, and no marked benefit was 
obtained until the Pupin system was adopted of artificial in- 
ductance coils, inserted in the line at suitable regular intervals ; 
z,e. until lines became regularly loaded with inductance. 

Loaded Lines.—A. regularly loaded line differs from the same 
line, with the same total inductance uniformly distributed, 
owing to the effects of lumping or imperfect distribution. The 
principal formulas dealing with the effects of regular inductance 
loading are (107) to (115). From a theoretical standpoint, we 
may either analyse the behaviour of the loads, as Campbell* 
has done, by analogy with the propagation of waves along a 
periodically loaded string,t studied by Godfrey; or by con- 
sidering line sections replaced by their equivalent 7’s as in 

Fig. 20, and (107) (Bibliography, 48); or by grounding the line 
~ at the middle of each successive load and comparing the received 
current in each section with that received over an equal length | 
of smooth line. (Appendix G.) (Bibliography, 29.) 

The following particular case may be taken from actual 
practice, as an example. 

A cabled line has the following linear constants— 


Per Loop-mile. Per Wire-mile. Per Loop-km. Per Wire-km. 


Obms2s- 7. 7 = ss q’ = 44 f= 94-65 7 = 27°34 

Henrys . ./| 2’=0°65 x 10-3 | U =0°825 x 10-3 | 1, = 0°404 x 10-3 l= 0°202 x 10-3 
Mhos . gf’ =1°78 X 10-6 | g' = 3-46 x 10-8 |g, =1:075 x 10-6 | g= 2-15 x 10-6 
Farads. . c’ = 0°072 x 10-6} c’ = 0°144 + 10-6 | c,, = 0°04724 x 10-6| c= 0°08948 x 10-6 


At successive distances of 2°607 km. (1°62 m.), inductance 
coils of 9:07 ohms effective loop resistance, and 0°1766 henrys 
loop inductance, are inserted in the cable. 

The attenuation-constant of this cable, unloaded, at the 
_-standard telephonic frequency (w = 5000), is— 

a = /(2734 + j1-010) (2°15 + 7447-4)10-° 

= v/(27-359 /2° 06’ 57”) (447-4 /89° 43° 30) x 10-° 

= 011064 /45° 55’ 14" = 0:07697 + j0°07948 hyp. per km. 
* See Bibliography, 27. + See Bibliography, 19. 
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The surge-impedance, unloaded, is— 
= /(27359 [2° 06" 57”)/(447-4 x 10-8 aa 43” 30”) 
= 247-284 \43° 48’ 16” ohms. 


The hyp. angle subtended by a section of 2:607 km., unloaded, 
1s— 
0 = 0:28843 /45° 55’ 14” = 0:20065 + 70:20720 hyps. . 
From which sinh 0 = 0:28831 /46° 42’ 52”, 
and sinh 0/6 = 0:99957 /0° 47’ 38”. 
The load & per wire, at w = 5000, is 4535 + 7441°5 ohms. 


The semi-load o per wire, at w = 5000, is 2268 + 7220-75 
== 220°76 /89° 247 41". 


Fig. 66 shows, at AB, a section of this line wire before loading, 
with its length, angle, and surge-impedance. The nominal T of 


; poton 6 
this section is shown at aob; where ao = 0b = Zo ohms, and 


oG, the staff of the 7’, or nominal total admittance, is a The 


equivalent 7 of the section is then determined by (74) and | 
(75). It is shown at a’0G’. A semi-load o is now added to 
each arm of the equivalent 7’, producing the extended 7’, A’oB’, 
The arm of this extended 7 is indicated, at oB’, as 37:90 + 
j222'56 ohms. The next step is to revert from the extended 
T, which includes the loads, to the smooth line A’B”, its 
equivalent by (84) and(86). The angle of one section of loaded 
line is thus 0:0621 + j0°7384 hyps., and the loading has reduced 
the real, or hyperbolic, component of the line angle, from 0:20065 
to 0:0621 hyp. 

It is to be observed that on the short section of 2°6 km. here 
considered, there is very little difference between the nominal 
T, aobG, and the equivalent 7, a’ob’'G’. _The great change is 
brought about by the addition of o to each arm of the 7. An 
examination into the effect of this extension shows that there 
is a certain amount of reactance in o which the 7’ will stand 
without unduly increasing the real part of 6’, the equivalent 
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angle of the extended 7. Beyond. this critical value, the real 
part of #’ runs up, at first slowly, and then very rapidly, until 
the real part becomes enormous. 


jibe 2-607 km. 
6= 0-20065 +5 0-20720 35-637] + 51-3165 36377 +4 1-365 
A = 0:28843 [48% 55/4" B, 2 35-662 /22 06-57" oO 35-662 [2406:57" 


OEE 7 568],.0!X 38994 


Z, = 247-284 Ned eG” 


; oe : Le 2b0r kro 
x BSG32+5 1-84 So ~37-904)222-56 = + => - > : 6'= 0-062! + §0-7384 
A ‘¢- 35-678 [2°.54:37 oe [80.20.09 ---- > cA = 0-F450 [8521-30 
Y : 


u309C,06) 01X65 1 


c= 
a 


G 


Zi= TINT NER ASS" 
Fic. 66.—Section of a Loaded Line developed through the Equivalent T. 


If we assume that the additional resistance and inductance of 
the loads in the case considered is distributed uniformly along 
the line, we have the modified linear constants— : 


r+r’ = 2908, 14 1 = 0034072, 9” =215 x 107% 
6 == 1008048 3210." 
and we obtain, for w = 5000, by (33) or (150) the corresponding 
smoothed attenuation-constant— 


a” = 002414 + 70:27702 = 0:27807 /85° 01’ 08" hyp. per km. 


-——-—s ewe = © 
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and the smoothed angle subtended by a loaded section from 
mid-coil to mid-coil— 


0” = 0:06294 + 70°72213 = 0°72493 /85° 01’ 08” hyp. 
with a smoothed surge-impedance— 
Z, = 621518 \42 42" 207” ohms, 
whereas the actual attenuation-constant of the loaded line is— 
a’ = 002382 + 7028323 = 0:28423 /85° 11’ 30” hyp. per km. 


This means that the real attenuation-constant at w =5000, 
of the loaded line, with its inductance added in lumps every 
2607 km., is less by 1:4 per cent. than it would have been. 
if the same extra resistance and inductance were distributed 
uniformly. The possibility of this unexpected result was first 
demonstrated mathematically by Campbell. In general, however, 
if the lumps of inductance are relatively large, and are too far 
apart, the reverse condition sets in; namely, that the real 
attenuation-constant a’, of the lumpy loaded line is greater 
than the real attenuation-constant a,” of the equally loaded 
smoothed line, and in some cases enormously greater. 

We obtain the same results as those above stated, and pointed — 
out in Fig. 65, if we employ the Campbell formula (112) for 
deriving the actual loaded section-angle 0’, or attenuation- 
constant a’. But whichever formula we select from (107) to 
(112), for this purpose, we find in it a high degree of sensi- 
tiveness. That is, a relatively very small error in the steps of 
the computation, or in the values of the hyperbolic functions, 
may involve a considerable error in the result. Consequently, 
more than ordinary care is necessary in working with these 
formulas, and a higher degree of precision is needed in the 
tabular values of sinh (02) cosh (62) and tanh (02) than is 
ordinarily required. Formula (112) has, however, been carefully 
investigated by Campbell, who has shown* that for the case of 
an extra effective resistance in the load coils, amounting to half 
the unloaded line resistance, and negligible inductance in the 


* See Bibliography, 27, 
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nnieaied line, there is the following PeRAEe, of excess in a,’ 
over a,’— 

For »” 3 coils per smoothed wave-length, a’ a, is over 500% greater than «”,. 
ors . m - «167, greater than a”). 


99 9 9 ” ” 


O =I OD Or 
kr bo Go 


These results are affected to some extent by the ratios 7”’/r 
and /’"/l. With more than 8 coils per smoothed wave-length, 
the difference between a’, and a’’, becomes insignificant. : 
The “smoothed wave-length ” is defined by the formula— 


sins 27 : ah: 27 fee z 
NTU 0.00 ONT +16 FATT Vc 
where /” is the extra linear inductance of the loading assumed 
distributed. Thus, the smooth wave-length in the case con- | 
sidered is— 
” di 
795°8/0-034072 x 008948 x 10-6 


km. (226) 


=22'/o5 ke. 


so that, since there is one coil per 2°607 km., there are 8°73 coils 
per smoothed wave-length. In the case considered, the extra 
linear resistance of the loads instead of being 50 per cent. 
of the unloaded linear resistance, is only 6:4 per cent. thereof, 
which changes a’, to slightly less than, instead of slightly 
greater than, a”’,. 

Strictly speaking, the smooth wave-length 2” should be 
obtained by the full formulas (151) and (162); but in the case 
of a loaded line, 7 and g become so much smaller than / and ¢ 

respectively, that the shorter formula (226) suffices. For the 
same reason, the smoothed velocity of propagation becomes. 


by (159)— 


Ww vat 
v= Se «CS Cm: per sec, (227 
on/ TREO. i CL ce 


which is, therefore, to the degree of precision under discussion, 
constant for all frequencies impressed on the line. The 
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number of coils which advancing (smoothed) waves of any 
frequency will encounter per second must therefore be— 


Nik 7 = Es Tie coils per sec. (228) 
In the case considered, the actual velocity at @ = 5000; over the 
unloaded line, is v = 62,910 km/sec. The actual velocity over 
the loaded line is v = 17,654 km/sec. The smoothed velocity, 
by (227), is v’’ = 18,111 km/sec. The smoothed number of 
coils struck per second by advancing waves is then, by (228), 
N” = 6947. 

The number of coils per smoothed wave at any frequency / is— 
aes qe ch N” 

ih eee a 
Thus, in the case considered— 

ato = 75,000 or f= 1956, n” = 8-72 
~ == 10000, 7 = Lov, a = 2360 
» © = 12,566. f= 2000, 2 = 3473 
5.6 = 15.000 Ff = 208140! 2 ol 

We have already seen, however, that at 2’’ = 3, a’, is more 
than six times a,”, which means. that there would be heavy 
attenuation at wm = 15,000, and the attenuation commences to 
rise rapidly at m = 10,000. But it is found in practice that 
N” = 6947, or roughly 7000 coils struck per second, is a satis- 
factory condition for commercial telephony. Hence we may 
consider it demonstrated that = 2000 (w = 12,566) is ap- 
proximately the highest frequency that has to be preserved for 
intelligible speech. A loaded cable line is, in fact, a wave sieve, 
that rapidly damps out and extinguishes currents of frequency 
higher than N’’/z cycles per second. (See Appendix G.) 

It should be remembered that, in the preceding discussion, 
we have referred for convenience all our results to v’’, N”’, and 
i’, the smoothed-line conditions. Near the limit of z coils per 
smoothed wave-length, the actual wave-length 2’ shortens con- 
siderably, and the actual velocity v’, diminishes in like manner ; 
so that there are actually 2’ = 2 coils per actual wave-length, 
when there are 7’’ = z coils per smoothed wave-length. 


iv coils per smooth wave-length (229) — 
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In designing loads for a line, it is sufficient, according to the 
above principles, to provide sufficient extra inductance, assumed 
uniformly distributed, for the required reduction of the real 
attenuation-constant a, to a,".. Then the spacing of the load 
coils must be such that 7000 are struck by advancing waves 
per second; or, in other words, that there shall be more than 
zx coils per smoothed wave-length 4”, at the highest frequency 
(about 2000 ~) which has to be preserved. There will then 
be 22 coils per wave at f= 1000 ~, 4a coils per wave at 
jf =500 ~, and so on. For accurate results, however, recourse 
must be had to some one of the full formulas (107) to (115). 

Effect of Leakage on Loaded Lines.—It is observed in practice, 
and is noticeable in the arithmetical theory here under discus- 
sion, that when a line is heavily loaded, it is more subject to 
disturbance from casual extra distributed leakage than when it is 
in the unloaded state. Accidental leaks along the line, and 
defective insulation during storms, influence a loaded line more 
prejudicially than a similar line unloaded. An explanation of © 
this behaviour is found in the relation of a change -in the 
dielectric conductance argument on the attenuation-constant 
argument in the two cases. ‘Thus, referring to Fig. 64, if, by 
reason of linear leakance g, the argument of y falls from 90° to 
88°, the result will be that the argument of a will fall 1°. In 
an unloaded cable the argument /, of the linear impedance is 


small, and the argument sae of the attenuation-constant is 


in the neighbourhood of 45°; whereas in a heavily loaded cable, 
the argument of the linear impedance is nearly 90°, and that 
of the attenuation-constant in the neighbourhood of 85°. If 
now the argument of a for the unloaded line drops from 45° to 
44°, the change in a, is an increase of about 17 per cent.; 
but if the argument of a for the loaded line drops from 85° 


_ to 84°, the change in a, is an increase of nearly 20 per cent. 


Leakance in a loaded line has, therefore, to be restricted and 
avoided more carefully than in an unloaded line. (For a more 
_ formal demonstration, see Appendix H.) 

Influence of Loading on the Normal Attenuation.Since the 
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immediate effect of loading a line isthe same as that of adding 
distributed inductance, except in so far as the spacing of 
the loads—z.e. the lumpiness—may affect the result, the 
loading of a line reduces the real part of its hyperbolic angle, 
and so reduces in the same proportion the exponent La,” of 
its normal attenuation-factor e~'", As has already been shown, 
there is no theoretical advantage obtainable, however, in 
carrying the loading so far that the argument of the linear 
conductor impedance f,’’ overtakes the average argument of 
the dielectric admittance f,'’. Moreover, it usually happens 
that the expense of loading, both in cost of coils and in the 
cost of space to accommodate the coils, makes it inexpedient 
to carry the loading up to this limit, especially because the 
advantage obtainable from any increase in /” is necessarily 
partly offset by the corresponding accompanying increase in 7’. 
That is, economy usually demands that the loading falls 
considerably short of the theoretical limit £,'’ = f,’’.. In the 
case above considered, for example, the loaded linear conductor 
impedance is = 172°826 /80° 18’ 48”; while the loaded linear 
dielectric admittance is= 447-405 x 10~-° /89° 43’ 28”. 
Influence of Loading on the Surge-Impedance.—An important 
and inevitable effect of loading a line with regular inductances 
is to increase its surge-impedance of z, Thus, in the case 
considered, the surge-impedance of the unloaded circuit was 
24'7°284 \43° 48’ 16” ohms per wire; while in the loaded circuit 
it was 579°77 \4° 25’ 15” ohms per wire. But since the receiv- 


ing-end impedance is by (225), z, sinh 0 @ — = coth 0), it is 


evident that, neglecting the impedance z, of the receiving 
apparatus, the receiving-end impedance is increased in direct 
proportion to z,. This means that for very short lines, in which 
the reduction in sinh @ due to the loading has had no oppor- 
tunity to develop, loading a line makes the received current less 
instead of greater. This result is indicated in curve 2 of Fig. 61, 
which shows the received current on a loaded cable, as com- 
pared with curve 1 for the same cable unloaded. It is evident 
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that the current received on a loaded cable of very short length 
is only 25 per cent. of that received on the same cable unloaded, 
and it is not until the cable is about 19 km, (12 m.) long that 
the current received over the loaded cable overtakes that 
received over the unloaded cable. Beyond this distance, the 
diminished real component of the loaded line-angle more than 
compensates for the increase in surge-impedance. Neverthe- 
less, it is evident that the increase in z, is.a heavy drawback on 
the advantage secured by loading the line. | 

The physical reason for the increase in z, with loading may 
be found in the terminal reflections of the waves running over 
the line in the unsteady or building-up state. It would bea 
tedious and complicated task to compute these reflections, sum 
them, and find their total effect; but in the hyperbolic theory, 
they are automatically and accurately integrated by the change 
in z, of the steady state. 

Another way of looking at the matter is borrowed from the 
concepts associated with a power-transmission circuit. The 
loading of the line with reactance increases the impedance of 
the line, and diminishes the current flow. This reduces the ?R 
loss along the line, and enables the energy to be carried further 
without being absorbed; but the line has become raised in 
voltage, and calls for a change in the winding of the generator- 
and motor-apparatus at the terminals. These should be 
wound with finer wire, in more numerous turns, so as to 
generate and absorb less current, but at a higher voltage, 
than on ordinary unloaded lines. Theoretically, then, if — 
the apparatus remained unchanged in efficiency after re- 
winding, such a modification would be capable of avoiding the 
excessive terminal reflections, and of preventing the change in 
_ 2, from reducing the received current, by operating on the term 


on coth 6 in (220). But even if this plan could be satisfactorily 


carried out in practice, it would involve the use of two sets of 
terminal telephone apparatus, one for unloaded and the other 
for loaded ‘lines, a very objectionable differentiation. A better 
partial solution of the difficulty has been obtained by the use of 
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“terminal tapers”; 7.c. graded reductions in the loading near the 
ends of a loaded line, whereby the terminal ‘surge-impedance is 
reduced, at some sacrifice in the line-angle. The effect of such 
terminal papers is shown in curve 3 of Fig. 61 from Hayes’s 
paper. Here the initial current loaded is raised to 67 per cent. 
of the current unloaded, without appreciable detriment to the 
gain in attenuation. 

_ Another expedient in extended use at the present time for 
reducing the effect of the rise in surge-impedance with the 
loading of a line is the use of terminal transformers. The 
theory of such transformer reduction in 2, is presented in 
Fig. 67. At AA’ is a loaded telephone circuit in its simplest 
elements. At the frequency considered, the loaded line sub- 
tends an angle of @ hyps., and has an excessive surge-impedance 
of z, / ohms per wire, or 22, / ohms per loop. The transmitter 
operates under an e.m.f. indicated as double, and the receiver 
has a loop-impedance of 2z./ ohms. At each end of the line 
is a transformer with the higher-tension side to line. Let» be 
the ratio of transformation ; 7. ¢. the ratio of the e.m.f. generated 
in the higher-tension winding to that generated in the lower- 
tension winding. Neglecting magnetic leakage, we know that 
y is the ratio of the turns in the higher- to those in the lower- 
tension winding. In the presence of actual magnetic leakage, 
y will vary slightly with the frequency. 

At BB’ one wire only of the circuit is shown, worked to 
neutral-potential plane, and the loaded line-wire is shown re- 
placed by its equivalent 7, with p’/ ohms in each arm, and 
y' 7. wohos in the staff, in the manner represented in Fig. 66. 

At CC’ the two transformers are supposed to have been 
changed to leve] transformers, by the imaginary process of 
removing the higher-tension winding, and replacing it with a 
winding of the same number of turns as the lower-tension 
winding, keeping the same volume of copper and of insulation. 
The e.m.f. induced in these windings will now be reduced in the 
ratio of 1/y for the same magnetic flux in the core as before. 
Nevertheless, the power in the line system will be the same as 
before, provided that all impedances, both in- and out-side the 
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changed winding, are reduced in the ratio, 1/v?, which means 
that admittances must be increased, in the ratio 2. Let, then, 
each of the arms of the 7 be reduced in impedance to p/p? / 


‘Fic. 67.—Diagrams illustrating Effects of Terminal Transformers in loaded lines. 


ohms, and the admittance in the staff be increased to y'»2 / mhos, 

_ The impedance inside the coil will be automatically changed in 
the proper ratio by performing the substitution above described. 
A level transformer in any circuit is known to be, in all 
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respects, equivalent to a conductive connection 2,2, plus a leak 
2, as shown at DD’. The magnitudes of the impedances z, and 
z, Will be the same if the two level coils are symmetrical in 
all respects, and the magnitude of the leak z, is determined by 
the excitation losses of the transformer with its secondary 
circuit open. Consequently, at DD’, the two transformers have 
been virtually replaced by an impedance-7' at each end of the 
line, the line itself being modified in the manner indicated.* 

Finally, replace the modified T of CC’ and DD’ by its equiva- 
lent smoothed line, by (84) and (89). Then, it will be evident. 
that the line-angle 6 will be the same as at AA’ before the 
conversion, and the new surge-impedance will be z,/y? 7 ohms. 

The circuit AA’ is therefore equivalent to a circuit without. 
terminal transformers, but with the surge-impedance of the 
line reduced in the ratio 1/y?, and with a certain impedance-T 
injected at each end of the line. The power losses in these 
T’s will offset, to a certain extent, the benefit of the change in 
z,; but, theoretically, if the terminal transformers had no losses. 
and perfect efficiency, they would secure the required reduction 
in surge-impedance to the original unloaded value, without any 
detrimental effects, 

Precisely similar reasoning would apply if instead of employ- 
ing the equivalent 7 of the line, at BB’, we employed the 
equivalent J/. 

Composite Lines.—A conducting line formed of two or more 
successive sections, each section having its own length, and 
uniformly distributed constants, may be called a composite line, 
as distinguished from a simple uniform line, which may be 
called a single line. A composite line is, therefore, made up of 
a series of successive single lines. In practical telephony, most 
long lines are composite, since in every large city the wires. 
must go underground, and interurban lines are ordinarily aerial 
lines. Consequently, a very simple circuit, connecting two 
subscribers in different cities, would be a three-section compo- — 
site line, consisting of a central aerial section, and two terminal 
underground sections. In practice, a composite line may 

* See Bibliography, 16, 17, and 21, 
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include many sections. Ifthe hyperbolic ‘theory of telephony 
is to have general and useful application, it must embrace 
composite lines with a satisfactory degree of simplicity. As 
the theory is extensive, has already been worked out to a con- 
siderable extent,* and is likely to be worked out much further 
in future, only an abstract can be given here. 

An obvious method of dealing arithmetically with a composite 
line, in order to arrive at a quantitative knowledge of its 
properties, is to find either the equivalent 7 or the equivalent 
IT, for each successive section separately, connect these equiva- 
lent sectional conductors together, in the proper series order, 
and compute an equivalent 7 or JI of the combination, by 
repeated use of the star-delta theorem (Appendix E). Such a 
final equivalent ZT or JJ may be called a merger T or I; 
because it is arrived at by merging successive 7’s or //’s. It is 
always possible, theoretically, to arrive at the merger J or I of 
a composite line in this manner; although, in the case of a 
line of many sections, the process is long, tedious, and liable to 
arithmetical mistakes. In general, the final 7 or // of a com- 
posite line is dissymmetrical; whereas the equivalent 7 or I 
of a single line is symmetrical. That is to say, the equivalent 
T of a composite line has its two arms unequal, and the equiva- 
lent JZ of a composite line has its two pillars unequal. Any 
composite line, no matter how numerous may be its component 
sections, and no matter how many casual loads may be applied 
to it, at its junctions, either as impedances inserted in the line, 
or as leaks to ground, must be capable of representation by 
one and only one 7, or by one and only one //; Ft so that one 


* See Bibliography, 52 and 61. 

y If we consider a composite telephone line as having a dissymmetrical Nn, 
then referring to Fig. 63, it is evident that, in general, such a line should 
present some telephonic dissymmetry ; because the pillars of the 0, acting 
‘as shunts to the terminal apparatus, are unequal at the two ends of the line. 
Consequently, a markedly dissymmetrical line, having, say, a long cabled 
section at one end and a long aerial section at the other might be expected 
to show some dissymmetry in telephonic operation. Although such dis- 
symmetry has long been known in telegraphy, over dissymmetrical compo- 
site lines worked at high speeds with Wheatstone apparatus, yet the 
condition of dissymmetrical telephony does not seem to have been reported 
in any publication. 
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volt applied at each end, in turn, will send the same strength 
of current to ground at the other end. This proposition 
assumes that the composite line is connected directly to ground 
at the receiving end; also that all leaks are of constant. resist- 
ance and are devoid of any variable e.m.f. such as might be 
caused by polarization. 

It is easy to demonstrate that, by the use of hyperbolic 
position-angles, assigned by definite law to the successive 
junctions of a composite line, the resultant distribution of 
potential, current, impedance and power over the line, as well 
as the final equivalent 7 or I of the composite line, may be 
determined by relatively simple single formulas, that involve 
much less time and labour to work out than do the successive 
steps of the merging process. The 7 or //J computed by hyper- 
bolic trigonometry may be called the hyperbolic T or I, in 
contradistinction to the merger T or II. Nevertheless, the 
hyperbolic method requires frequent references to tables of 
functions of complex hyperbolic angles, and is only a swift 
method by reason of the existence of such tables. When such 
tables are not available, the labour of the hyperbolic method 
becomes increased by the labour of computing the needed 
sines, cosines and tangents, or their inverse functions; so that 
in the existing absence of proper tables, the merger method is 
usually less onerous than the hyperbolic method. Suitable 
tables of complex hyperbolic functions are not yet available, 
but are in process of formation; so that the hyperbolic theory 
may advantageously be studied, even though, for the present, 
its application may have to be deferred. 


FIRST CASE. 


Sections of the Same Attenwation-Constant and of the Same 
Surge-Impedance.—If a line AB (Fig. 68) of L, km. is connected 
to a line CD of L, km., and each has the same attenuation- 
constant a, and the same surge-resistance z ohms * (conditions | 
which imply the same linear constants), the line-angles will be 


* We abbreviate z, to z, and y, to y, for convenience, when discussing 
that branch of the theory which relates to composite lines, 


M 
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6, = L,a and 6, = L,a hyps. respectively. Then, if we free the 
composite line at D, the resistance at A is— 
| R; =z coth (0,+6,) . . ohms (230) 
while, if the composite line be grounded at D, the resistance 
at A is— 

R, =z tanh (6,+6,) . . ohms (231) 
Reciprocally, freeing and grounding the composite line at A, 
we get resistances R, and R, at D, respectively, of the same 
values as in (230) and (231). — 


S Sas 
A: ot BC 6, | D 
' ~% 


r4 


Fic. 68.—Composite Line with sections of the same Attenuation-Constant 
and Surge-Resistance. 


It is evident, then, that the composite line differs in no way, 
except in length, from either of the component sections. The 
angle subtended by the whole line AD is the sum of the 
component section line-angles. 


SECOND CASE. 


Sections of Different Attenuation-Constant but of the Same 
Surge-Impedance. —If a section CD (Fig. 68) of L, km. be 
connected to a section AB of L, km., and their respective linear 
constants 7,, 9, and 7,, g, are such that their attenuation-con- 
stants a,, a, differ; while their surge-resistances z are the same, 
we assign the angles subtended by the sections 0, = L,a, and 
6, = L,a, hyps. The angle subtended by the whole line will 

‘then be 6, + 6,, as in the preceding case. That is, except for a 
disproportionality between the section-angles and their line- 
lengths, two sections of different attenuation-constant, but of the 
same surge-resistance, connect together like two sections of one 
and the same type of line. This is for the reason that in the 
unsteady state, or period of current building prior to the forma- 
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tion of the steady state here discussed, there is neither wave 
reflection nor discontinuity of wave propagation at the junction 
BC, when the surge résistance or impedance zis the same on 
each side thereof. | 
In order, however, to simplify the transition to more complex 
A ), = B ; 6é=1 D 


Z,= 1000” = 4000 
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Fic. 69. —Composition of two sections with the same. Surge,Resistance, but with 
different Attenuation-Constants. 


cases later on, we may pause to consider the following case 
of two sections, with different a@ but the same z. 
L, = 100 km., 7, = 20 ohms/km., g, = 2 x 10-° mho/km. 
L, = 100 km., 7, = 10 ohms/km., g, = 10-° mho/km. 
Whence— a, = 0°02 hyp/km., z, = 1000 ohms; 
a, = 0°01 hyp/km., z, = 1000 ohms. 


| 


| 
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Fig. 69 shows the two lines at AB and CD respectively. It 
shows the // and 7’ equivalent circuits of AB, at A”B’G’G” and 
- A/OB’G’, likewise of CD, at C’D’G”G” and C’OD’G’. If we 
connect the sections together at BC, into a composite line AD, 
we virtually connect together some one pair of the combina- 
. tions of equivalent circuits TZ 4,/1¢p, TazT cp, LasT cp, T Hep. 
The first two combinations are shown at ABCDGGG and 
A’OBCOD’G’G’. If we merge together the two elements of 
any such pair by the formulas of Appendix E, we arrive either 
at the equivalent 17, ADGG; or the equivalent 7, AODG, of 
the composite line. _ 

In all of the examples to be considered, the equivalent JJ and 
T of the various composite lines have been derived hyperboli- 
cally; but have also been checked by the merging process. 

Equivalent II—In order to compute hyperbolically the 
equivalent IJ of the composite line AD (Fi ig. 69), we proceed 
as follows— 

Ground either end of the composite line AD, say the end D. 
Assign the junction-angle 0, at BC. Then the angle subtended 
by the composite line at A will be 64 =0,+ 6, hyps. The 
sending-end resistance of the composite line at A is, by (23)— 


Roatan Onder aan . ohms (2382) 
= 1000 tanh 3 = 995-055 Avian / 
Gya = 1/Ry4 = y, coth 64 R -  mhos (238) 


= 0°001 x coth 3 = 10°049,7 x 10-* mho. 
Then the architrave resistance AD of the composite IT will be— 


ps <2 2..sinh Oa, 9% . ohms (234) 
= 1000 sinh 3 = 10017: 87 ohms. 
y" = 1/p’ = 09982125 x 10-* mho. 


The conductance g’’4 of the leak at A is by (23)— 


J's=yYy,cothdg—y"” . . mbho (235) 

= 9:05149 x 10-* mho. 
If we ground the composite line at A instead of at D, the angle 
subtended by the whole line at D will be 6p = 0, + 0, = dg. 
The architrave resistance DA will be the same as that given in 
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(234). The sending-end resistance R,p and conductance Gyp 
will be identical with R,, and G,, respectively, by (232) and 
(233) ; so that the leak-conductance g’’p at D will be identical 
with g’’, by (235). This completes the hyperbolic Hl, ADGG 
of the composite line. 

Equivalent T.—'To find the hy Ae ine equivalent 7’ of the 
composite line AD, Fig. 69, free the line at one end, say D. 
Then the angle subtended by the line at A will be, as before, 
64 = 0, + 6, hyps. 

The sending-end resistance of the line at A will be, by (20)— 

Rr =zcoth d, . ; ; . ohms. (236) 
= 1000 coth 3 = 1004°97 ohms. 


The conductance of the leak OG is, by (71)— 


g =y sinh 6,4 ; +, anhos (237) 
= 0001 sinh eal AO 01787 x 10-* mhos. 


And its resistance is— 
Be eer ge 082125 onms, 
The resistance of the AO branch is, then— 
p =Ra—FR’  . re ; . ohms (238) — 
= 100497 — 99: 821 — 905° 149 ohms. 


Similarly, if we free the composite line at A, instead of at D, 
the angle subtended by the line at D will be dp. As before, 
dp = 0, + 0, = 6, hyps. The sending-end resistance offered by 
the line at D will then be identical with that found previously 
at A. The conductance of the leak will, by (71) and (287), be 
the same as that found from A. Finally, the resistance of the 
DO line-branch will, by (70) and (238), be identical with that 
of the AO branch (905'149%). This completes the 7 of the 
composite line. : 

We may infer from the above reasoning, and it may be 
readily demonstrated formally, that when a composite line 1s 
composed of sections differing in linear constants, but having 
the same surge-impedance, the angle subtended by the whole 
line is the same at either end, and whether the distant end be 
freed or grounded. Consequently the equivalent JJ and 7 of 
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the composite line will be symmetrical. That is, the two leaks 
of the [7 are equal, and the two line branches of the T are 
equal, 

Conversely, it follows, from equations (84) and (95), that any 
composite line made up of sections differing in attenuation- 
constant, but with the same niga irr paclansie may be replaced 
by an equivalent single line of uniform attenuation- and linear- 
constants, | 


‘THIRD AND GENERAL CASE. 


| Sections with Different Surge-Impedances.—Let a section AB 
of 100 km. (Fig. 70) be connected to a section CD of 300 km., 
and let their respective linear-constants be as follow— 
7, = 20 ohms/km.; g, = 20 X 10-° mho/km. 
7, = 10 ohms/km.; g, = 25 x 10-° mho/km. 
from which— . 
“1 = 0:02 hyp/km.; 6, = 2 hyps; z, = 1000 ohms; 
, = 0:005 hyp/km.; 0, = 1°5 hyps ; ; %, = 2000 ohms, 
so that the surge-resistances of the two sections are unequal. 
It follows that the angle subtended by the composite line will 
differ at the two ends, and will also differ according to whether 
the distant end is freed or grounded. 
Equivalent I.—Let us ground the end A, of the composite 
line A,D, (Fig. 70). Then by formula (23), the sending-end 
resistance at B of the section BA grounded, will be— 


R,z = 2, tanh 0, ; . ohms (239) 
= 1000 sani 20 964: 0265 ohms. 


The angle of the section AB, at its end B, is dg = 2 hyps. 
_At the junction BC, however, the line-angle changes abruptly, 
owing to the change in surge-resistance, and at C, just across 
the junction, it is— 


do = tanh -? (2 tanh 0 :) = tanh- ae <2) . hyps. (240) 
2. 2 


That is, the hyp-tangent of the new angle is the ratio of the 
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sending-end resistance at B to the surge-resistance of the new 
section CD. In this case— 
9640265 
= fe ee ee ip: 
bo = tanh-" (“F559 —) = tanh} 0:9640265 ; 
or, by tables of hyperbolic tangents, 6, = 0°525608 hyp. We 
mark this angle opposite to C on the line Age (Fig. 760), 
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Fic. 70. Beenie of two sections of different Surge-Resistances and different 
Attenuation-Constants. 


The angle subtended at D, by the composite line is, therefore— 

bp = 0, + do = 2025608 hyps. | 
The sending-end resistance of the grounded composite line 
is then, at D,, by (23), (232), and (239)— 


oy 2, POO On. es eee » «te obiis= (24d15 
= 2000 tanh 2:025608 = 1931 58 ohms, 
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' and the sending-end conductance — 
Gyp = y, coth dp = 1/Ryyp . . mhos (242) 
= 000051771 mho. 
The formula for finding the architrave resistance of the equiva- 
lent [7 of the line AD is— 


p = 2, sinh dp. ceca OS oe bhi (243) 


cosh 2:0 
, = 24553°55 ohms 
and— = y” =1/p” = 0407273 x 10-* mho. 
Formula (248) differs from the corresponding formula (234) 


of the preceding case by the application of the ratio — whats = 2, or 
c 


the ratio of the cosines of the line-angles across the ees BC. 

The formula for finding the conductance of the leak at: D is, 

as before (235)— 
gp = Gp — yy" =1/Ry —-y” . . mhos (244) 
= 4769785 x 10-* mho. 

In order to complete the equivalent JZ of the line AD hyper- 
bolically, we must repeat the above process from the opposite 
end D,, as shown at A,D, (Fig. 70). The line-angle at C is 
dco = 15hyps. Across the junction BC this angle changes 
suddenly to— 


a tanh Oe . .. hyps. (245) 
ee 
== tanh) USlLo2gG. 
This involves at first sight an impossible result; but in all 


cases of a hyperbolic tangent greater than unity, we may resort 
to the following formulas— 


sinh (« + is) Ne mt cosh a 


cosh (« ahs i5)= ae) sinh x 

numeric (246) 
tanh (« + iz) = POL 
coth (2 + 55) = tanh v 
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We thus obtain— 
— 5% eoth-2 (%2 tanh 15 
Op I5 = coth ve z ) .. hyps (247) 


= coth-* 1°810296 
= 0°621818 hyp 


Fadi ee dy = 0°621818 +55 hyp. 
This difficulty with seemingly impossible antitangents or anti- 
cotangents is not encountered in the a.-c. case. 


We inscribe this value of 6, opposite B on the line AD. 
The angle subtended by the whole line at A will then be— — 


0, + dp = 64 = 2621818 ie hyps. 


The sending-end resistance of the grounded composite line 
is then at A,, by (232) and (241)— 


Hae staneone en ee ae ee eS ey 
— 1000 tanh (2:621818 bi iz) 
= 1000 coth 2621618 = 1010°64 ohms, 
and the sending-end conductance, as in (242)— 
Gan = y, coth d4 
= y, coth (2:621818 a i5) : 
= 0°001 tanh 2°621818 = 9894966 x 10-* mho. 


The architrave resistance, as in (243), 1s— 


posse 2 reins Ane oc ces ee Ohms (249) 


cosh 1°5 
sinh 0°621818 


= 1000 cosh 2°621818. 


= 24553'55 ohms 
and—  .¥’ = 1/p"” = 0407273 x 10-* mho. 


The conductance of JJ leak at A is, as in (244)— 


os = Ca —y 
= 9°487693 x 10-* mho. | 
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Equivalent T.—To compute the equivalent T’ of the com- — 
posite line AD (Fig. 70), free the line at one end, say D,, and 
find the sending-end resistance at C in this condition. It is, 
By (20), (230), and (2386)— 

Ric = 2, coth 0, 
= 2000 sae 1:5 = 2209°59 ohms, 
The line-angle changes abruptly at the junction BO from 
dc = 1:5 to 6g = 0°487935 hyp, by the condition— 


6g = coth=? (soe Ss) = coth=* (=) » hyps. (250) 
1 
= coth-’* 2°20959 = 0487935 hyp. 


The line-angle at the end A, is thus 0, + dp = 2°487935 es 
The sending-end resistance at A, is Analy, by (20)— 


Rua =e coth dy... get ge RORLIBA eae 
= 1000 coth 2 487935 = 1013" 897 ohms. 


The conductance of the leak OG" is, by (237)— 
cosh dc 
cosh dp 


= 0:001 x sinh 2487935 x 


g =, sinh 0;. mhos (252) 


cosh 1°5 
cosh 0°487935 
= 125373 x 10-° mho. 
The resistance of the leak OG" is, therefore, A’ = 1/9 = 
79°762 ohms. 
The resistance of the AO branch is then, by (238)— 


p tes Ry ea . . . ohms (253) 
= 1013°897 — 79: 762 = = _ 934 135 ohms. 
In order to complete the equivalent T of the line AD, we must 
repeat the above process from the opposite end, by freeing the 
end A, as shown at A,D, (Fig. 70). The line-angle at B is 
~ Og = 2:0, Across the junction BC this angle changes suddenly 
to— 


dg = coth + (2g) UA riers 2 R hyps. (254) 
Sees (era 31) = — coth-1 05186575. . 


2000 
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In order to avoid an impossible operation, {apply formula 
(246)— 
\ 


do — jg = tanh-' 05186575 = 057450 hyp 
dg = 05745 + IS hyps. 
The line-angle at the end D, is thus 6,-+ dg = 20745 
+ j'5 hyps. 
The sending-end resistance at D, is finally, by (20) and (251)— 
Ryn 27 Cobh Op iw Se) 0 eae es to ohms aon): 
= 2000 coth (2.0745 + iF) | 
= 2000 tanh 2:0745 = 1937°873 ohms. 


The conductance of the leak OG’ is, therefore, by (237) and 
(252)— 


patient cosh dg 
g =¥y, sinh dp Salt Oe mhos (256) 
== 0001 sinh (20745 a is) ’ oe = 
cosh ( O5745 + wb 
ie , Gosh 2004 0 ae eS 
= 0°001 cosh 2:0745. sinh 03745 > 12°5373°x: 10-® mho. 


The resistance of the leak OG’ is, therefore, R’ = 1/9’ = 79°762 
ohms. The resistance of the DO branch is then, by (70) and 
(253)— | ? 
pr Rep RY Cate hs ae OME heO 

= 1937°873 — 79°762 = 1858°111 ohms. 


This completes the 7 of the composite line. 

It may be inferred from the preceding reasoning that for the 
case of a composite line of two sections with different surge- 
impedances, the receiving-end impedance of the line in the 
absence of receiving instruments, which is the architrave of the 
line-/7, has the same value from each end of the line. The leak 
of the composite line-7 has also one and the same value, com- 
puted from either end. Both the JJ and the T are, however, 


172 APPLICATION OF HYPERBOLIC FUNCTIONS 


dissymmetrical. Each requires two separate computations and 
line-angle distributions, one from each end. 

Summary of Two-Section Formulas.——If we expand ‘oats 
(234) and (243), we obtain for the architrave of the composite 
line ror | 


p= ey sinh 6, cosh 6, + 2, cosh 6, sinh 6, . . ohms (258) 


—1t% sinh (0, +0,) +158 sinh (6, — 0,) ohms* (259) 
= 2, sinh 0, oe . ohms (line sage aun at A) (260) 
="2, sinh 0p pis oe ohms (line grounded at A) (261) 
=, sinh 6, ae = ohms (line grounded at D) (262) 
== 2, sinh, 0, eee. . ohms (line grounded at D) (263) 


Similarly, if we expand formulas (237) and (252), we obtain— 
g = y, sinh 6, cosh 6, + ¥, cosh 6, sinh 6,. . mbhos (264) 
=F sinh (6, + 6,) +4 5 /* sinh (0, —6,) mhos (265) 


a atthe, — - _. . mhos (line freed at A) (266) 
= y, sinh dp ts . mhos (line freed at A) (267) 
= y, sinh 6, sae : mhog (line freed at D) (268) 
==" ¥, sinh .0, a . mhos (line freed at D) (269) 


Single Lines Equivalent to a Dissymmetical IT or T.—It is 
evident that formulas (79), (80), (94), and (95) apply only to a 
symmetrical JJ or J. Moreover, it may be seen that no single 
smooth and uniform line can correspond to a dissymmetrical [7 


* Formulas (258) and (259) were first published as receiving-end 
impedances of a two-section composite line by Dr. G. di Pirro. See 
Bibliography, 52. 
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or 7. This means that, in general, no single smooth and 
uniform line can be the counterpart of a composite line having 
sections of different surge-resistance. But if we reduce a dis- 
symmetrical [J to a symmetrical /J and a terminal leak, we 
may apply equations (95) and (96) to transform the symmetrical 
IT into an equivalent single line. It follows that any composite 
line may be resolved into one, and only one, uniform smooth line 
of the same length with a leak permanently applied to one end ;. 
or to an infinitude of such single uniform smooth lines having a 
leak at each end. 

Similarly, the 7 of a composite line may be reduced to a 
symmetrical 7 plus a line-impedance at one end. By the use 
of equations (84) and (88), we may substitute a single smooth 
uniform line for the symmetrical JT. Consequently, any com- 
posite line may be resolved into one, and only one, uniform 
smooth line of the same length with a line-impedance at one 
end; or, to an infinitude of such single uniform smooth lines: 
having a line-impedance at each end. 

Composite Line of “n” Secttons—To compute the equivalent 7 
of a composite line of 2 successive sections, ground the line at: 
the A end and develop the line-angles towards the opposite | 
end, following the process of (240). Find the architrave im- 
pedance according to formula (260) or (261). This may be 
regarded as formula (26) modified by the application of (n—1) 
ratios of cosines in (261), or of (vn—1) ratios of sines in (260). 
The opposite end leak admittance will then be the sending-end 
admittance minus the architrave admittance. The process 
must be repeated after grounding the line at the distant end 
and developing line-angles towards A. 

To compute the equivalent 7, free the line at the A end and 
develop the line-angles towards the opposite end, following the 
process of (250). Find the T-leak admittance by following 
formula (266) or (267). This may be regarded as formula (71) 
modified ‘by the application of n—1 ratios of cosines in (267), 
or of m—1 ratios of sines in (266); that is, one such ratio for 
each junction. The opposite-end line-branch impedance will 
then be the sending-end impedance minus the leak impedance. 
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The process must be repeated after freeing the line at the 
distant end and developing line-angles towards A. 

One complete equivalent circuit, say the JZ, of a composite 
line of n.sections calls then for the determination n—1 line- 
angles first in one direction and then in the other. The 
formulas are well adapted to logarithmic computation. If, 
however, only the receiving-end impedance of the composite 
line is required, then we need only develop the line-angles in 
one direction over the line, so as to apply one of the architrave 
formulas, and neglect the pillars of the J, as at AF., Fig. 71. 


LOADED COMPOSITE LINES. 


_ Definitions.—Loads in a line may be either regular or casual. 
Regular loads are such as are applied at regular intervals, in 
order to improve the current delivery on telephone. lines.’ 
Casual loads are of an irregular or incidental character, such 
as might occur at section-junctions or at the ends of a com- 
posite line. In the former case they would be intermediate 
casual loads, and in the latter case, terminal casual loads. Only 
casual loads will be here discussed; because it is easy, with the 
aid of formulas already discussed on page 45, to substitute an 
equivalent smooth unloaded line for any uniformly loaded line. 

Loads may also be divided into two classes: namely, (1) those 
applied in series with the line, or impedance loads, such as coils 
of impedance or resistance; and (2) those applied in derivation 
to the line, or leak loads. 


INFLUENCE OF LOCATION OF AN IMPEDANCE LOAD ON THE 
RECEIVING-END IMPEDANCE OF A COMPOSITE LINE. 


It can be shown that if a single smooth uniform line. is 
terminally loaded with a given impedance, the change in the 
receiving-end impedance due to the load is the same, whichever 
end of the line the load may be applied to; 7.¢. whether the 
load is applied at the sending or at the receiving end. In the 
case of a composite line, however, this proposition generally 
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fails. The effect of a resistance coil of 100 ohms on the receiving- 
end resistance of the three-section composite line comprising 
the two sections AB and CD above discussed, in series with a 
third section EF of angle 0,=0°5 hyp. and surge-resistance 
%, = 2500 ohms (Fig. 72), is shown in Fig. 71, Without the load, 
the receiving-end resistance of the line, or the architraye of its 
equivalent J/, is 44,247 ohms. If the load is added at the A end 
of the line, the receiving-end resistance becomes 48,619'7 ohms ; 
but if added at the F end, it is only 46,192. When the same coil 
is inserted as an intermediate load, its influence on the receiving 
end resistance is not so great. In alternating-current composite 
oe BEDE 442477 
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Fic. 71.—Diagram showing the Influence of the Location of an Impedance 
Load on the Receiving-end Resistance of a Three-section Composite Line. 


lines, the opportunities for such variations are more marked. 
In all cases, however, the application of a terminal impedance 
oc to a line (single or composite), increases the receiving-end or 


architrave impedance of that line in the ratio Ay + °; where 


g 

R, is the sending-end impedance of the line at the loaded end 
before the load is applied. This is true whether the loaded 
end is made the sending or receiving end of the circuit. For 
single lines, #, has the same value at either end, and therefore 
the ratio of increase in receiving-end impedance is the same at 
whichever end of a single line the load o is applied; whereas, 
for composite lines, we have seen that /, is different, in general, 
at the two ends. 
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Rules have been worked out for dealing with any succession 
of casual loads in a composite line, including loads applied © 
through the medium of transformers. For detailed informa- 
tion, reference may be made to the original papers on the 
subject.* In general, one additional ratio, or fractional co- 
efficient, must be added to the expression of the architrave 
impedance of the equivalent JJ, for each additional load, 
whether in series or in derivation. Thus, in the case of the 
three-section line of Fig. 72 with its double terminal load 
(which is a combined leak and impedance) and one intermediate 
load, the architrave impedance of the equivalent / has the 
following expression, working from the grounded end at A— 


cosh 6p cosh 6, Liye 
cosh 6, coshdéd, Ly 

: : cosh 209295 
= 1936°87 sinh 1 535312 Sei taasal b. | 
cosh 20 _ 1809-74 
cosh 0°59295 1565°14 


ohms (270) 


pe = 2 Sing 


= 51,615 ohms. 


All of the preceding formulas in relation to composite lines, 
although illustrated by real numbers for continuous-current 
cases, are applicable, through the medium of corresponding 
complex numbers, to any single-frequency alternating-current 
case. 

The preceding theory of composite lines shows that the 
practice of computing the equivalent length of a composite 
circuit by “Transmission Equivalents” or their reciprocals, is 
fallacious. The transmission equivalent of a type of line is the 
ratio of the real attenuation-constant of “standard” cable, to 
the real attenuation-constant of the line considered, both at the 
standard telephonic frequency. Thus, if the real attenuation- 
_ constant of standard cable is 0:066 hyp. per km., then a cable 
whose real attenuation-constant is, say 0°132, has a transmission 
equivalent of 0°5, so that half a km. of this cable has the same 
normal attenuation-factor as one km. of the standard cable. It 


* See Bibliography, 52, 61. 
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is evident that if the limiting commercial range of standard 
cable is, say 50 km., then the corresponding range of the cable 
considered will be 50 x 0°5 = 25 km., neglecting reflections at 
the receiving apparatus. This merely means that two different 
types of line have the same normal attenuation-factor when the 
real components of their hyperbolic angles are equal. We may 
not, however, safely infer that the proposition extends to com- 
posite lines; because we have seen that the angle subtended 
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Fic. 72.—Composite Line of three sections with one intermediate and two 
terminal loads. 


by a composite line is not the sum of the angles of its com- 
ponent sections; but a more complex function of those angles, 
depending upon the order of succession, and on the individual 
surge-impedances. Only in the particular case when the 
surge-impedances of the sections are the same, will the angle 
subtended by the composite line be the sum of the section 
angles. While, therefore, the kilometer, or mile, of standard — 


cable is a valuable unit in the absence of anything better, and 
N . 
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is a valid unit, neglecting terminal reflections, when single lines 
only are considered, it may become a misleading unit when 
composite lines are employed. 

A correct standard, in the present state of our knowledge, 

would be either of the following— 

(1) The total hyperbolic angle of the composite line in hyps., 
including the angle subtended by the receiving apparatus, 
corrected for discontinuities at junctions. | 

(2) The total receiving-end impedance of the composite line, — 
including the receiving apparatus, corrected for discontinuities 
at junctions. In the latter case, the architrave impedance of 
the proper equivalent JJ including receiving apparatus might 
be substituted. 

In either case, a correction might, strictly speaking, be 
needed for differences in the impressed e.m.f. at the generating 
end, seeing that this impressed e.m.f. supplied by the generating 
apparatus depends to some extent on the sending-end imped- 
ance. Further published research is needed in this direction. 


CHAPTER Ix 


THE APPLICATION OF HYPERBOLIC FUNCTIONS 
TO WIRE TELEGRAPHY 


SINCE uniform telegraph lines possess evenly distributed 
conductor-resistance and dielectric leakance, it follows that 
when subjected to steady and continuous e.m.f., either at one 
end or both, in any assigned manner, the steady-state distribu- 
tions over them of potential, current, and power, are subject to 
hyperbolic trigonometry. Thus, in all tests of a telegraph line 
with continuous e.m.f., hyperbolic formulas apply, on the 
assumption that the line is uniform, contains no faults, and 
that the linear dielectric leakance follows some known law of 
time. In underground and submarine cables, for instance, the 
apparent linear leakance is well known to diminish rapidly 
with the duration of impressed e.m.f. by the so-called “ polariza- 
tion” process. Even if the line is faulty, the fault or faults 
may be regarded as leak-loads of magnitudes subject to varia- 
tion, applied at junctions between sections of otherwise uniform 
line. ‘The above class of. cases may be described as class (1) of 
steady-state tests. 

When we consider electric signalling over a telegraph line, 
the process falls into one of three other classes, according to 
the particular conditions. 

(2) If the line is short, and the speed of signalling employed 
much below the theoretically attainable limit; so that the 
steady state of the circuit is closely approximated to at each 
signal; then hyperbolic trigonometry is applicable to the 
circuit. 

(3) If, on the contrary, the line is long, or the speed and type 
of signalling such that the steady state of the line is hardly 


ever attained ; then the hyperbolic formulas developed in 
179 N 2 
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preceding chapters with special reference to the steady state are 
inapplicable. Dr. Fleming, has, however, recently published * 
an application of hyperbolic functions to the process of comput- 
ing “curves of arrival” over long submarine cables, as an 
abbreviation of the method, originally developed by Lord 
Kelvin, for calculating the behaviour of such lines in the 
unsteady state. 

(4) An intermediate condition presents itself when the line 
is worked nearly to the limit of its practicable signalling speed, 
and when the method of signalling is such that a steady state 
is constantly approached, although never closely attained. 
That is, the signalling may be roughly imitated by a regular 
succession of alternating-current impulses, impressed on the 
line at the sending end, with discontinuities occurring at some- 
what irregular intervals; so that the steady state is never 
actually reached, but is repeatedly tended to. In this case, the 
hyperbolic theory does not apply definitely, but it may apply 
tentatively; that is, experiment may show that a> certain 
approximate relation exists between the actual limiting signal- 
ling speed, and the theoretical steady-state limiting speed of 
pure alternating-current impulses. 

We shall only consider examples from Classes (1), (2), and (4). 

Class 1: Steady-state Tests—If a uniform line AB, without 
faults is freed at the distant end B, we know, by (20), that its 
apparent resistance at A is R;= 7, coth 0 ohms, and when it 
is grounded at B, its apparent resistance at A becomes, by 
(23), R, = 7, tanh 6 ohms. Consequently, the surge-resistance 


of the line is, by (27), 7, = ./R;R,, and the angle of the line 
is, by (29), 6 = tanh~- ve hyps. Again, if an ammeter or 
if 


_ other device, of resistance R,, is inserted in the circuit to 
ground at B, the angle subtended by the instrument will be, 
assuming 7, > R,— ; 
R, 
0 = tanhe Sr erihecmuns Ye hyps, (271) 
* The Propagation of Electric Currents in Telephone and Telegraph — 
Conductors, by J. A. Fleming, F.R.S., chap. v. 
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and the angle of the line and instrument together becomes 
“(6+ 6’) hyps. The apparent resistance of A under these 
conditions becomes— 
R’, = 7, tanh (6+ 6’) . . ohms (272) 
The receiving-end resistance, as judged from the current in the 
ammeter at B, and the e.m.f. impressed at A, is— 
7, sinh (6 + 6’) 
cosh 6’ 
the line being assumed devoid of all earth-currents or polariza- 
tion. If 6’ is not over 0-1, cosh 6’ may be taken as unity, 
without much error, and we have approximately— 
Hrs 7 sinh (0G) >... oo ahtas at 244) 
Consequently, if instead of having the line freed and 
grounded at B, making two successive observations at A, we 
have the line merely grounded at B through an ammeter, and 
insert an ammeter and voltmeter at A, thus making a single 
test, with simultaneous observations at both ends, we obtain 
from (56) and (58)— 


(6+ 0)= cosh (=) st Sevhype / (215) 


from which, 7,, 6’, and 6 can obviously be successively deduced. 

As a simple arithmetical case, let us take a uniform single 
line 300 km. long, with the linear constants 7=6 ohms 
per km., and g = 15 x 10~-° mho per km. The attenuation- 
constant of the line is ,/9 x 10° = 0:003 hyp. per km., and 
its surge-resistance ,/6000000/1°5 = 2000 ohms. Its line 
angle is 0°9 hyp. 

With the line first freed, and then grounded at B, and both 
tests taken successively at A, we should have R; = 2000 coth 
09 = 2792'°2 ohms and R, = 2000 tanh 0°9=1432°6 ohms. 
Aa surge-resistance of the line is therefore computed to be 

= ,/2792:2 x 1432°6 = 2000 ohms, while the SS of the 
line j is computed to be— 


(as 6) f 
6 = tanh-! ee 5) = tanh -!,/0°51307 


= tanh ~'0°71630 = 0°9 hyp. 


Ry = ohms (273) 
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From. these results we obtain at once, R = 7,6 = 1800 ohms 
in conductor-resistance, or 6 ohms per km., and g = 6/r, 
= 045 x 10-3 = 450 x 10-° mho in dielectric leakance, or 1°5 
micromho per km. 

In the second case, with the line grounded at B through a 
milliammeter of 200 ohms, the angle subtended by the instru- 
ment is tanh~!(0'1) = 0°10033. The total angle of line and 
instrument subtended at A is 1:00033 hyps. If 50 volts were 
applied at the A-end of the line, a current of 32°82 milli- 
amperes might be expected at A, and 21°37 milliamperes at B. 
The sending-end resistance. would then be R’, = 50/0:03282 
==1523°5 ohms, and the receiving-end resistance R; = 50/0°02137 
= 2339°'7 ohms. From these observations, exchanged tele- 
graphically, the total angle of the line would be, approximately, 
by (275): (0+6') = cosh=" een = cosh 1 153578 = 0:99374 
hyp., as against the correct value of 1:00033. The inferred | 
value of the surge-resistance is then 1523°5/tanh 0:99374 
= 2007'3 ohms, as against 2000. The inferred value of 6’ 
is also tanh -1(200/2007'3) = 0:09997 hyp. as against 0°100 hyp., 
leaving the line-angle 6 = 0°89377 hyp. as against the correct 
value of 0:9. | 

With alternating-current testing, the first case of measure- 
ments at A with the B end freed and grounded successively, is 
perfectly applicable, by extending the formulas into two 
dimensions. The second case is not strictly applicable, because 
the phase of the received current with respect to the impressed 
em.f. at A is not measured. 

Class 2: Steady-state Signalling. Best Resistance of a Receiv- 
ing Instrument.—Hlectromagnetic receiving instruments in wire 
telegraphy may be divided into two classes, namely : (a) those, 

-as of the D’Arsonval movable-coil type, in which the magneto- 
mechanical force, or torque, is directly proportional to the 
ampere-turns in the coil; and (0) those, like simple polarized or 

_ non-polarized relays, in which the magneto-mechanical force, 

or torque, may be nearly proportional to the square of the 
ampere-turns at low magnetic saturation, but, as the saturation 
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increases, may fall to perhaps a lower power than the first. In 
either case, the magneto-mechanical force may be expressed 
by— 
F=a(In,)? . . . . dynesordyne-perp.cm. (276) 
where F is the force in dynes, or the torque in dynes acting 
perpendicularly to a radius of 1 cm., I, is the received current 
strength in amperes, 7, is the number of turns of wire in the 
Winding, a a constant of the instrument depending on its con- 
struction, and p some real exponent not greater than 2. The 
received current I, is found by (57). The number of turns n, 
in a given winding-space is well known to be sensibly propor- 
tional to ./R,, the square root of the resistance in ohms of the 
winding, provided that the size of insulated copper wire selected 
lies within the fairly wide range where the ratio of covered 
diameter. to the bare diameter of wire is sensibly constant. 
Consequently we have, approximately, with a a modified 
instrument constant— 
E, /R , 
7, sinh 6 + R,. cosh 6 
In order to make this mechanical force a maximum by vary- 
ing R,, we differentiate F with respect to R,, in the usual way, 
and equate to zero. We then find— 


R= s,tanh.@...° .. . ohins (278) 


That is, the best resistance, with respect to mechanical force, 
for the electromagnetic winding of a receiver, that does its 
work during the steady state, is equal to the sending-end 
resistance of the line to ground at B, no matter what may be 
the exponent y, which expresses the relation between the 
torque and the ampere-turns.* 

When the speed of signalling rises, so that the steady state 
fails to be approached, the resistance determined by (278) is, in 
general, too low for the best action. | 

Class 4: Limiting Signalling Speeds on Long Lines.—When 
the signalling speed is carried up to, or near to, the practicable 


Fc a’ ( i dynes or dyne-perp. cm. (277) 


* See Ayrton and Whitehead paper, No. 12 in the Bibliography. 
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limit on long lines, and especially on long submarine cables, it 
is important to determine mae how the limit is affected 
by the terminal apparatus. 

It was first demonstrated by Lord Kelvin that, on any long 
cable, a certain interval of time elapsed from the instant of 
applying a continuous e.m.f. at the sending end to the first 
appearance of even an infinitesimal current flow to ground at 
the receiving end. This silent interval he showed to be— 


iB 4 : 0 
ia log (5) =0°023 7. . seconds (279) 


where t is the time-constant of the cable, defined by the 
relation— 

t=CR =Le: Lr = Leer .. .., secontis: (230) 
Moreover, cables of the same time-constant have the same 
signalling speed, with the same terminal apparatus, Under 
given terminal conditions, the signalling speed is inversely 
yproportional to the time-constant. Insimplex practice, with the 
iKelvin siphon-recorder as receiving instrument, a hand double 
«cable key as the sending instrument, and a condenser in the 
weoelving circuit, the following empirical formula has been 
ffound satisfactory— 

10 


a oa I *letters per second (281) 


The last formula, which has been much used in submarine 
telegraphy, is satisfactory, so far as regards a cable operated 
under stereotyped conditions, and embodies the results of 
Kelvin’s famous investigation. It is, however, incomplete in so 
far as it throws no light upon the influence of variations in the 
terminal apparatus. We proceed to consider how the terminal 
apparatus would effect the signalling speed, if the process of 
signalling consisted in using a simple alternating-current 
generator at the sending end, of assigned e.m.f. amplitude, the 
speed of the generator, and the frequency of its emf. being 
increased, until the instrument at the receiving end was unable 
to give legible indications. 


* Encyclopedia Britannica: “Submarine Telegraphy.” (10th ed.) 
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We must, then, assign some relation between the frequency, 
or number of impulses per second of the hypothetical alternator, 
and the average number of impulses per second impressed 
rhythmically on the cable in practice by the ordinary sending 
apparatus. The deductions from the alternating-current theory 
will not be strictly applicable to dot-and-dash alphabet sending, 
but will be tentatively admissible, as a working hypothesis, 
subject to experimental check. 

If we connect along submarine cable AB, as shown in Fig. 73, 
to an alternating-current generator producing a maximum cyclic 
e.m.f. E,,, at the sending end, through a terminal impedance 2,, 


A a cae = 


Fie. 73.—Hypothetical Alternating-Current Generator impressing maximum 


cyclic potential, at signalling frequency, on sending end of a cable which is 
grounded through receiving apparatus at distant end. 


the receiving end may be considered as connected to ground 
through an impedance z, of the receiving instrument. Then if 
the alternator, assumed bipolar, is driven at angular velocity 
w radians per second, the angle subtended by the cable taken 
separately is, by (19) and (150)— 


6=,/jfCRo=,/jtw=,/to /45° hyps. £ (282) 
and its surge-impedance is, by (152)— 


‘ =o ae Ae ohms / (283) 


assuming, as we safely may, that the aah submarine cable 
has relatively negligible linear inductance and leakance at low 
frequencies. 
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The receiving-end impedance of its cable and receiving — 
apparatus 1s, by (59)— | 


Zi = z, sinh 6 + 2, mee 6. . ohms / (284) 


But on any cable worked nearly to its speed-limit, 6 is so large 
that sinh 6 = cosh @ very nearly; so that— 


Ayes, bt By) SIMO ae) es a eee) 


If now the receiving instrument is of such a nature and 
degree of sensitiveness that pure alternating-current signals can 
be read satisfactorily when the received current strength has a 
maximum cyclic strength of I,,3 amperes; then— 


Bina | Ein 
I »B= aoe Ck SET amperes / (286) 


where E,,, is the maximum cyclic e.m.f. impressed on the send- 
ing end of the cable at A. This will differ from the maximum 
cyclic em.f. E,,, at alternator terminals, owing to the IZ drop of 
pressure in the inserted impedance 2, which is determined as 
follows— : 

The final sending-end impedance of the cable is by (202b)— 


z, = z,tanh(0+ 6’). . ohms / (287) 


where 6’ is tte angle subtended by the receiving apparatus. 
But 6 is so large that tanh 6=1, and therefore, a fortiori, 
tanh (6 + 6’) = 1. Consequently, on long cables— 


Cx eRe a Gelaee So MIO G7 ito ay 


The maximum cyclic e.m.f. impressed on the cable is— 


Ena = En - “o max. ey. volts / (289) 
Or the maximum cyclic current at B is— 
iba eS te eee max. cy. amperes / (290) 


(1+ =), + 2)sinho 


_ If, then, we assign a limiting value to E,, such as + 50 volts, it 
is evident that the speed and frequency of the alternator at A 
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can be increased until the current I,» just falls to the lowest 
satisfactory strength agreed upon. Increasing the frequency 
will alter z, to some extent, and will also alter z, inversely as 
the square root, by (283) ; but sinh @ will increase much more 
rapidly. When @ is large— 

sae 

V2 2 

sinh 6 = ST [Jd tae gy mmMerie “/ (200) 

so that sinh @ increases with 6 exponentially. ; 

For stereotyped terminal values of E,, 2, and z,, it is 
evident that on any cable the limiting alternating-current 
frequency and speed are fixed, to a first approximation, by 

Q 


sinh @, or eV? ; so that, under such conditions, all cables must have 
6 


approximately the same value of eV? and, therefore, the same: 
value of #6. But, by (282),6 = ./tw /45° hyps. Consequently, 
if we call 6, this limiting value of 6, we have, with wo, the 
associated limiting angular velocity— 


Pal Ty en ea oe een pe: [45° (292) 
2 
and— i a . . . » . Yadians per sec. (293) 
| Pgkale e 1 
or i= an ee is = EON: cycles per sec. (294) 


where /, is the corresponding limiting impressed frequency. 
That is, the pure alternating-current frequency on any long 
cable of negligible linear inductance and leakance, under 
stereotyped conditions of terminal apparatus, and neglecting 
relatively small variations in z,, is inversely proportional to 
the time-constant t = CR of the cable, a deduction in accord- 
ance with Kelvin’s law. Our tentative alternating-current 
signalling theory agrees, therefore, with the fundamental theory, 
and with practical observations of alphabet-signalling, at least. 
to this extent. 

‘The next question is how properly to connect the frequency 
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_ of the hypothetical alternator with the frequency of alphabetical 
signalling. In Fig. 74, the two particular words Submarine 
Telegraph are analysed in terms of their international cable- 
alphabet signals. Each black rectangle, above or below the 
zero line, represents the impression of continuous e.m.f. on the 
_ sending end of the line, assuming the simple case of a sending- 
key directly connected to the cable. Ordinates then represent 
impressed voltage, and abscissas elapsed time. Dot- and dash- 
elements occupy equal intervals, so that each signal occupies one 
dot-element. The canonical interval between signals in a letter 
is one dot-element, and that between successive letters three 
dot-elements. Between successive words there may be six dot- 
elements. The word submarine thus covers 59 dot-elements, 
and telegraph 61. The two together 59 + 61 + 6 = 126. The 
signals as received over a cable of 1°47 seconds time-constant 
are shown beneath, at CC. 

Dot-Frequency and Reversal-Frequency.—There are two hypo- 
thetical uniform signalling frequencies. One is indicated at 
A A or A’ A’ (Fig. 74), the other at BB. The A A type may 
be called pure dot-signalling. In this type of signalling, the 
impulses have all the same sign, and the complete period is 
two dot-elements. The AA type would be equivalent to a 
certain complex alternating-current e.m.f., superposed on a 
positive continuous e.m.f. of half the A amplitude. The A’ A’ 
type would be equivalent to the same alternating current e.m.f, 
superposed on a negative continuous e.m.f. of half the A’ ampli- 
tude. The BB type may be called pure reversal-signalling. 
It corresponds to a complex alternating e.m,f. of period equal to 
four dot-elements. Reversal-signalling has, therefore, just half 
the frequency of dot-signalling, and requires no associated 
continuous e.m.f. 

There has been some debate as to which of these hypothetical 
_ types of rhythmic signalling more nearly corresponds to practical 
alphabet-signalling. On behalf of dot-signalling, it may be 
urged that it employs the actual frequency of the sending keys, 
disregarding the direction of current. On behalf of reversal- 
signalling, it may be urged that on long submarine cables the 
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dots do not appear. They are smoothed out by retardation, 
and can only be inserted in their proper places by the trained 
intelligence of the receiving operator; whereas the reversals 
actually show on the record, and form the ‘sign-posts, so to 
speak, by which the operator is guided to interpretation. 


S u b m a t i n 
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Fic. 74.—Signals of Impressed E.M.F. at Sending and Receiving Ends in the 
two particular words Submarine Telegraph, as compared with either ‘‘dot- 
siguals” or ‘‘ reversals.” 


As for the actual comparison of the sending record with either 
dot-signals or reversals, there is no marked preponderance of 
evidence. Thus, in the two particular words of Fig. 74, which 
have been taken at random, compared with dot-signals, there 
are— 

8 cases of 2 successive dots or dashes, in s, uw, 6, m, 4, 1, g, p, h. 

Oat, Suche ane. ‘, : S, 6, h. 

ar a eet ; ‘ - h. 

Compared with reversals, there are— 

11 cases of a cycle or complete reversal, in u, b, a, 7, 2, 1,9, 7, &, p, p. 
cei wa gs cycle and a half pa Me 
Ci ks; 2 cycles. 
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We shall see that so far as concerns the cable alone, it is a 
matter of indifference whether we refer alphabetical signalling 
to reversal-frequency, or to dot-frequency; but, in regard to 
the influence of the terminal apparatus, there is a considerable 
difference. We shall, therefore, discuss both standards, but lay 
emphasis on the reversal standard, since cable engineers are 
believed to prefer the latter.* 

In the two words of Fig. 74 there happens to be 18 letters, 
and. 126 dot-elements, in all, or, allowing a space before the 
next word, 132 dot-elements. This is at the rate of 7°35 dot- 
elements per average letter. In sentences taken from an English 
newspaper, an average letter occupies about 7°3 dot-elements 
including the average necessary spacing. In unintelligible 
10-letter code words, with a diminished number of vowels, 
the average rises to about 8°0 dot-elements. We may take 
as a working mean 7°7 dot-elements per letter. This cor- 
responds to 3°85 cycles in pure dot-signalling, or 1:925 cycles 
in pure reversals. If, therefore, we have as a speed of signalling 
n letters per second, the corresponding hypothetical frequencies 
will be— : 
for dot-signalling, f° = 385 1 rat per sec. (295) 
for reversal-signalling, f" = 1925” ,, rea S| (296) 

We have already seen in (281) that a well-known empirical 
formula for cable-speeds under stereotyped terminal conditions 
is that n = 10/z. Consequently, the limiting frequency f, is— 

38°5 


for dot-signalling, : i: cycles per sec. (297) 
for reversal-signalling, /,'’ = ae : : (298) 


Substituting the value of frequency in terms of a limiting cable 
angle in (292), we find— 
for dot-signalling, 
= /2n x 38°5 /45° = 15°55 /45° = 11 +711 . hyps. / (299) 
_ for reversal signalling, rpeg 
6,” = 0/20 X 19°25 [45° =11:0 /45°=7-777 + 97-777 hyps. / (300) 
* See Bibliography, 46. 
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That is, at dot-signalling frequency, the normal attenuation- 
factor is e~ 4! = 0:000,0167, or to nearly 1/600 of 1 per cent.; 
while at reversals-frequency, it is e~77" = 0:000,42, or to less 
than 1/20 of 1 per cent. These values of 6, may be regarded 
as the equivalents of formula (281) in alternating-current cable 
theory. 

Influence of Impedance at the Sending End—We may now 
consider the effect of modifications in the terminal apparatus 
upon the speed of signalling according to our tentative alter- 
nating-current theory. 

In Fig. 73 let the cable have a linear conductor-resistance 
7 = 67 ohms per nautical mile (naut) and a linear capacitance 
¢ = 0°42 x 10-° farad per naut. Then, by (283), the surge- 
impedance of the cable is 3994//m. With a length of 
1229 nauts, the time-constant of the cable is tT = 4°25 seconds. 
When working at the rate of 150 letters per minute = 2°5 letters 
per second, the corresponding reversals-frequency would be 
4°812 cycles per second by (296), and the angular velocity 
w’’ = 30°23 radians per second. The angle subtended by the 
cable would then be, by (282), 6” = n/ 1285 /45° = 11°35 /45° 


hyps ‘The surge-impedance is then 726-4 \45° ohms. If the 
terminal impedance z, happened to be a condenser of, say, 
40 microfarads capacitance, its impedance would be — j/cew” = 
— j827'1 ohms. The total impedance offered to the alternator 
at the sending end is, therefore, z,+ 2, = 513°7 — j(513°7 + 
827-1) = 1436\69° 02’ ohms. The ratio of the potential at the 
end of the cable at A to the potential at the terminal of the 
alternator would be, by (289)— 
Ens 726°4\45° 
KE, 1486 \.69° 02’ 
That is, the potential impressed on the cable would be nearly 
50 per cent. less than that which would be impressed if the 
condenser z, were short-circuited. The lowered potential would 
also lead the potential at alternator-terminal a by 24° 02’. 
The reduction in impressed potential would either require a 
compensating increase in the generated e.m.f. of the alternator, 


= 0506 /24° 02’. 
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or a reduction in the frequency and equivalent signalling-speed, — 
in order to restore the received current to its proper strength. 

If, however, in place of a condenser, we insert a reactance-coil 
at the sending end, with an effective resistance of 15 ohms, 
and an inductance of 12°5 henrys, the impedance of the coil 
at this frequency will be z,=15+ 7378 ohms. The total 
impedance at the sending end will then be 528°7 —j135:'7 = 
545°8 \ 14°24’. The ratio of the impressed voltage at A to 

Bina 726°4 \ 45° 

the generated voltage at a, is then i oe hae ae at 
= 1:33 \30° 386’ or the effect of inserting a magnetic reactance 
in 2,, instead of a condensive reactance, is to raise the im- 
pressed potential 33 per cent., instead of lowering it 50 per cent. 
This would mean increasing the received current at B, and the 
speed of signalling could be slightly but distinctly increased, 
to bring up sinh 6, and restore the original current strength 
agreed upon. | 

Best Resistance of the Receiving Instrument.—It has already 
been shown, in connection with (278), that the best resistance 
for an electromagnetic receiver winding to possess, when 
operated by continuous currents in the steady state is z, tanh 0. 
It is shown in Appendix I, that whether the mechanical force, 
_or mechanical torque, exerted in the receiver varies directly 
with the ampere-turns, or the square of the ampere-turns, or 
any intermediate power thereof, the largest maximum cyclic 
force, or torque, exerted by the receiving instrument will be 
obtained when the reactance of the receiving apparatus 
balances and annuls the surge-reactance or reactance com- 
ponent of the surge-impedance, and when, moreover, the resist- 
ance of the winding in the receiver is equal to the surge- 
resistance or resistance-component of the surge-impedance, 
“increased by any other receiving-apparatus resistance present. 
That is, the most powerful reversal-signals or dot-signals will 
be respectively obtained when— 

Om 7 4 Re nolo aoe ODS | GUA 


where o is the resistance of the receiving-coil or coils, as 
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measured with continuous currents or with alternating currents 
of signalling frequency, 7, is the real, or resistance-component of 
the surge-impedance z,, and R’, is the resistance-component 
of any reactive apparatus in the receiving circuit for balancing 
the surge-reactance. If R’, is so small that it may be neglected, 
then the receiving-instrument reactance should be equal and 
opposite to the surge-resistance of the cable, and the receiving 
instrument resistance should be equal to the surge-resistance 
of the cable at signalling frequency. In other words, the 
‘recelving-circuit impedance should be equal to the surge- 
impedance in modulus, and have the equal but opposite 
argument. 
As an illustration of these principles to dot- and to reversal- 
alternating-current signalling, the following Table gives, in 
parallel columns, the receiving-end impedance of the 4°25- 
second cable previously discussed, both for the pure reversal- 
frequency of w” = 30°23, and the dot-frequency of w’ = 60°46 
radians per second, corresponding to the signalling frequency of 
2°5 letters per second; on the supposition that the receiving 
instrument is connected directly between cable and ground. 


Reversals Dots 
Frequency f, cycles/sec. 4°81 9°62 
Angular Velocity w, radians/sec. 30°23 60°46 
Surge-Impedance z ohms. 726°4 \ 45° 513°7\ 45° 
ro — fj Lo 513°7 —j513°7 363-2 — j363°2 
Receiving inst. res, o, ohms. 51307 363°2 
(eo + 2,) 1027°4 — j513°7 | 726°4 — j368°2 
“t 1148°5 \ 26° 34’ 812 \ 26° 34’ 
Angle of Cable 6, hyps. 8°014 + j8°014 11°334 + j11°334 
j 11°334 /45° 16°03 /45° 
Sinh 86, niiimerie. 1510 /459° lu’ 41900 /649° 30’ 
Pepelvings -end Impedance, ohms. 1,734,000 /432° 36’ | 34,030,000 /622° 56’ 


The above Table indicates that doubling the frequency 
impressed on the cable has had the effect of increasing sinh 6 28° 
times, and of increasing the receiving-end impedance 20 times. 


If we assume that the maximum cyclic amplitude of current 
) 
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required for effective reversal-frequency signalling is 15 micro- 
amperes, and for effective dot-frequency signalling 0°75 micro- 
-ampere; then the maximum cyclic potential E,,, impressed on 
the sending end of the cable would be 26-01 volts with reversals, 
and 25°52 volts with dots. It must be remembered, however, 
that 15 microamperes on each side of zero would be able to give 
a distinct record on a sensitive siphon recorder in good adjust-. 
ment; whereas 0°75 microampere could not be expected to give 
any perceptible amplitude. A condenser would be needed in the 
circuit, either at the sending or receiving end, with dot-signal- 
ling, to shut off the continuous-current component mentioned 
on page 188. In pure reversal-signalling there is also need for 
such a condenser owing to the constant departure, towards dots 
or towards dashes in succession, from the pure reversal régime. 
If now we insert a reactance into the receiving circuit, equal 
to the surge-reactance, without appreciably increasing the 
resistance, then we obtain the following conditions— 


- Reversals Dots 
Frequency f, cycles/sec. as before 4°81 9°62 
Surge Impedance r, — jxo ohms. 513°7 — 75187 363°2 — 7363°2 
Receiving Apparatus Impedance 
_ o + fx, ohms. | 513.7 + 7513°7 363°2 + 7363°2 
Extra Inductance in receiving cir- 
cuit, henrys. 170 6°0 

(20 + zy) ohms. 102774 /0° 726°4 /0° 

Sinh @ 1510 /459° 10° : 41900 /649° 30’ 
Receiving-end Impedance, Z; ohms. | 1,551,000 /459° 10’ | 30,440,000 /649° 30° 
Max. cyclic voltage Ema 23°26 22°83 


The effect, then, of cancelling the surge-reactance of the cable 
is to diminish the receiving-end impedance, or the required 
impressed voltage at A, by about 10 per cent. Or, if the im- 
_ pressed voltage were held constant for both cases, about 3 per 
cent. increase in angular velocity and theoretical speed of 
signalling might be derived instead. 
The extra magnetic reactance at the receiving end might be 
introduced in shunt to the siphon-recorder instead of in series 
therewith, with substantially the same range of benefit. 
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ig 
A set of experimental connections on an artificial line of 
425-seconds time-constant is indicated in Fig. 75. On this 
line, according to formula (281), we should expect a maximum 
practical working speed of 10/4°25 = 2°35 letters per second = 
141 letters per minute under stereotyped simplex operation. 
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Fie. 75.—Diagrams indicating Limiting Receiving-end Impedance for satisfactory 
signals in a particular case, referred to equivalent reversals-frequency. 


With duplex connections, owing to the shunting of the receiy- 
ing instrument, the speed ordinarily falls slightly, or the sending- 
battery voltage has to be raised at each end in order to restore 
simplex speed. With the duplex connections shown, how- 


ever, the limiting practical working speed was found to be 
02 
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about 150 letters per minute in each direction, or 25 letters per — 
second. By (296) this corresponds to /”’=4'81 cycles per second 
equivalent reversals-frequeney, or w’’=30'23 radians per second. 

‘In key diagram 1, of Fig. 75, is represented the impedance at 
each end of the cable for reversals-frequency. ‘The impedance 
of the shunted condenser is 292 — 7706 ohms, so that the im- 
pedance of the path BD is 692 —/706 ohms. In key diagram 2, 
the branches DG and Da’, having a joint impedance of 
273 +7422 ohms, the total impedance in the path BG is 
2, = 965 — j284 ohms. This is still shunted by the impedance 
Ba’ of z, = 15 +7378 ohms. In key diagram 3, the total im- 
pedance in the resultant path to ground ‘at B is 
158 Xx j353=z, ohms. The current in the receiving instru- 
ment o is, however, less than that leaving the cable at B 
in the ratio 2,/(z,+%). The receiving-end impedance, as 
judged at the receiving instrument, is therefore increased in 
the ratio (z, + %)/%, and becomes— 


Zi=(@, +s) sinh (AE). |. . , ohms 7 (602) 


#2 
In this case— 

Zi =(513'T— j513°7 +158-+ 353) X1510 /459° 10’ x aT 
=2,715,000 /363° 30’ | 
The last result is indicated in key diagram 4, where the 
maximum cyclic voltage impressed on the sending end of the 
cable at A delivers current to ground at B through an imped- 
ance of 2°715 megohms, with a lag of 363° 30’. The voltage at 
A is, however, raised above that impressed on the bridge at a, 

in the ratio 1°33. 

We may, therefore, say that according to the tentative 
- alternating-current and hyperbolic theory of signalling speed 
over long submarine cables, using either simplex or duplex 
connections, and not more than 50 volts in the sending battery, 
the limiting speed is that which brings the receiving-end 
Impedance up to 2‘7 megohms with respect to the maximum 
cyclic alternating e.m.f. of reversals-frequency impressed on the 
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sending end of the cable, and with the most sensitive type of 
modern siphon recorder, or to 2°0 megohms with respect to the 
transmitter e.m.f. . 

In resolving the impedance z, at the receiving end for the 
case indicated in Fig. 75, we have assumed the bridge apex 
a’ to be permanently connected to ground through the trans- 
mitting apparatus T’. If we cut off this ground connection at 
a’, by opening the key T’, we increase the impedance z, at the 
receiving end; but it is demonstrated in Appendix K, that 
when a_ proper es balance has been obtained, the 


quantity (2, + 2,) en 


whether the bridge apex a’ is freed or grounded at B, or 
remains in any intermediate state, the receiving-end impedance 
Z’, including the effect of the shunt on the receiving instrument, 
is unchanged, and the received signals are also unchanged, 
either in strength or in phase. It is ordinarily somewhat 
easier to compute Z’, with the ground connection cut at T’, than 
with the ground connection completed as shown. 

If, in the signalling arrangement of Fig. 75, the system were 
computed for dot- -frequency, or twice the reversals-frequency, 
the corresponding receiving-end impedance Z’; would be nearly 
60 megohms. 

On a basis of dot-frequency, if we apply an impressed e.m.f. 
of amplitude E volts with the aid of a battery, then, as shown 
at AA Fig. 76, the effect is the same as though an e.m.f. of E/2 
volts were sustained on the cable throughout the succession of 
dots, and superposed on this, would be the meee known Fourier 
series of alternating e.m.f.’s— 


=) remains constant, which means that 


s= E . =|sin w’t + 5 sin 3 w’t + : sin5o/t+. volts (303) 


where w’ is the angular-velocity of the dot-frequency /’, ¢ is 
the time, and 7 = 3714159. The first term only, or funda- 
mental sinusoid, is represented at oaaa, Fig. 76. Its amplitude — 
is 2/z of the battery voltage OA. Consequently, if a battery 
of 10 volts is apphed at regular make-and-break intervals, the 
effect will be the same as though 5 volts were steadily applied, 
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and on this a series of Fourier harmonic e.m.f.’s, the first term of 
which would have a maximum cyclic value of 6°365 volts, of 
frequency equal to the dot-frequency /’. The.next term would 
have a maximum cyclic e.m.f. of 2°12 volts, and a frequency of 
3 f’, and soon. All these theoretical alternating e.m.f.’s would 
be in steady operation at the sending end, and each would 
send its own current into the cable, independently of the rest. 
That is, the various hypothetical harmonic currents of the 
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Fias. 76 and 77.— Dot Signals and Dash Signals with their Equivalent Fundamental 
Alternating E.M.F. 


Fourier series, having different frequencies, would not interfere 
with one another. The total maximum cyclic amplitude would 
be the rectangular summation of the respective individual 
amplitudes (Fig. 54). It can easily be shown, however, that 


_ when the angle subtended by the cable exceeds 4 hyps., as 


must happen on a long cable operated at or near full speed, the 
current received to ground at the distant end of the line from 
the triple-harmonic frequency component is insignificantly 
small, and quite negligible. In other words, only the funda- 
mental frequency component arrives at the receiving end. All 


Amplitude 
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the currents of higher frequencies are absorbed in transmission. 
The higher harmonic currents have very appreciable amplitude 
at the sending end of the line, but are regarded, in the ten- 
tative alternating-current theory, as mere idle currents, that 
neither help nor hinder the fundamental working-currents. 
The theoretical condition in sending a regular succession of 
dashes is indicated at A’A’, Fig.77. Here the same maximum 
cyclic fundamental e.m.f. 0 a’a’ is operating at dot-frequency, in 
opposite phase to that at aa; but the continuous component 
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Fic. 78.—Reversals and their Equivalent Fundamental Alternating E.M.F. 


o' o' has reversed its sign from that at 00, Fig. 76. Conse- 
quently, in changing from a series of dots to a series of dashes, 
the equivalent alternating e.m.f. is not altered in amplitude, 
but both it and the continuous component E/2 are reversed. 
The corresponding theoretical condition or reversal-signalling 
is indicated in Fig. 78. Here there is no continuous e.m.f,, and 
the fundamental alternating component of reversals-frequency 
has a maximum cyclic amplitude of 2,/2 /x = 0°90, with respect 
to the impressed e.m.f. of the sending-battery. If, therefore, 
the sending-battery has, say, 50 volts e.m.f., and is applied in 
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a uniform succession of reversals, the maximum cyclic ampli- 
tude of the fundamental reversals-frequency is 45 volts. | 
If, then, in the arrangement of Fig. 75, the sending-battery 
E had a terminal e.m.f. under working conditions of 50 volts, 
the equivalent reversals alternator would deliver 45 maximum 
cyclic volts at the bridge apex a, and 60 at the end A of the 
cable. The strength of current received through the instru- 
ment at B would be 60/2715000 = 22:1 microamperes 
maximum cyclic current. ! 

These panne are well illustrated and checked in the 
records aa, a’a’, and bb of Fig. 74, which were received over 
the (Ce inee ei cable. The frequency of the dot series 
was 5°34 dot-cycles per second, representing w’ = 33°55. The 
frequency of the reversals bb was 2°67 reversal cycles per second, 
representing w” =16'75. The maximum cyclic amplitude of 
the dot-signals is approximately 60 microamperes, and that of 
the reversal-signals 200 microamperes. ach series consists of - 
sine-waves as nearly as the eye can detect. The sending e.m.f, 
was 30 volts, and in the duplex connections, double-block 
condensers of 50 microfarads each occupied the bridge-arms. 
The shunted siphon recorder had a resistance of about 220 
ohms, and was in circuit with 30 microfarads. The cable has a 
time constant of 1:47 seconds. At the dot-frequency, its angle 
would be 7:0 [| 45° hyps. and its surge-impedance 865 — 7865 
ohms. At the reversals-frequency, its angle would be 4°96 /45° 
hyps. and its surge-impedance 1225 — j1225 ohms. The ob- 
served sapine of the dot and reversal signals are in fair 
accordance with the formulas above given. 

Summing up, then, the facts concerning the tentative hyper- 
bolic theory of long submarine cable-signalling, that theory is 
in accordance with the simple C.R. law, when no consideration is 
given to terminal apparatus. The theory undertakes to define 
the amplitudes of received signals when those signals consist 
either of uniform dots, dashes, or reversals. On the assumption 
that alphabetical signalling follows the conditions of reversal- 
signalling of the same impulse frequency, the limiting alpha- 
betical frequency with 50 volts of battery e.m.f. is found when 


TO ELECTRICAL ENGINEERING PROBLEMS 201 


the receiving-end impedance rises to 2°7 megohms, reckoned from 
the sending end of the cable. A wide field is, however, open 
to experimental research for determining the. actual relation 
_of alphabetical signalling to alternating current-signalling. 
Herr Béla Gati has undertaken to show * that a compara- 
tively small extra distributed inductance in a submarine cable 
is capable of producing a relatively large reduction in the real 
component of the angle subtended by the cable at frequencies 
near 1600 cycles per second, assuming no material increase in 
lmear leakance. He has also published experiments and 
measurements on telegraph and telephone lines confirming 
“the hyperbolic theory. 


* See Bibliography, 57, 65. 


CHAPTER X 


MISCELLANEOUS APPLICATIONS OF HYPERBOLIC 
FUNCTIONS TO ELECTRICAL ENGINEERING PROBLEMS | 


WE propose in this chapter to consider two applications of 
hyperbolic functions to problems in electrical engineering, quite 
different from those-we have studied, without attempting to 
discuss them in detail. 

When a condenser is connected in series with ‘resistance and 
inductance in such a manner that both the resistance and the 
inductance have to be taken into consideration, it is well known 
that the conditions of current flow when the circuit is energized 
or de-energized divide themselves into three classes according to 
the amount of resistance present— 

(1) Oscillatory current flow ; 

(2) Aperiodic current flow; 

(3) Ultraperiodic current flow. 

If we denote the dissipative ohmic resistance of the circuit 


by 7 = 2p, and the surge-resistance af - by z, then if p is less 


than z the circuit is oscillatory. If p is greater than z the 
circuit 1s non-oscillatory and ultraperiodic. If p=z, the circuit 
is in the intermediate condition, being aperiodic. 

Considering first the periodic case, if we construct an impe- 
dance triangle, Fig. 79, on a base p and with hypothenuse 2, 
the perpendicular side will be the reactance x =/w. Then the 
discharge frequency in the presence of the resistance will be 
this reactance divided by the inductanée /, and will be less than — 
the frequency in the absence of resistance, in the ratio «/z. 


The triangle will have, at the base, an angle m = tan-! Ge 
202 4 
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To find the conditions during discharge, let OU,, Fig. 81, 
drawn to scale from the original O, along the X-axis, represent 
the initial voltage of the condenser that is about to send dis- 
charging current through the cireuit. Draw OU, such that 
UOU, = 90° — . Draw OE, reverse to OU, and OF, related 
in the same manner to OE, that OU, is to OU,. Then OU, 
will be the initial vector discharging e.m.f. and OE, the initial 
vector e.m.f. of self-induction in the circuit. The projections of 


A 


fo = r/2 : oc z= Le 


Fre. 79. Fic. 80. 


Stationary Vector Diagrams of Impedance ix Periodic and prep 
Circuits respectively. 


these vectors at any instant on the axis XOX give the respec- 
tive instantaneous values existing in the circuit. Midway 


between OU, and OE, lies the current vector OI, drawn to 


current scale, the ratio a being made equal to z. Multi- 


OI, 
plying I, by the resistance: 2p =r in the circuit, we obtain the 
vector OR, which being reversed in direction to OI, represents 
—I,r. Now let all four vectors rotate positively, or counterclock- 
wise, at the angular velocity w which exists in the presence of » 
resistance. The projections of these various vectors on XOX 
reveal at any moment the quantities that would exist in the 
circuit except for the attenuation or damping. Each projected 
quantity must therefore be subjected to the damping coefficient 
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E r, where J is the inductance in the circuit and ¢ the time in 
seconds elapsed from the commencement of discharge. Or each 
vector, instead of rotating in a pure circle, and independently 
subjected to damping, may be allowed to rotate in an equi- 
angular spiral as indicated in Fig. 81. 


Fic. 81.—Vector Diagram of a Discharging Oscillatory Circuit, the vectors 
rotating on circles if subjected to independent damping. 


If the circuit is ultraperiodic, so. that p > , construct an 
impedance triangle, Fig. 80, with z as base and p as hypothenuse. 
The perpendicular will be a hyperbolic reactance /Q, such that 

dividing this reactance by the inductance / we obtain the hyper-. 
bolic angular velocity 2. Theangle p at the base of the triangle 
corresponds to the angle @ in the periodi¢ case. In Fig. 82 we 


—Y— 
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have the analogue of Fig. 81 with respect to rectangular hyper- 
bolas instead of to circles. OU, is the initial vector discharging 
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Fic. 82.—Vector Diagram of a Discharging Ultraperiodic Circuit, the vectors 
rotating on rectangular hyperbolas if subjected to independent damping. 


e.m.f. the projection OU, of which on the XOX-axis, is the ini- 
tial. discharging e.m.f. actually existing in the condenser. . The 


hyperbolic angle of the sector OI,U, has its Gudermannian 
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angle the circular angle w of the impedance triangle. The | 
vector current OI, lies midway between the vector discharging 
em.f. OU, and the vector emf. of selfinduction OE,. It is 


drawn to current scale, the ratio Sie: being made equal to z. 


OI, 
Multiplying I, by the resistance 7 of the circuit, we obtain the 
vector Ov, which should be reversed in direction if there were 
room on the diagram, in order to represent the vector —I,r 


drop. As in the circular case, the three vector e.m.f.’s Oe OE,, 
— Or have always zero as their vector sum. In the periodic 
case they all rotate in circles with uniform circular angular 
velocity w. In the ultraperiodic case, they all rotate in rec- 
tangular hyperbolas with uniform hyperbolic angular velocity Q. 
The damping coefficient may be applied to each projected 
quantity separately, or the vectors may instead be considered to — 
rotate in the spiral curves shown. A considerable number of 
trigonometric formulas which apply to the rotatory vector 
diagram of Fig. 81, also apply to that of Fig, 82 when 
hyperbolic functions are substituted for the SUE SS 
circular functions (Bibliography, 70). 

The important theorem that a hyperbola takes the place of 
the circle when the discharge changes from the periodic to 
the ultraperiodic type was first published by Dr. Alexander 
Macfarlane (Bibliography, 18). 

Inverse Hyperbolic Functions.—Let an indefinitely long per- 
fectly conducting cylinder be supported parallel to an indefi- 
nitely extending perfectly conducting ‘plane, but separated 
therefrom by a uniform conducting medium of resistivity p 
absohm-cm. (or C.G.S, absolute magnetic units of resistance in 


a cube of 1 cm. between opposed faces). A cross-section of the — 


_ system is indicated in Fig. 83, where DEF is the conducting 
cylinder of radius o cm., with its centre at C, which is per- 
pendicularly distant d cm. from the conducting plane Z’OZ. 
Let us take in imagination two such sections at a distance of 
1 cm. apart along the cylinder, so as to comprise between them 
a slab of the system 1 cm. thick, Then the resistance of the 
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medium in this 1 cm, slab between the cylinder and the plane 
will be equal to that of a 1 cm. slab of the rectilinear system 
shown in Fig. 84, where EF, a conducting strip D=2z0 cm. 


D 


F 


tg 
~~ = se 


gi---- ~---Z 


Fic. 83.—Section of a Conducting Cylinder DEF parallel to an indefinitely 
extending plane 2’oz. 


wide, is placed parallel to a similar strip Z’Z, but separated 
ae ee ; 
therefrom by the distance o cosh (©) om. between insulating 


walls shown shaded in the diagram. Thus the linear resistance 
of the system in Fig. 83, is the same as that of the system in 


Fic. 84.—Equivalent Slab Section corresponding to infinite plane and 
parallel cylinder of Fig. 83. 


Fig. 84. In the diagram of Fig. 83, all the stream lines of 
current are circles and the equipotential lines are orthogonally 
intersecting circles. In the diagram of Fig. 84 the stream lines 
are all parallel straight lines and the equipotential lines likewise. 

From the linear resistance of a conducting medium we may 
pass by a well-known transition to the linear capacitance of the 
corresponding dielectric medium. The linear capacitance of two 
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parallel cylinders, whether of the same diameter or of different . 
diameters, then follows at once in terms of inverse hyperboli¢ 
functions or anti-hyperbolic functions. These formulas are rigid 
at all distances, whereas the ordinary linear capacitance formulas 
are only approximate formulas, in which the error is practically 
insignificant when the distance between them is more than say 
25 times the diameter of each cylinder (Bibliography, 55). 


Fic. 85.—Two Parallel Eccentric Cylinders, one enclosing the other, 
and the inferred common zero-potential plane. 


Inverse hyperbolic functions apply very conveniently also 
to eecentric parallel cylinders, as indicated in Fig. 85. 

The geometrical transformation of a rectilinear area into a 
conjugate circular area is represented in Fig. 86. Here in v w 


plane we have abscissas from v= —1 up to v=1, and ordinates 
from w=— 5 to w=+ >" If we apply to this plane the 


tanh function in the form— 

y + jz = tanh (v + jw) 
we obtain the curvilinear diagram shown. Corresponding 
portions of these two diagrams are shaded alike. Thus if 
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pqrs and tuvx are the sections of two parallel wires in the yz 
plane, then the flow lines of current in a conducting medium 
_or of displacement in a dielectric medium follow the circular 
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Fic. 86.—Graphical Comparison of (v -+ wa/ — 1) and of tanh (v + w/ — 1). 


segments such as ¢’l’a’d’e'f” and the equipotential lines are - 
the circles intersecting these. The total flow would be the 
same as between the flat surfaces pqis and ¢wvx in the recti- 


linear diagram. Corresponding amounts of the flow occur in 
| 3 $ 


Fie. 87.—Linear Capacity per 100,000 Wire-Feet and Wire- Meters. 
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corresponding shaded areas and corresponding potential drops 
can be traced in the same way. 
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Fic. 88.—Linear Ca 


Graphs of linear capacitance of bare, equal, parallel 


pacitance for Different Interaxial Distances. 
, round wires in air for interaxial distances from 25 to 10,000 diameters, in microfarads 


mf, per 1,000,000 wire-feet ; 


16°93 
cosh—la 


per 1,000,000 ‘‘ wire-feet,” per 100 ‘‘wire-miles” and per 100 “‘ wire-kilometers”; y = 


mf, per 100 wire-kilometers. , 


5°555 
eosh-la 


mf, per 100 wire-miles ; y 


212 APPLICATION OF HYPERBOLIC FUNCTIONS 


The application of these inverse hyperbolic formulas to linear » 
capacities between equal parallel wires, when the wires are very 
‘close together, is illustrated in Fig. 87, which gives the linear 
capacitance per wire-meter and wire-foot for various interaxial 
distances up to 25 diameters.* The linear capacitance per 
loop-meter or loop-foot will be respectively half of the amounts 
shown. 

Finally, Fig. 88 gives by inspection the linear capacitance of 
pairs of parallel wires for various separations greater than 25 
diameters, and at which the error in the ordinary formulas 
becomes negligible for practical purposes. 

Since the external linear inductance of any uniform linear 
system of insulated conductors expressed in abhenrys per cm. 
must be the reciprocal of the linear capacitance of the same 
system of conductors expressed in statfarads tT per cm., it is 
evident that inverse hyperbolic functions may also be applied 
to computing the linear inductances of cylindrical conductors 
in close mutual proximity. 

Dr. C. V. Drysdale has devised and published an fitereeeat 
application of hyperbolic functions to the theory of the magnetism 
of linear magnets. (See Bibliography, 71.) 

Hyperbolic functions have also been applied for a long time 
to the problem of eddy currents in conducting laminze sub- 
jected to simple harmonic magnetic forces in their plane. (See 
Bibliography, 4, 62.) 

Hyperbolic functions have also been applied by Professors — 
J.J. Thomson, Alexander Russell, and others, to several elec- 
trical problems other than those discussed in the preceding 
pages. (See Bibliography, 4, 36, 56.) | 

* See Bibliography, 55, 67, 68. 

} The abhenry is an unauthoritative name provisionally suggested for 
the absolute unit of inductance in the C.G.S. magnetic system, and the 


statfarad is a similarly provisional name suggested for the absolute unit of 
capacitance in the C.G.S. electrostatic system. 


APPENDIX A 


Transformation of Circular into Hyperbolic Trigonometrical 
Formulas. 


THE following identities are well known— 


gJ% aes EI 


sin % = EE a eS numeric (1) 

cos @ = Aba i Pie as ‘ (2) 

tan @ = * se te ae aed, (3) 
einh oo & — ey he) er ? (4) 
cosh 7 = — oe Al Bre ge < (5) 
tanh z = ee sae ee 7 (6) 


where z is any real quantity andj = ./ — 1. 
In formulas (1), (2. and (8) substitute jy for z. Thus— 


: 2. 3 on? =e ee ee eee : 
S102 == sin fy = re we Mieco gts sinh ynumeric (7) 
- P ed Ey. e/ iw, 
cos 2. = cos jy = — ms = ‘ = cosh v - (8) 
leYo—e ev — e- 


tan « = tan jy = =jtanhy ,, (9) 


jetta "apes 

Consequently in any transformation formula of simple circular 

trigonometry containing sines, cosines, or tangents of any real 
numerical argument #, we may substitute 

yj sinh y or alsoy sinh w for sin « . . numeric (10) 

cosh ¥ r cosh 2 ,, COS&@—a . - (11) 

qtanh ys, ° ¢tanh we... tan. =. . (12) 


since a transformation equation in terms of y will hold true 
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_ generally, We may thus derive the corresponding formula of 


hyperbolic trigonometry. . For example, taking the well-known 
formula— : 


“hana ee numeric (13) 
COs & 
; F ___g sinh « 
we obtain jtanh ¢ = mane Salers és (14) 
sinh x 
or tanh 7 = Ee ae Se ee S (15) 
Again taking corza+sin®ea=1l. ... \ (16) 
we obtain césh*.-F 7° Binh* 2 =, 1. 2 ave 
or cosh? 7 — sinh* 7% = 1 - , (18) 


Thus all the regular formulas of circular trigonometry may be 
transformed. 


APPENDIX B 


Short List of Important Trigonometrical Formulas Gaue gq 
the Hyperbolic and Circular Equivalents. 


HYPERBOLIC CIRCULAR 
é@. = cosec B = 1 
eevee ~~ ginh @ sin B 
1 
<i sec Be 
sech 6 cosh @ B= cos B 
1 1 
= —— cot = 
coth 6 tanh @ B tan B 


cosh? @ — sinh? 6= 1 

sech? @ = 1 — tanh? 6 

sinh 2@ = 2 sinh @ cosh @ 
cosh 26 = cosh 26 + sinh? @ 


cos? 8 + sin? 8B =1 

sec? 8B =1-+ tan? B 

sin 26 = 2 sin B cos B 
cos 2B = cos? B — sin? B 


_ 2 tanh @ tan 26 = 2 2n 8 
tanh 26 = 1 tae e 1 — tan® e 
: cot= B — 
oth 26 = Cotht a +1 ent 28 =e 
: 2 coth 6 _ 2cotB 
n is sinh @ cosh @ — 1 tin i wy Bee cos B 
tam 2—-1+cosh@~  sinhé 2 l+cosB sinBf 
NW baci aned cosh @ — 1 =, /1— 08 B 
cosh @ + 1 ; 1+ cosB 
sinh (@; + 6))= sinh @, cosh 6, + cosh @, | 7 (8; + B,) = sin B, cos By + COs B, 
sinh @, sin By 
cosh (0, + 4) = cosh 6, cosh, + sinh @, | CS (& + 6) = cos B, cos By F sin B, 
sinh 6, . sin B, 


tanh 6, + tanh @ 

1 + tanh @, tanh @ 
coth 6, coth @é, +1 
a (0 + 4) fs coth 6, + coth @, 
sinh (@, +4) -+ sinh (@, — 6,) = 2 sinh 6, 


tanh (0, + 65) — 


tan 8, + tan By 
1 + tan B, tan B, 
__ cot B, cot By + 1 
oS (8, $ By) = cot By + cot By 
sin (8, + Bo) + sin (8; — Ba) = 2 sin By 


tan (8; + By) = 


cosh @, cos By 
sinh (8, + oe) — sinh (0, 4 0,) =2 cosh 6; sin (B, = i Bo) — sin (B, _ Bo) = 20s B, 

sinh 6, sin B, 

Wi omace “eee 
sinh @ = i = 2 : 

° =o eJB + €-i 
cosh 6 — : Hs cos B — ree € 
ame: ied e/B — e-JjB 
tanh @=G] ont tan B Ss fee a 
: 6? ¢° B B? peel 
sinh @ = @-+ 3, +e, sin B= B—> +5 
cosh @=1 +547 + is alee 
5 = a7 2 1 
tanh @=@—— +5 — at tan B =p +5455 eer 
v . 

d sinh oe h d sin B 

FT aie itdee ip = 0088 
dcoshé@_. d cos B _ 
“Fee ZB = — gin B 
d tanh 6 
= = sech? @ dtanB _ sence 


215 


APPENDIX C 


Fundamental Relations of Voltage and Current at any Point 
along a Uniform Line in the Steady State. 


CONSIDER a uniform conductor, say a lead-covered insulated 
wire, as indicated in Fig.C. At a distance x km. from the 
home end, let the steady potential to ground or sheath be 
e volts, and the steady current along the conductor be 2 amperes. 


Fic. C.—Element of uniformly leaky lead-covered insulated wire with 
its included conductor-resistance and dielectric-conductance. 


Then if we consider a short element of the conductor dx km. 
long, and if 7 is the linear conductor-resistance, the conductor- 
resistance in the element will be rdx ohms. Likewise, if g be 
the linear leakance of the insulator in mhos per km., the 


leakance in the element will be gdx mhos between conductor 
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and sheath. The drop of potential in the element will be 
t.rdx volts, and the drop of current in the element will be 
e.gdx amperes. 


That is— —de=irdx. . .. . . Volts (1) 
de = 

or— | aT UE ing a volts/km. (2) 

and— —dti=egdx. . . . . amperes (8) 

or— ie =-—e. . . amperes/km. (4) 


Differentiating (2) and (4) again with respect to x we obtain— 


de —— at volts 


ae = =— ie “= ree € (km? (5) 
re na tat i ar 
he dat ~~ Fd ~ %-* (km)? ) 


The solutions of (5) and (6) are known to be (Biblio- 
graphy, 7)— 

e = Acosh(,/gr.x) + Bsinh(,/gr.z) . volts (7) 

i = Cosh (/gr.v) + Dsinh(/gr.a) amperes (8) 

The bracketed quantities in formulas (7) and (8) are hyper- 

bolic angles ; while A, B, C and D are constants depending on 

the terminal conditions of the line. If the steady conditions at 

the sending end are known to be an impressed e.m.f. of E, volts 
and an entering current of I, amperes ; then— 


e= EK, cosh La —I,r,sinhLa.. . volts (9) 
and— a = I, cosh La — = sinh La . . amperes (10) 


0 


where L, is the distance « from the sending end, a = ,/gr and 


tT = Ne If, on the other hand, the conditions at the receiving 


end, B, are known to be a terminal e.m.f. of E, volts and an 
escaping current of I, amperes; then (7) and (8) become— 


e= Ep, coshh,a+Ipr,sinhLa . . volts (11) 
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and— t= Je cosh ide ie ® sinh La. . amperes (12) 


where L, is the distance of the nae « from the receiving end 
of the line. 

Thus, if the distant ov B of the line is freed (Fig. 10), then 
in (11) and (12) we know that the current to ground at that 
end vanishes; so that Ip = 0, and those equations become— 


= Kp cosh Loa 9s 4 “2. volts Liat 
i= = sinh La... . amperes. (12a) 


where ¢ and 7 are respectively the em.f. and current at the 
sending end of the line of length L, km. ey the 
resistance offered by this line at. P is— _ 


i, = £ = 7, coth Las, tae ae (13) 


But although (11a), (12a) and (13) are arrived at over a length 
L, km. between the point P and the distant free end B, yet 
the reasoning they present is general, and applies if the. point 
P be moved back to A (Fig. 10). That is, they apply to any 
line of length L and angle 0; so that, substituting Ey, for e, 
and I, for 71, we have— 


Se ae 
Ep = enahie = Ka sechG. . . volts (14) 
Bp =r cot ON. oo gee eee erie 


Again, if the distant end B of the line is grounded, then ; 

in (11), the terminal e.m.f. Eg =0, and this equation becomes— 

7 es 7, sinhLa . . . volts (110) 

or the current Ip, received to ground at B, is— 
€ 


ae , sinh L,a 


amperes (16) 


where ¢ is the e.m.f. ae on the section L,at P. If we 
move P back to A, the length becomes L, and the angle of the 
line becomes La = 0; while e becomes Ey, Hence— 
: Ea 
In = 


r, sinh 0 ; amp eres L iL 7) 
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To find the sending-end current at A with the line grounded 
at B, we may take (12), make Ey = 0, and substitute the value 
of I, from (16); or, we may take (9), and make e¢ = 0 therein. 
In either case, we find— : 
I Ea = 

Ap, tanh 6 

In the same manner, if we wish to find the potential and 
current under any assigned terminal conditions, we have only 
to apply those conditions to the proper equation in (9), (10), 
(11) or (12), and arrive at the required result. 


—coth @ . amperes (18) 


APPENDIX D 


Algebraic Proof of Equivalence between a Uniform Line and its 
T Conductor, both at the Sending and Receiving Ends. 


Let A’O’BG’, Fig. D, be the equivalent 7 of a line having 
an angle @ hyps. and a surge-resistance z, ohms or surge-con- 
ductance y, = 1/z, mhos. Let the two branch resistances be 


9 | 
each made equal to p’ = z, tanh > ohms, and the conductance of 


the leak be made g’ =y, sinh 6 mhos. Then if the 7 be 
grounded at B through a resistance o ohms, the apparent resist- 
ance of the line at A will be— 


Ai oe Cea B | 


Fic. D.—Equivalent T circuit with a terminal load o at the receiving end and 
an e.m.f. E impressed at the sending end. 


1 
(p' + 0) — 
PB, g b SAE -P + 0) 
R, = p+ Sees p + Wy Sona ohms (1) 
ais ie ht 8 
g ' 
Substituting 2, tanh : for p’, y, sinh 6 for g’, and z, tanh 0’ for o, 
by (54) we have— 
9 cm tanh-5 + z, tanh 0’ 
R, som Ro tanh 9 =P S16 i, ne ~ See ae ee ohms (2) 


tanh : sinh @ + tanh 6’ sinh 6+ 1 
Kt 
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tanh 4 + tanh 0’ : 
cosh § + sinh 6 tanh 6” 


sinh @ Bar; 
ee “| sinh 6 1 + cosh 0 ga! | ES os) 
1 + cosh 97+ cosh 6 + sinh @ tanh 6’ 


ae 6 cosh 9+sinh 26 tanh 6’+sinh @+ tanh 6’(1+ cosh @)) ohms 
ae (1 + cosh 6) (cosh @ + sinh é tanh ’) (5) 


(1 + cosh 6) (sinh 6 + cosh 6 tanh 6”) 
aki, is ++ cosh 6) (cosh 6 + sinh 6 tanh at a 
tanh 6 -+ tanh 6’ 
°] + tanh @ tanh 0 


ay, ee see .» ohms (8) 


@ 


>= 2%,tanh(0+6’) . ohms (6) 


This result is in accordance with formula (56) for a terminally 
loaded uniform line. | 
The current entering the line at A will therefore be, if Ex is 
Ka 
z, tanh (6 + 6’) 


rent reaching ground at B will be— 


the impressed emf, I, = amperes, and the cur- 


eA 


z, tanh gr z. tanh 6’ + ani 9 
= Lig. = 7 1 = © (8) 
sinh 9 tanh 3 +sinh 9 tanh 0’+1 
enc ieee (9) 
1+ (cosh 6—1)+sinh 6 tanh 6’ ” 
=I, 1 
cosh 6 + sinh @ tanh @’ ~ © » (10) 
Sie, ee ab pte _ 
cosh 6 cosh 9’ + sinh 6 sinh 6’ : 
= Ty. cosh 0’ 
cos (6'+:67) 7 7 » (12) 
== Ea cosh 6’ (13) 


z,sinh(O+0) °° °° : 


which is in accordance with formula (57). 


APPENDIX E 
Equivalence of a Line H and a Line T. 


LET Za 2p 2c (Fig. E) be the three impedances of the star, 
Ya YB Yq be the three corresponding admittances— 
| bee} 


t : 
—, —-, — respectively. 
ZA *-B 2G 


A B 


Ga 


Fic. K.—Externally equivalent star and delta of 
resistances or impedances. 
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Let 2, % 2% be the three impedances of the delta, 
Y1 Yo Y3 be the three corresponding admittances— 


ian | 
—, —» — respectively. 
=S 


irs 
Lal | sh) 


Then the star will be the external equivalent of the delta * if— 


2% ao 
ee ag geo reall ica se fOline = et 
A Z, a Ro + Ze a 
oe 8 ee ty ee 2) 
n= pte: = pe eee) 
pees Roe 
eq => is eep 2"3 5g ee PP) (3) 


where Xz represents the sum of the three delta-impedances. 
The delta will likewise be the external equivalent of the 
star if— 

. Ya YB eet Be: 


amare yotya 2y nist 
or % = - a1 ohms (4) 
oe YA a ae Ye 03 ee y 
Of 2s an a an aye 
no ite mi 
Pay) 
or % = Ma a < (6) 


where Xy represents the sum of the three star-admittances. 


If ya = y,/tanh 2 Yp = y,/tanh Z Yq = y, sinh 6; 
then by ee 


We — a + sinh f 


ee oe = 2 tank (2 + sinh @ tanh £) 


6 
Oe 
— tanh 5 


ohms (7) 
* See Bibliography, 22. 
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a ee 7) sinh2 6 
== tani Abs, tL. pe) =? , tanh Ae 1 + cosh 0) 

7 ohms (8) 
a2 SIN (0 ow epee eee : Hexion. ud bf 


which is the impedance to be TNT in aie coher of the JZ. 
Again by (5)— 


, sinh 0 
; ee 
ge Ya YG 2 ae sinh 6 
ig es 05 oe eine 
ate + sinh 6 tanh 2) | 2+ 1S cose 
tanh $ 
vil sinh 6 : 
~ %oT + eosh 6 7° ee 


which is the unten to be inserted in the A pillar of the a 
and, by symmetry, also in the B pillar. 


APPENDIX F 
Analysis of Artificial Lines in Terms of Continued Fractions. 


BEFORE taking up the analysis of an artificial line, it is 
desirable to consider two indispensable propositions in the 
algebra of continued fractions. 

A continued fraction of the type— 


1k ee) = pe eigen yan Ae) 
a+ 
L 6+-1 
R wag, a+ 1 
b+ 


is called an alternating continued fraction; because the two 
terms a and 6 appear alternately in the successive denominators. 
On the other hand, a continued fraction of the type— 


EY fey = 1 caste MEP teres Pe etneNergiec / Ces 
e+l1 
een eam! 
* Ste. Ga 
s eee 


may be called a constant continued fraction. The quantities a, 
b, and 6, here considered, are numerical constants, positive or 
negative, integral or fractional, real, imaginary or complex.* 

If we multiply the four-stage continued fraction (1) by any 
constant factor d, we obtain by successive steps— 


d 1 1 se cc meriey43} 
b+] a)” (ed) de Wd ae ee 
a+l a+ £ a i 

b+ b+ ()+enx 


* Certain limiting cases of the propositions, including Strehlke’s theorem 
(Bibliography, 2), are defined in the original publication. (See Biblio- 
graphy, 47.) 
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This process is perfectly general, and may be carried on to 
any number of stages. It leads to the following conclusions, — 
which may be also demonstrated in other ways— 

(a) The effect of multiplying a continued fraction by a 
constant d@ is to divide all the odd denominators by d, and to 
multiply all the even denominators by d. 

(b) The effect of dividing a continued fraction by a constant 
dis to multiply all the odd denominators by d, and to divide 
all the even denominators by d. 

(c) The effect of multiplying an alternate continued fraction 
F(a, b), by a constant d is to produce a new alternate continued 
fraction, in which the odd denominators are a/d, and the even 
denominators are bd. 

(d) The effect of multiplying an alternate continued fraction 


F’,(a, 6), such as (1), by the particular constant d = a ‘ is, 


by the last preceding proposition, to produce a new alter- 
nate continued fraction, in which the odd denominators are 


an] : —,/ab and the even denominators are b,/ ; = ,/ab. 
Thus the new alternate continued fraction reduces to a constant 
a 


continued fraction F,, (,/ab) for the particular case d = a 


or— He F, (a, 6) = F, (,/ab) .. numeric / (4) 
and— F.@ => RWB. »O 


so that— 


1 fj 1 et Leto) 
WY Fs = = 
a+l a fab+1 
ee nf Bose 
%% a+ 5 % ee | Jab+l | 
Sey r/ab + 


That is, any alternate continued fraction may be expressed as a 
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factor multiplied by a constant continued fraction of the same 
number of stages, the constant term of the latter being the 


geometrical mean ,/ab of the two alternate terms of the former, 


and the factor being x x the square-root of the ratio of the 


alternates. 

Terminally Loaded Alternate Continued Fractions.—If an alter- 
nate continued fraction of 2 stages in a and 0 terminates in a 
denominator m, thus— 


Welt, O)i-satl ian) oan ae ean a Al IM Cree / 10g) 
fone Ont d 
b+1 
& aA. 
Ce is 
b+1 
a+l 


it is called a terminally loaded alternate continued fraction, and 
the final fraction 1/m is called the terminal load of the continued 
fraction. | 

Expression of a Constant Continued Fraction in Hyperbolic 
Functions of an Auwiliary Angle—It may be proved * that— 


sinh naw 
F, (¢) =1 = 3 if 7 is even (8) 
oe 1 : cosh (1 + Ny Ub 
e+] 
i ral or— 
2 Kon c+ | 
ty COSI HIE an te 

eH Me ECOND ifmisodd (9) 

LO =4 
where sinh wu a5 or % = sinh (5) numeric / (10) 


Consequently, any constant continued fraction ” stages may be 
expressed as a sine-cosine ratio of m and + 1 times a certain 
auxiliary hyperbolic angle w, defined by (10). It follows, 


* See Bibliography, 47. 
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therefore, from the preceding that any alternate continued 
fraction of m stages may be expressed as a factor, multiplied 
_by sine-cosine ratio of m and +1 times a certain auxiliary 
hyperbolic angle w. » 
Example.—Consider the particular 3-stage alternate continued 
fraction F, (a,b) = ae csi 
500 + 1 
0:00025 
Here a=0:00025 and b=500. This can be transformed by pro- 
position (d) formula (6) into the constant continued fraction— 


500 1 
000025 4/0195 4+ 1 
AT CEN a 
/0125. 
cosh 32 
sinh 4 


This, again, becomes, by (9), »/2,000,000 x 


V Se ee rea 
or, by tables, wu = O17586 . . . . hyp. 
| cosh 0°52758 
sinh 0°70344 


where sinh w = 


so that F, (a,b) = 14142138 x 
See liiia 
a result easily checked by direct arithmetical solution of F, (q,0). 
In this comparatively simple case, it is easier to solve the 
alternate by direct arithmetic; but in the case of an alternate 
continued fraction of unwieldy constants, and many stages, it 
is much easier to obtain the solution by the hyperbolic process. 
Terminally Loaded Alternate Continued Fractions Expressed 
an Terms of Hyperbolic Functions.—Considering the following 
notation for an ascending series of terminally loaded alternate 
continued fractions— 
1 
1s (4,8) = Pex xe 1 


mm 


numeric / (11) 
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FP, (0,2) ee ea numeric / (12) 
a+] 
mn 
Pig ee (13) 
me a+l pe 
at 
a+ 1 


etc.; we may write consistently with the above notation— 
KF, (6a)1 = 2 Se Ph cee LOE TO hea) 


Nv 


It is easy to show that if n, is an odd value, and n, an even 
value of n— | 


rs cosh (nu + wu’) ae 
Ee (a, ay Me wie yy eee numeric / (15) 
(b, a) Fes a sinh (nu + wu’) (16) 


bd cosh \(n +1) u+ wu’ # 
where, as before— 


w = sinh - iS) = sinh -! @e ; >) : ery’ 


cosh 2 
ier’ ae -1 
and w = tanh € ie Sas afb « ae e Glo) 


When a, 0, and m are positive real quantities, (18) becomes 
uninterpretable if the denominator becomes smaller than the 


F b 
numerator. That is, must not be less than e~ x a 
oe oa ee 
If m is less than ¢ rf 7? We may write— 


w! =jgtul. , w= . humeric (19) 


whence w”’ = tanh - @ Are mes s bak r (20) 


‘cosh iw 
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where w is positive and real. Formulas (15) and (16) then 
become— 


b sinh (n0 + w’’) ; 
F,,, (a, 6) a NP posh ACSA ae numeric (21) 
5 a an cosh (nw + w’’) 
GOi= 5 sora: ya eee 


In the particular case where m = 6/2, w” = 0; so that— 


b sinh nu 
a cosh (n+ 1)u 


F,, (a, Dan = . numeric (28) 
9 


~ fla cosh nas . 
1 PA (, “ip ale ¢ sinh (n +.) ape te ara ” (24) 


Moreover, if we adds to F’,,, (a, 6) as in the particular case— 


b Ms ee od ee ee numene (25) 
gt #, 4.9) = 5 + aay | j 
b+1 
a 
we have by (6) and (9) — 


b : — [6 ¢/ab cosh nu 
pts Le aD ve Nrat 5 SACRE Le numeric (26) 


LA Comer : cosh n,u 
Vf sin a ee +N 


=4/- {cosh wu -coth (n,+1)u} _,, (28) 


Again, if we add F to Ky, (a, a as in the particular case— 
2 
1 | 
a+ 1 
Beek 
atl 
2 


numeric (29) 


b b 
3° F, (4, ye ie ae 
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we have, by (23)— 


b b fab sinh 7,2 
SoHE (ace) Vals 
5 (a Jy b seem Gr ie xf numeri (30) 


sinh 72, 
=; -4 sinh w Mcrae cae La coal Ge yay? (31) 


= «| feosh u-tanh(n,+1)u} 4, (82) 


Application of Foregoing Formulas to Artificial Lines—There 
are two types of artificial line, the single-conductor and the 
double-conductor line, as shown in Figs. 1 and 2 respectively. 


A B C D E 
Be 


Fic. F1.—Single-Conductor Type of Artificial Line. 


These are electrically equivalent, ignoring questions of lumpiness, 
circuit balancing, and circuit symmetry, if in each section AB of 


A B Bae: D' E’ 


i “ “ . fe 
A! Be C D (i. 
Fic, F2.—Double-Conductor Type of Artificial Line, 
A'B’+ A”’B” 
> : 
of Fig. 2, and that the capacity in each section of Fig. 1 should 
be twice the capacity in each section of Fig. 2; so that the CR 


Fig. 1, there is the same conductor-resistance as in 
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product, 2. ¢. the total resistance Rin the line circuit, and the 
total capacity C across the circuit shall be the same. It is thus 
evident from what has been considered in earlier chapters that 
it is sufficient to discuss single-conductor lines only, with the 
understanding that the discussion applies immediately to corre- 
sponding double-conductor lines. 

It is also evident, from what has preceded, that we need 
only consider single-conductor lines of the continuous-current 
type, with sections of conductor-resistance and leaks in 
derivation as shown in Fig. 3. The formulas which we shall 


Sener ers ee ea eee 
Mocks ee, See Nh - ---&-----T,----- 4 Aa ea Teer+ oe 


ta AV So aa 


Fic. F3.—Artificial Line of Four Sections. 


use will then apply to alternating-current artificial lines with 
condensers, by extension from real to complex numbers. 

Fig. 3 shows a four-section artificial line AB. The four 
sections are alike. Each consists of a conductor-resistance 
7, ohms, with a leak of g, mhos at the centre. In other words, 
the artificial line is a simple succession of uniform 7’s. The 
junctions are numbered from (0) at B to (4) at A, and the leaks 
are marked with corresponding Roman numerals. 

Sending-end Resistance of Artificial Line when freed at Distant 
Hnd.—Let it be required to find the sending-end resistance of 
the artificial line at A, when freed at B. 

Commencing at leak I nearest to B, the free end, the con- 
ductance of this leak is g, mhos. Consequently, the resistance 


at and beyond point I on the line is ; ohms. The resistance: 
: 1 p 
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in the line between leaks is 7, ohms. Therefore the resistance 
beyond leak II is— 


Rey seme +7 af he 4 IS a (33) 
Expressing this as a conductance Berit point iat 
‘ | , 
Gn = 4 Favs) - mhos £ (34) 
I 


Adding the conductance of leak II, to obtain the total conduct- 
ance at and beyond II— 
A 1 
Gi =, + +L 
Nn 
Expressing this as a resistance at and beyond II— 
1 3 
Rar = ESN = F971) ohms L (36) 
. eal 


= 9, + F(7,%) ne mhos / (35) 


1 

Now transferring attention to leak III, the total resistance 

beyond this leak is— 
Ryan = 7, +1 


= 7 Hoga). ohms, /n(30) 


9, +1 
Te el 
Tie. 
Expressing this as a conductance— 
1 | 
SBT Tae Ate =F) +» mhos £ ey 
Ne ees 
f, - 


Adding the conductance of leak III to obtain the total con- 

ductance at and beyond this leak— 
fi 1 
Gyr = 9, + 54 =9, + Fy(7,9) mbos / (39) 
gi ae Es 

g,+1 ; 

a = 1 

g 


- | 
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Expressing this as a resistance— 
1 | 
Ryn = a i = Fg) ohms / (40) 
71 +1 
9+41 
rr+1 
I 
Transferring attention to leak IV, the resistance beyond this 
leak is— , 
1 
Bay = 7, + R41 =7,+F,(9,7,) ohms Z (41) 
he Py, 
KA+1 
t; Bove 
Ni 
Expressing this as a conductance— 
‘ | 
Gyv = +1 = F,(7,,9,) mbos 7 (42) 
aa Ars 
f+ 1 
KA+1 
Cts 
var 


Adding in the conductance of leak IV, the total conductance at 
and beyond IV is— | 


; 1 
Giyv = 9, + em = 9, + Fy(7,9) mbos / (43) 
oi eae 
bel 
htt 
Pea 


Expressing. this as a resistance and adding the last halfsection 
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of resistance 4—IV, we have as the total sending-end resistance 
of the line in the steady state, with the distant end free— 


"i 1 P 
Rya = Rwy = 5 + roel ae o t+ F,Gp7) ohms / (44) 
tI ie 
Gigi 
pee 
+41 
By att Se 
Nn 


But by (28) we have— 
Ra = Ri 7 (cosh w.coth 8v) . ohms / (45) 
i 


If the sections of this line were indefinitely. short and 
indefinitely numerous ; that is,if the line were composed of, say, 
a million small sections each of conductor-resistance 7,, and 
leak g,,1t would be equivalent to a smooth uniform actual line of 
those constants and it would have, by (27), a surge-resistance 


"! ohms. Consequently, in the artificial line here considered, 
1 Pe . 
the ratio 7 may be called the apparent surge-resistance, and 
i 
be denoted by z,’. So that— 


Rys = 2, cosh w.coth 8u . . ohms / (46) 
and writing 2, for 2,’ cosh u— 

Riya = 2; coth:8u “rs. 2 = ohms /- (47) 
where— == sinh-* (<a) Sha, fs te Lee pe ores 


As an example, suppose that each section of the artificial line 
has a resistance 7, = 500 ohms, and a leak of g, = 0°00025 mho. 
Then— 
2! = x}20__ — 72,000,000 = 1414-2 ohms 
: 000025 gts 


and— 


500 x O00U25- .. .-fn/0195 
age a = =n hs 5) 


4 =sinh-! 


= sinh! 0°17678 = 0°17586 hyp. 
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This is the auxiliary hyperbolic angle and is also the hyperbolic 
angle subtended by a half-section of the artificial line. The ~ 
surge-resistance z, 18 therefore 14142 cosh 0:°17586 = 1414-2 
x 101550 = 14861 ohms. The total angle subtended by the 
line is— 
Ose = Be eh) See ysis 
= 140688 hyps. 


The artificial line behaves, in fact, like a real smooth line of 
surge-resistance 7,=1436'1 ohms and angle 1:40688 hyps., the 
sending-end PPCtante of which by (20) page 15, is— 


Ra = 1436°1 coth 140688. . . ohms LZ (50) 
= 1619°38 ohms. 


Sending-end Resistance of Artificial Line when grounded at B. 
—If we ground the artificial line at B, the resistance beyond leak 


Tis 2 ohms. At and beyond this leak; 2. ¢. including the leak, 


it 1s— : 
oe a a (Gin) ge tak See oe eee (51) 


ef Aue ls + 1] aes ry/2 
7/2 
Proceeding from leak to leak as before, we find for the total 


sending-end resistance at A— 


gery 1 > 
Rya 9 i =e i a+ F, C7 "a * ‘ ohms vi (52) 
mti1 ae 
Ura ce 
ite mia! 
Tai 1 
a — il 
epee 


| By (32) this becomes — 
hee 2 - cosh wu. tanh 8u . ohms / (53) 
ih 


=z,’ coshw.tanh 8w. . . a (54) 
=e aS ede te al oe feet Oe 
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In the case considered, with 7,=500 ohms, and g,=0:00025 
mho, z,=143671 ohms, and w=0°17586 hyp. the artificial line 
behaves like an actual smooth line of surge-resistance 1436°1 
ohms, and angle 1°40688 hyps., of which by (23), page 15, the 
sending-end resistance at A when grounded at B is— 


Ry, = 2, tanh 1:40688 = 1273633 ohms , . . (56) 


Proceeding in this way, we should find that in every respect the 
. artificial line would behave in the steady state exactly like a 
real smooth line of surge-resistance z, and angle 8 hyps. 
Along and within the artificial line, the distribution of potential, 
current, resistance, power and energy would not be the same as 
in the corresponding smooth line; except at section junctions, 
where the agreement would be complete, each section being the 


external counterpart of a smooth line having a surge-resistance— 


2-2. cosh U = V2 ie + 7 1 Wee 1 ohms / (57) 
1 Al 


and an angle— 


a" fares ek i oN es ae 
@= 2 =2 sinh (S41) — 2 sinh ( 2 2) byps. Z (58) 


which means that each section of artificial line is the equivalent 
T of the corresponding section of actual smooth line. See 
page 35, where p’ = 7,/2. 

If each J7-section of the artificial line, in the case considered, 
represented 100 km. of actual smooth line; then the actual line 
of 400 km., having a surge-resistance of 1436:1 ohms, and an 
angle of 140688 hyps., would have a conductor-resistance of 
14361 x 1'40688 =2020°4 ohms, and a total dielectric leakance 
of 1:40688/1436:'1=0°979956 x10-> mho. To these values 
correspond linear constants of 7=5:051 ohms per km. and g= 
2'44989 x 10~-* mho per km. 

If the leak in each section of artificial line is not applied at 
the middle of each section, the computation is only slightly 
altered, provided all the sections are alike. The value of u, the 
semi-section angle, remains unchanged and 2, only is affected. 
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If the leak is applied half at each end of a section as in a 
symmetrical JT; then if 2,” = «/7,/9, | 
Z, =e, fcosh & . . p24 Ohms ey 


° 


so that the smooth line corresponding to the artificial line is 
readily found. 

In the case of alternating-current artificial lines in the steady 
state, with condensers in the section leaks, the problem is the 
same; namely, to find the equivalent section of smooth line 
represented by each symmetrical T-section. The same formulas 
apply, but must be interpreted vectorially or in two dimensions. 
This means that the smooth actual line which is the external 
counterpart of a given section of artificial line comprising line 
and leakage impedances, varies.with the frequency of operation. 

Fig. 4 gives the graph of potential distribution over a five- 
section line of the type above considered, with the distant end 
free, and 100 volts applied steadily at the home end, as 
represented in Fig. 18, page 39. The heavy broken line repre- 
sents the fall of potential in the artificial line, and the dotted 
curve that which would be found in the corresponding uniform 
smooth line. The heavy broken line is therefore a funicular: 
polygon, or inelastic string loaded with equal weights at the 
equidistant points I, II, III, IV, and V; while the dotted 
curve is a simple catenary between the same terminal points. 
The catenary coincides with the polygon at the section-junctions 
1, 2,3 and 4; so that each section of the polygon is externally 
equivalent to the corresponding section of the catenary. 

It follows from the foregoing, that the distribution of resistance 
potentials, currents, power and energy at the section-junction of 
a J-section artificial line, operated either with a continuous. 
current, or with a single-frequency alternating-current, is 
identical with that of the corresponding points on the equivalent 
smooth line. Inside each T-section, the electric distribution is 
evidently different from that within the corresponding sections 
of the equivalent smooth line. The actual distribution at any 
‘point inside each J-section may, however, be readily found by 
Ohm’s law deduction, from the distribution at the adjacent 
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section-junction.. The conditions at any given leak may also 
be readily determined in hyperbolic functions. Thus, with the 
distant end free, the ratio of the resistance beyond the (N+1)th 
leak, to that at and beyond, 7. e. including the Nth leak, is— 
Rywii _ cosh (2 N +1) u | 
R’ ~ cosh (2N—1)a * 
With the distant end of the line grounded, the ratio of the 
resistance beyond the (N+1)th leak, to that at and beyond, 7. e. 
including the Nth leak, is— 
Ry, n+1__ sinh (2N +1) u 
ton ee sinh (2N = 1) U 

The line current at one side of a leak is obviously the same ~ 
as the line current at the next adjacent junction on that side, 
whether the distant end is free, grounded, or in any inter- 
mediate state. 

Moreover, whether the distant end is free or grounded, if Ey 
is thé potential on the equivalent smooth line at the position 
corresponding to leak N (Figs. 3 and 4); then the potential at 
this leak on the artificial line is— 

7 E’y = Ey sechu .. . . volts / (62) 


numeric / (60) 


numeric / (61) 


APPENDIX G 
A Brief Method of Deriving Campbell's Formula : 


> oO . . 
Cosh L'a! = Cosh L'a + — sinh Ya . . numeric.’ 
1) 


_ In Fig. G1, let AB bea line loaded at regular distances L’ km. 
with series loads of 2=2 6 ohms. In the continuous-current 
case X is areal numeric. In the single-frequency alternating- 
current case, & is a complex numeric. A’B’ represents a second 
line which is without.loads, but which has such linear constants 
as to be electrically equivalent to AB from any one mid-load 
point a to any other such as 3. | 


at b¥e 
_ Fic. Gl.—Comparison of Loaded and Equivalent Unloaded Line. 
Confining attention to the section ad of the line AB, ground 
the end of this section at 6, and let a current of I, amperes flow 


from it to ground there. Then the voltage at the } end of the 
section will be by Ohm’s law— 


Bp =I, 0.2%. “ata Cann sO ee 
The current entering the section at a will then be, by (15)— 


I, =I, cosh L'a + I, = sinh L’a . amperes / (2) 


where a is the attenuation-constant of the line AB without 
loads. 


Now referring to the equal length L’ km. between the 
240 


smooth 


oy" 
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corresponding points «’b’ on the companion line, A’B’, grounded 
at b’ but without loads, we have, since E’, = 0— 


I’. =T'y cosh Lia’ . . amperes / (3) 
where a’ is the attenuation-constant of the line A’B’. 


Coils per smooth wave-length. 
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ry 1 ’ . ° . a 
Fic. G2.—Curve Sheet taken from Campbell’s Paper showing-the increase in —}, 


for different numbers of coils (n’’) per smooth wave-length in a loaded cable, 
for various values of 6 = 7r’’/r. 


Assume that I’, =I,, and I’ = ie so that the two lines’ 
are identical in regard to the entering and leaving currents; 
then equating (2) and (3), we have— 

cosh L’a’ = cosh L'a + = sinh L’a . numeric / (4) 


“oO 


U 


actual 


smooth 


yl 


velocity. 


Ratio of 
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Figs. G2 and G3 have been taken from Dr. Campbell’s paper 

on “Loaded Lines” *, with the notation altered to conform to 

- that here used, and with an additional scale of abscissas added. 
These figures relate to the properties of formula (4) as applied 
to lines of neglible inductance in the unloaded state. Referring 
to Fig. G2, and to the upper scale of abscissas, 1t will be seen 


that at 2 coils per smooth wave-length 4”, as obtained by 


Coils per smooth wave-length. 


VELOCITY DIAGRAM FOR LOADED LINES WITH NO ° 
LEAKAGH, NO LINE INDUCTANCE, AND VANISHING 01 
ALSO DOTTED CURVES FOR 01=% AND UNIFORM 


Bd Dd BP FETS Wg Bs 
& 0 


3 A 5 6° < 8 9 L 


Fic. G3.—Curve Sheet taken from Campbell’s Paper showing the decrease in 
velocity of wave propagation and the ratio - for a loaded cable with different 


tt 
: ; r 
numbers of coils (n’’) smooth wave-length, and various values of 6 = —s 


formula (226), the real attenuation-constant a’, as found from — 


(4) is more than 2°5 times the smooth value a”, determined 
by (150), in which the loading is imagined to be distributed 
smoothly. The real attenuation-constant a’, is rising very 
rapidly at this limit. The different heavy-line curves refer to 


we 
different values of 6 = —, the ratio of the linear smooth load 


resistance to the linear unloaded: conductor-resistance. Thus 
in the case worked out on p. 150, the value of 7”’ is 1°74 ohms 
per wire-km. in the load coils and 7 = 27°34 ohms per wire- 
km.; so that = 0:064. Interpolating in Fig. G2 between the 


* See Bibliography, 27. 
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heavy lines of b= 0 and b= 011 at x” = 8°73 coils per smooth 

wave-length, and we find A = 0986 approximately, or the 
1 

real attenuation-constant is actually 1'4 per cent. less than if 


the loads had been distributed smoothly, the result already 
found on p. 151. 

The dotted lines closely conforming to the heavy lines indicate 
the changes in the curves when the real components of the 
loaded section angles reach 0'1 hyp. In the case considered 
they only reached 0:06 hyp. 

In the lower part of the figure are curves which to the right- 
hand scale show the ratio 0,'/6,” of the real components of 
loaded section angles at different coil spacings. Thus at 
n'’ =2°5 coils per smooth wave-length 4”, the real component 
of the loaded section angle would be over fourteen times greater 
than that computed by (226), on the basis of smoothly distri- 
buted extra inductance. 

Fig. G3 shows the corresponding ratio of actual velocity v’ 
to smooth velocity v’’ (227), with different spacings of the coils 
in cabled wires. Thus for the case discussed on p. 152 with 
8°73 coils per smooth wave-length this ratio on the curve sheet 
G3 is about 0°975, which agrees with that found near (229) ; 
namely, 17654/18111. It will be seen that at the critical 
value of z coils per smooth wave-length, the actual velocity 
becomes from 0°638 to 0°73 of the smooth velocity, according to 
the value of >. That is, for b=0, or negligible resistance in the 
load coils, the velocity v’ is reduced to 0°638 v’, and the wave- 
length 2’ is therefore reduced in the same ratio to 4” x 0°638. 
Consequently, when there are apparently z coils per smooth 
wave-length there are only two coils per actuai wave-length. 


APPENDIX H 


Analysis of the Influence of Additional Distributed Leakance 
on a Loaded as compared with an Unloaded Line. 


WirH reference to Fig. 64, for any given line loaded or | 
“unloaded— : 
Let f, be the argument of the vector conductor impedance z. 
Let f, be the argument of the vector dielectric admittance y. 


Then the real component of the attenuation-constant of the 
line is by (150)—- 


a, =»/2y cos Gez2 . hyp. per km. (1) 
Differentiating with respect to B,, we have— | 
da, = — he sin (As) dp, . hyp. perkm. (2) 
doy _ an (Prt Bo te 
— == — tan ( 5 ) 9 


Oy 


numeric (3) 


When a cabled line is unloaded, seas at @ = 5000, is near 


approximately. When such a line 1s 


45° and Eoiet Shans 
| a, 2 


loaded, Py - Bp is usually near to 85° and tan Pit Pe 11-4 
approximately ; so that 1 — 11-4 es, 

, : | 
centage change in a, for a given small reduction in f, due to 


extra distributed leakance is more than ten times as great for 
the loaded as the unloaded line. 


When an aerial line is unloaded, coe at w = 5000, is 


that is, the per- 


usually near to 75°, and 14 8 —37 aes When such a line 


ul 


is loaded, ne hs approximates 85°, and tan ls 114. 


Consequently, the percentage change in a, for a given small 
reduction in f,, due to extra distributed leakance,.is some 


three times as great for the loaded as the unloaded line. 
244 


APPENDIX J 


To Find the Best Resistance of an Electromagnetic Recewing 
Instrument Employed on a Long Alternating-Current Oirewit. 


THE receiving instrument is assumed to be of the electro-- 
magnetic type, employing a coil or coils of fine insulated copper 
wire in the receiving circuit to ground. Let o be the resistance 
of this winding in ohms. Let the inductance of the receiving 
apparatus be ‘considered as independent of the resistance, 7. ¢. 
the inductance of the winding is either small relatively to the | 
resistance; or the inductance accompanying the resistance of 
the winding can be modified, compensated for, or overshadowed 
by independent adjustments of other inductive elements in the 
receiving circuit. 

Then following the reasoning. explained in connection with 
(276), either the magneto-mechanical force in dynes or the 
magneto-mechanical torque in dyne perp. cms., exerted by the 
apparatus under the excitation of a certain maximum cyclic 
received current I,,z, is either proportional to the ampere-turns 
NI np, or to some power of the ampere-turns (7,138)? where ‘p. 
is a positive real exponent not greater than 2. 

If the receiver winding has fixed dimensions and volume, 
a winding of very fine wire will make a coil of numerous turns 
and, therefore, great sensibility, but possessing very high 
resistance. On the contrary, if the coil is formed of coarse 
wire, the resistance will be small, but the sensibility will be low. 
Evidently it 1s advantageous to reduce the size of the insulated 
wire until the increase of resistance more than offsets the 
increase of sensibility. If throughout the range of working 
sizes of wire, the ratio of bare to covered wire diameter is the’ 
same, so that the same total weights of copper and of insulating 
material will enter the winding with each size; then halving — 
the diameter of the wire will quadruple the aber of turns, if 
the winding is carefully executed, but will increase the resistance 
sixteen-fold. Following this reasoning, the number of turns in 
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a winding of fixed volume and dimensions varies as the square 
root of its resistance to continuous currents and also to low- 
frequency alternating-currents. Consequently formula (276) 
. becomes— 

F =a! (Inpa/o)? . dynes or dyne 1 em, (1) 
where a’ is a constant of the apparatus, depending upon its 
construction. The value of the received current by (286) is— 
mA. 


(z, + 2) sinh 0° 


LB = max. cy. amperes / (2) 


a vector equation. nae: 
Let — ZS Tet ly ae 5 np oe) POU en 
and— os Rp OTN GE ee oe) ee ae 
where R’, is the extra resistance and z, the total reactance in 
circuit with o. The current I,,,3 will always be’a maximum 
for any given values of z,, 0, and R’, when— 
fle Pies ee Pe Obie eee 
or— Rie ral yds Fen Oe ee Premarh his 
Since #, is always a negative reactance, x, must be positive or 
magnetic reactance. Substituting in (2) we have— 
T ant: Ena 

m (ro to + R’,)[sinh 6] * | 
where [sinh 6] means the modulus of sinh 0 or the numerical 
value of sinh 6 with its argument suppressed. Formula (7) is 
now reduced to real numerical form and may be substituted 
in (1)— ; 
r= a’ | Ena r/ 0 

(7, t+o-+ R’,)[sinh 6] 
In order to find the value of o, which will make F a maximum, 
we differentiate F with respect to o and equate to zero in the 
usual way— 
iA eciice RE p-1 
Tom “PG. +o-+ R’,)[sinh al | 


En, ; 
aa te +o =f R’,.)[sinh 0] = Bina r/o [sinh 0] 
x 


(7, to-+ R’,)? [sinh 67 
max. cy. dynes a dyne Lem. 
ohm ohm 


max. cy. amperes (7) 


max. cy. dynes ordynelem. (8) 


(9) 
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In order that this expression shall reduce to zero, it is 
necessary that— 
r,to+tR’,—2o0=0. . .. . ohms (10) 
or— ee ob a pe oe te ee) 
If the extra resistance-component of impedance in circuit with 
6 is negligible; then— 
CSS Fs) Gy eee Oe eed 
Consequently, the maximum cyclic magneto-mechanical force, 
or torque, developed in the receiving instrument in the steady 
alternating-current state, will be a maximum if the reactance x, 
in the receiving circuit is equal and opposite to the reactance- 
component in the surge-impedance, and if the resistance o of 
the winding is equal to the resistance-component of the surge- 
resistance increased by any extra resistance R’, in the receiving 
circuit, 


APPENDIX K 


On the Identity of the Instrument frecewing-end Impedance of a 


Duplex Submarine Cable, whether the Apex of the Duplex 
Bridge is Freed or Grounded, 


In Fig. K, let BaDG be the receiving connections at either | 
end of the cable, with the apex a freed, and B’D’G’ the corre- 


Fic. K.—Diagram of Impedances at either receiving-end in duplex connections, 
with the apex of the bridge disconnected in one case and connected to ground 
in the other, 


sponding connections with the apex a grounded. It is required 
to show that in either case the expression (2, + 2) (G3) 


has the same value, where z, is the surge-impedance, at the 
frequency selected, of both the real and artificial cables, z, is 
the impedance of the receiving apparatus to ground, as a whole, - 
2, 1s the impedance of the instrument branch, z, the imped- 
ance shunting the instrument. 

Apex Freed.—With the apex free as at BaDG, we have—_ 


2hg 


ms apenas o, eaeeree te CODE ho 
er a), 2 
(2, + 2;) = De pa, ee a as WPue e) 
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ike h is the impedance of each arm in the bridge. Also 
=g and z,= 2h. Consequently— 


(% +4) _( 2hg 2h +9 
2, +2) =(5, 5 + 2). 5; ohms / (8) 
(a9 +52 +4). PE i ae 


Apex Grounded—With the apex, grounded, as at B’G’D’G’, 
we have— , 


Weta s) _ hgh +2) + he, 


hz, (h+g)b + %) 4 ha, ° 
A+g+—c aes. re 2. 
hz 
Also— 2= 9 + De eee eran (6) 
and— 2) a “e . ” ” (7) 
%+%, gih+z2,) + he, ary eae nh (8) 
2 h(h +2 ») . . +) ” 
_ Qt ht 2,) the, i 
= hase a eee Pee 
Hence— ¥ 
a + 9 PA z(h 3 g) (he = Z) * hz,” ai hg (h 5 Z) + hz, 
@.+%)( Ze )= h(h + z,) 
ohms / (10) 
2,4 + 9) +hg + hz, 
eo oe AD) 


=g+ Z9(2 — TP aw RS EO | | a” (12) 


APPENDIX L 


To Demonstrate the Proposition of Formula (7), page 4, 


82 
6= yf . . hyperbolic radians, 
8] 


WE assume the well-known proposition that the magnitude 
of a hyperbolic angle is twice the sectorial area swept out by 


O 


Fic. L.—Diagram for the demonstration of the Theorem @ = —s 


51 


the describing radius-vector over a rectangular hyperbola of 
unit radius. 
In Fig. L, let the curve APB be a segment of a rectangular 
hyperbola whose radius OA is taken as unity. To a point P on 
the curve, whose cartesian co-ordinates are # and y, draw the 


radius-vector from the origin OP = p, making a circular angle 
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B with the initial line and radius OA. Draw PT the tangent 
to the curve at P. Then the equation to the curve is— 


Prat om ee ca ae ga eS a LY 
Differentiating both sides— . | 
DY OY 2 OB i he tg ola eg (2) 
dy @ 
7 err ea Pe ine, may Al} 


If then we move the point P through a differential distance ds 
over the curve to P’, and draw P’c and Pe parallel to the X 
and Y axes respectively, cP’ = dz and Pc = dy, so that by (8) 
the angle cPP’ = YPT = £. 7 

Join OP’, and draw PQ perpendicular thereto, intersecting 
the same at p.- Then the angle QPY =, because QP is per- 
pendicular to OP, and YP is perpendicular to OX. Therefore 
the angle QPP’ = 2. 

Dividing (1) by p? we have— 


y a tj 
pa a ee “Rear SEY OT ok . ee ey 4 
Oat Pa Ye (4) | 
or— sin? 6 = cos? B — 3 5 ken 0S Sa, ae 
z == 608" 2 — BIN BS isc arcane i) 
=cos 28 . (7) 
ora eee 
a 2B . (8) 
Representing the differential angle POP’ by dB— 
Pp =p .dp (9) 
P pad 
Bp = ie = cos 28 (10) 
by (8)— Z 11 
oy pap p (11) 
and— ° = p*.dB (12) 
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' But the differential area d@A enclosed between OP, OP’ and the 
element ds is— sate 


eer 

dA =" ae he tien eee 
} SR GA 5 or 7 oe 
but if we denote the hyperbolic angle of PP’ by d6— : 
Pie dO = JGR te eh eee) 

ls | 
(Gee Pe a cae ee 
coat Pett oe 


Proceeding. in this manner from an_ initial point s, whose 
distance along the curve from A is s, units up toa final point s, 
whose distance along the curve from A is s, units, we have— 


dk | us 
; 6 = ye sai * ° ° ° e ° ° oa 1 re 
81 p 


and this hyperbolic angle must be equal to the arc length 
s=s,—s, divided by a certain integrated mean radius-vector 
ot 

p. or— 


6= (18) 


a 
dog 


LIST OF SYMBOLS EMPLOYED AND 
THEIR BRIEF DEFINITIONS 


tL 


1, Ay, A, . 


, /. / 
a,Q4; As. 


Area of a hyperbolic sector (cm.’). 

Fourier-series constants (volts), 

Moduli of complex numbers (cm. or length 
units). | 

In diagrams, an abbreviation for current- 
strength in amperes /. 

Torque constants of receiving instruments 
(dyne L cm. per ampere). 

Silence-interval in Kelvin theory of submarine 
cables (seconds). 

An abbreviation for alternating-current. 

A constant in the hyp. theory of continued 
fractions (numeric / ). 

Attenuation-constant of a line (byps. per 
wire-km.). : 

Attenuation-constant of one line of a loop 
circuit (hyps. per wire-km. / ). 

Attenuation-constant of a loop line (hyps. per 
loop-km. / ). 

Real and imaginary components respectively 
of an attenuation-constant (hyps.° per 
wire-km.). : 

In hyp. theory of composite lines, the attenua- 
tion-constants of successive sections (hyps. 
per wire-km. 7 ). 

Attenuation-constant and its components for 
a loaded line including lumpiness effects 
(hyps. per wire-km., 7 ).: 
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Attenuation-constant and its components for 
a smoothed loaded line (hyps. per wire- 
kniyZ) 

Fourier-series constants (volts). 

A constant in the hyp. theory of continued 
fractions (numeric / ). 

Also in the theory of loaded lines, the ratio 
7’ /y (numeric). 

Circular angles (radians or degrees). 

Fourier-series constants (volts). 

Total capacitance of a line (farads). 

An abbreviation for continuous current. 


. Linear capacitance of a line (farads per 


wire-km.). 

Linear capacitance of one line of a loop 
(farads per wire-km.). 

Linear capacitance of a loop-line (farads per 
loop-km.). 

Linear capacitance of one line of a loop 
(farads per wire-mile). 

Linear capacitance of a loop-line (farads per 
loop-mile). 

Admittance of a leak load (mhos / ). 

Admittance of a semi-leak load (mhos / ). 

Also the power-factor circular angle at the 
sending end of a transmission-line (degrees 
or radians. 

Fourier-series constants (volts). 

Distance between the axes of two parallel 
eccentric cylinders (c1.). 

Distance between a plane and the axis of a 
parallel cylinder (cm.). Also a constant 
in the hyp. theory of continued fractions 
(numeric / ). Also sign of differentiation. 


Oa, Op, O 

K, e 

Ee, ; 
Ea, Ep, EP 
E’y, Ey 
iiss K, 

En, Bina . 
E, 

é 

er 271828" 5... 
e.m.f. 

Fr 

ee 

re 
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Distances between an inferred plane and the 
axes of eccentric cylinders (cm.). 

Difference of radii of two conducting cylin- 
ders (cm.). | 

Hyperbolic angles of junctions of a series- 
load, and of a selected point on a line 
(hyps.). 

Fourier-series constants (volts). 

E.M.F. (volts 7 ). 

K.M.F. at the sending end, receiving end, and 
intermediate point of a line (r.m.s. volts / ), 

E.M.F. ata leak of an artificial line, and at the 
corresponding point of the equivalent uni- 
form line (r.m.s. volts 7 ). 

K.M.F. impressed on a pair of looped lines, 
and on either component single line (r.m.s. 
volts / ). 

Maximum cyclic e.m.f. at alternator terminals, 
and at sending terminal of a submarine 
cable (max. cy. volts / ). | 

In oscillating-current theory, the initial value 
of a vector e.m.f. of self-induction (volts / ) 

Instantaneous value of an e.m.f. (volts / ), 

Also the value of emf. at an intermediate 
point on a line (volts / ). 

(numeric), 

An abbreviation for electromotive force. 

Magneto-mechanical force, or torque,developed 
in a receiving instrument (dynes or dyne 
Isc.) 

Expression for an alternate or constant con- 
tinued fraction of 7 stages. 

Frequency of an alternating-current or emf 
(cycles / sec.). 

Frequency of dot-signalling on a submarine 
cable (dot-cycles / sec.). — 
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LIST OF SYMBOLS 


Frequency of reversal-signalling on a sub- 
marine cable (reversal-cycles / sec.). 
Limiting maximum frequency of alternation 
on a submarine cable (cycles per sec.). 
Total dielectric leakance of a line (mhos / ). 
Admittance of a line at sending end when 
grounded at receiving end (mhos / ). 
Admittance at and beyond’ a point on an 
artificial line, free at far end (mhos / ). 
Admittance at and including a leak on an 
artificial line, free at far end (mhos / ). 
Linear leakance of a line (mhos per wire- 
km. /). Also, impedance of a receiving 
instrument in submarine cable duplex 
theory (ohms / ). 
Admittance of the leak in an artificial-line 
section (mhos /). | 
Linear leakance of one of a: pair of looped 
lines (mhos per wire-km. / ). 
Linear leakance of one of a pair of looped 
lines (mhos per wire-mile  ). 


. Linear leakance of a loop-line (mhos per 


loop-km. / ). 

Also the admittance of a JZ/ pillar after 
adding a leak load (mhos / ). 

Linear leakance of a loop-line (mhos per loop- 
mile / ). 

Admittance of the leak in the staff of a 7 
(mhos /). 

Admittance of the leak in the pillar of a // 
(mhos /). Also in the theory of loaded 
lines, the total linear leakance of a 
smoothed loaded line (mhos per wire-km.). 

Apparent linear leakance ofa line, uncorrected 
for line resistance aes per km. /). 


/ ? 
Ge: 
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Impedance of a duplex telegraph bridge 
arm (ohms / ). 

An abbreviation for hyperbolic radian 
(numeric / ). | 

Hyperbolic angle of a line, or section (hyps. / ). 

Auxiliary hyperbolic angle of an appended 
impedance or line section (hyps. 7 ). 

Hyperbolic angle of a line-section after being 
loaded (hyps. / ). 

Hyperbolic angle of a looped line (hyps. / ). 

Hyperbolic angle of a loaded and smoothed 
line-section (hyps. / ). 

Real and imaginary components of a hyper- 
bolic angle (hyps.). 

In hyp. theory of composite lines, hyp. angles 
of successive sections (hyps. / ). 

Limiting hyperbolic angle subtended by a 
submarine cable at maximum working 
speed (hyps.). 

Values of 0, for dot-signalling and reversal- 

_ signalling respectively (hyps.). 

Maximum cyclic current-strengths at sending 
and receiving ends of line (amperes / ). 
Current-strengths at sending end, and 
receiving end, and assigned point of a line 

(r.m.s. amperes / ). 

Condenser currents at sending and receiving 
ends of a line // (r.m.s. amperes / ). 

Current-strength at sending end of line with 
far end free (r.m.s. amperes / ). 


Current-strength at sending end of line with 
far end grounded (r.m.s. amperes / ). 


Instantaneous value of an alternating current 
(amperes / ). Also the current-strength 
at an intermediate point on a line 


(amperes / ). 
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In oscillating-current theory, the initial value 
of the vector discharging current (am- — 
peres / ). 

The quadrantal operator (quadrantal versor). 

Correcting factor for reducing a nominal T 
staff to an equivalent 7’ staff (numeric / ). 

Correcting factor for reducing a nominal // 
pillar to an equivalent // pillar (numeric / ). 

Correcting factor for correcting the line angle 
pertaining to a T (numeric / ). 

Correcting factor for correcting the line angle 
pertaining to a JZ (numeric / ). 


Correcting factor for correcting the-surge- 
impedance to a T' (numeric 7 ). 


Correcting factor for correcting the surge- 
impedance to a JZ (numeric / ). 


Correcting factor for reducing a nominal 7 
arm to an equivalent 7’ arm (numeric / ). 


Correcting factor for reducing a nominal 
II architrave to an equivalent // architrave 
(numeric / ). 


Normal attenuation-factor of a line of L km: 
(numeric / ). 


An abbreviation for kilometer. 
Length of a line or section (km.). 


Length of a section of loaded line, or distance 
between loads (km. ). 

Distances along a line as measured from send- 
ing and receiving ends respectively (km.). 

In the theory of composite lines, lengths of 
successive sections (km.). 

Length of line in which the normal attenua- 
tion factor is 1/e (km.). 

Length of line in which the normal attenua- 
tion factor is 1/2 (km.). | 
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Linear inductance of a line (henrys per 
wire-km.). 

Linear inductance of one line of a loop 
(henrys per wire-km.). 

Linear inductance of one line of a loop 
(henrys per wire-mile). 

Linear inductance of a loop line (henrys per 
loop-km.) 
Extra linear inductance in the smoothed loads 

of a line (henrys per wire-km.) 


Wave-length on a line (km.). 


Wave-length on a loaded smoothed line (km.). 


. Waye-length on a loaded line including 


lumpiness effects (km.). 

Transmission coefficient of a current wave at 
a point of discontinuity (numeric / ). Also 
a numerical constant in the hyp. theory 
of continued fractions (numeric / ). 

An abbreviation for microfarad. 

Number of load coils encountered by an 
advancing wave per second on a single 
loaded smoothed line (numeric / sec.). 

Number of load coils encountered by an 
advancing wave per second on a single 
loaded line, including lumpiness effects 
(numeric / sec.). 

In the theory of artificial lines, the number 
of a leak counting from the far end of an 
artificial line (numeric). 

Number of letters per second in maximum 
working speed of a submarine cable 
(numeric / sec.). 

Also in the hyp. theory of continued fractions, 
the nuimber of stages of such a fraction 
(numeric). 

Also in the theory of complex numbers and 


of the Ferranti-etfect, any integer(numeric). 
S 2 


= 


%=3°14159..... 
Pee: 
Ra, Rp 


Rya, Rys r 


LIST OF SYMBOLS 


Number of turns in a receiving-instrument 
winding (numeric). | 

Number of load coils per smoothed wave- 
length of a loaded line (numeric / km.). 

Number of load coils per wave-length of a 
loaded line, including lumpiness effects 
(numeric / kin.). 

Ratio of transformation of a_ transformer 
(numeric). 
Hyperbolic angle of a point on a line, 
measured from sending end (hyps. / ). 
Alternating-current power, to sending, and at 
receiving, end of line (watts / ). 

Effective components of Pa and Pg respec- — 
tively (watts). 

Reactive components of Pa and Pg respec- 
tively (7 watts). 

A real exponent between 0 and 2 (numeric). 

A delta connection of three impedances 
externally equivalent to a line (ohms / ). 

(numeric). 

Total conductor resistance of a line (ohms / ). 

Resistance of a line at its sending end, and 
at a selected point (ohms / ). 

Resistance of a line at A or B when free at 
far end (ohms /.). 

Resistance of a line when free at far end 
(ohms / ). 

Resistance of a line when grounded at far end 
(ohms / ). 


Resistance of a line at A or B when grounded 
at far end (ohms / ). 

Resistance between receiving end of a — 
and ground (ohms / ). 

Additional resistance inserted in recéiving- 
end circuit of a submarine cable (ohms / ). 
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Resistance offered by a lme when grounded 
through apparatus at far end (ohms / ). 


Resistance at and beyond a point on an arti- 
ficial line free at far end (ohms / ). 

Resistance at and including a point on an 
artificial line free at far end (ohms / ). 

Receiving-end resistance of a line (chms / ). 

Resistance in the staff of a T (ohms / ). 

Resistance in the pillar of a 7 (ohms / ). 

Linear resistance of a line (ohms per wire- 
km.): 

Apparent linear resistance of a line, uncor- 
rected for leakance (ohms per wire-km. / ). 

Linear resistance of single line in a loop 
(ohms per wire-km. / ). 

In hyp. artificial-line theory, the resistance 
of a conductor section of artificial line 


(ohms / ). 


In the theory of loaded lines, the extra linear 
conductor-resistance due to the load coils 
smoothed (ohms per wire-km.). 

Linear resistance of loop line (ohms per 
loop-km. / ). 

Surge-resistance of a line (ohms / ). 

Surge-resistance of one wire ofa loop(ohms / ). 

Surge-resistance of a loop-line (ohms / ). 

Apparent surge-resistance of a J’ (ohms / ). 

Apparent sur ge-resistance of a // (ohms / ). 

Abbreviation of root-mean-square. | 

Radius-vector to a point on a curve (cm.). 

Aiso Resistance in each arm of a nominal 7, 
or in architrave of nominal // (ohms / ). 

Resistance in each arm of a T (ohms / ). 

Also,in the theory of hyperbolic angles, the 
integrated mean value of a radius-vector 
(cm.). 
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Resistance ijn architrave of a /7 (ohms / ). 

In oscillating-current theory, half the resist- 
ance of the circuit (ohms). 

Also in plane-cylinder theory, the resistivity 
of the environing medium (absohm-cm.). 

A Fourier-series, equivalent to an impressed 
rectangular e.m.f. (volts 7 ). 

Distances measured along a curve (cm.). 

Resistance, in one line, of a regular series line- 
load (ohms / ). . 

In plane-cylinder theory, the sum of the radu 
of two parallel eccentric cylinders (cm.). 
Sum of the three admittances of a triple star 

(mhos 7 ). 

Sum of the three impedances of a delta 
(ohms / ). 

Resistance inserted between line and ground 
at receiving end of line (ohms / ). — 

In theory of loaded lines, half of the resistance 
of a regular load inserted in each line 
(ohms / ). 

Resistance inserted between line and ground 
in each wire of a loop (ohms / ). 

Resistance inserted between the receiving 
ends of a loop-line (ohms / ). 

In plane-cylinder theory, the radius of a 
cylinder (cm. ). 

A triple star, or Y, connection of three im- 
pedances, externally equivalent to a line 
(ohms / ). 


Time elapsed. since a certain epoch (seconds). 


‘Time-constant of a submarine cable (seconds 
or farad-ohms). 


In oscillating-current theory, the initial value 
of a vector discharging e.m.f. (volts / ). 
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Potential at sending end and at a selected 
point on a line (volts 7 ). 

Auxiliary hyperbolic angles in theory of 
artificial lines and continued fractions 
hyps. 7 ). 

Real and imaginary components of a complex 
number (numeric). 

Cartesian co-ordinates of a point in a plane (cm.). 

In diagrams, an abbreviation for potential 
in volts /. 

Velocity of propagation of waves on a line 
(km/sec.). , | 

Velocity of propagation of waves on a 
smoothed loaded line (km/sec.). 

Velocity of propagation of loaded line, in- 
cluding lumpiness effects (km/sec.). 

Total reactance of a line-wire (7-ohms). 


Distance from the sending end of a line (km.). 


Also the linear reactance ofa line (j-ohms/km. ). 

Also the inductive reactance in an oscillating- — 
current circuit (ohms). 

Cartesian co-ordinates of a poimt in a 
plane (cm.). 

Total admittance of a line (mhos / ). 

Admittance of semi-line condensers at ends 
of a IT (mhos / ). 

Admittances of the branches of a star 
(mhos / ). | 

In composite-line theory, the surge-admit- 
tances of successive sections (mlios / ). 

Also admittances of the sides of a delta 
(mhos / ). 

Surge-admittance of a line per wire (mhos / ). 

Admittance of the architrave of a /7 (mhos / ). 


. Linear admittance of a conductor (mhos per 
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Total impedance of a line-wire (ohms / ). 


Impedance of a half line condenser in a Hf | 


(ohms / ). 


Receiving-end impedance of a line (ohms / ). 


.. Receiving-end impedance of a line corrected 


for the shunting of the receiving instru- 
ment (ohms / ). 


. In oscillating-current theory, the surge-impe- 


dance of the circuit, ,/ Ie, in the absence 
of resistance (ohms). 


Linear impedance of a conductor (ohms per 
kim of): 

Surge-impedance of a line-wire felon 12), 

Surge-impedance of a looped line (ohms / ). 

Surge-impedance of a line-wire with no dissi- 
pation. (ohms). : , 

Apparent surge-resistance of a T-section 
artificial line (ohms / ). 

Apparent surge-resistance of a //-section 
artificial line (ohms / ). 

Impedance of a receiving instrument when 


shunted (ohms / ). 


Impedance of the shunt to a receiving instru- 
ment (ohms / ). 


Impedances of the branches of a star (ohms / ). 

In composite-line theory, the surge-impe- 
dances of successive line-sections (ohms / ), 

Also impedances in the three branches of a_ 
delta (ohms / ). 

Impedance of receiving apparatus to ground 
(ohms ey 


Impedance in the sending-circuit of a line 


(ohms / ). 
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Hyperbolic angular velocity im an_ ultra- 
periodic circuit (hyps. / sec.). 

Angular velocity of an alternating emf. or 
current (radians / sec.). 

Also, in diagrams, a sign for ohms /. 

Angular velocities of dot- and reversal-fre- 
quencies impressed on a long submarine 
cable (radians / sec.). | 

Limiting maximum angular velocityimpressed 
on a submarine cable (radians / sec.). 

In diagrams, a sign for mhos /. 


. “Approximately equals.” - 


Sign of an angle, to indicate the existence of 
a vector or complex quantity, either actually 
or potentially. 


“Ts not less than.” 
0°5 inch. 
Cycles per second. 
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Apparent surge-resistance of artificial 
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Application of hyperbolic functions to 
wire telephony, 112 

Architrave, defined, 29 
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fined, 51, 53 

Arms of a T defined, 28 
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ance of, 235 
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Artificial line tests of signalling speeds, 
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Artificial lines, 38, 231 
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Circular angles, generation of, 1 
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Cohen & Shepherd, 270 
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tions of, 56 
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Complex quantities, 49 

Composite lines, 159 
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Kempe, H. R., 266 

Leak loading, 46 

Leak loads, 174 


INDEX 


Leblanc, M., 268 

Ligowski, W., 17, 266 

Limit to reduction 
attenuation with 
ductance, 145 

Limiting signalling speeds, 183 

Limiting telephonic range, 137 
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Pupin, M. I., 148, 268 


Quantities, complex, 49 


Radians, circular, defined, 3 

Radians, hyperbolic, defined, 3 

Ratio, Distortion-, 115 

Real components of complex numbers, 
53 

Receiving-end impedance of telephone 
circuit, 138 

Receiving instrument, best resistance 
of, 245 

Reciprocal of complex numbers, 55 

Regularly loaded composite lines, 174 

Regularly loaded lines, 42 

Relation of line-angle to length and 
frequency, 96 

Resistance, Surge-, 13 

Reversal frequency, 188 

Reversal signalling, 188 

Reversion of equivalent II, 36 

Reversion of equivalent T, 34 

Roessler, G., 270 

Roots of complex numbers, 56 


* Russell, A., 212, 269, 271 


Rusch, F., 272 


Secondary constants of lines, 18 

Semi-amplitude range of telephone 
lines, 119 

Semi-imaginary quantities, 124 

Sending and resistance of artificial 
line, 232 

Sending-end impedance, 73 

Series loads, 42 

Short line, defined, 72 

Short lines, 22 

Signalling speeds on long lines, 183 

Silent interval in cable signalling, 184 

Single lines, 159 

Staff of a T, defined, 29 

Standard telephone frequency, 135 

Statfarad, 212 

Steady state signalling, 182 

Steady state tests, 180 

Steinmetz, C. P., vi, 126, 266 

Strehlke, A. B., 26 

Submarine cable impedances, 186 

Subtraction of complex numbers, 55 

Summation of waves, 82 


278 


Surge-admittance defined, 29 

Surge-impedance, influence of loading 
on, 155 
Surge-impedance of aerial telephone 

~  jines, 127 

Surge-impedance of cable telephone 
lines, 128 

Surge-impedance of telephone lines, 
LEB. 

Surge-resistance, 13, 126 

Surge-resistance, apparent, of artificial 
line, 235 

Symbols, list of, 253 

Symmetrical T or II, 160 


T-conductor, 88 

Tables of hyperbolic functions, 17 

Tables of hyperbolic functions of com- 
plex angles, 66 

Telegraph lines, steady state tests, 180 

Telephone cable lines, equivalent cir- 
cult of, 141 

Telephone circuit, receiving-end im- 
pedance of, 138 

Telephone lines, attenuation-constants 
of, 116 

Telephone lines, hyperbolic angles of, 
115 


Telephone lines, indefinitely long, 129 

Telephone lines, loaded, 148 

Telephone lines, normal and actual 
attenuation-factors of, 116 

Telephone lines, surge-impedances of, 
125 

Telephonic theory, fundamental as- 
sumptions of, 113 

Terminal casual loads, 174 

Terminal load, angle subtended by, 
23 

Terminal load equal to surge-resist- 
ance, 26 


INDEX 


Terminal load greater than surge-re- _ 
sistance, 25 


' Terminal load less than surge-resist- 


ance, 24 

Terminal loads, 42 

Terminal reflections, 77 

Terminal transformers on loaded tele- 
phone lines, 157 

Terminally loaded continued fractions, 
227 - 

Thomas, P. B., 88 

Thompson, S. P., vi 

Thomson, J. J., 212, 266 

Transformation between circular and 
hyperbolic formulas, 213 

Transmission equivalents, 176 

Transmission, velocity of, 73 

Traverse-time, 78 

Trigonometrical functions of complex 
angles, 56 

Trigonometrical properties of anangular 
point on a line, 21 . 

Trigonometrical properties of simple 
uniform lines, 15 

Two-section formulas for composite 
lines, 172 


Ultra-periodic current, 202 _ 


‘Van Orstrand, C. E., 17 


Vector attenuation-constant, 70 
Vector power, defined, 90 
Velocity of transmission, 73 
Very short lines, 21 


Walmsley, R. M., vi 
Wave-length, 76 
Waves, summation of, 82 


‘Wire telegraphy, application to, 179 


Wire telephony, application of hyper- 
bolic functions to, 112 


Printed for the UNivERsiry oF Lonpon Press, Lrp., by 
RICHARD CLay & Sons, Lrp., London and Bungay. 


beds. tel» eo heal 
Mp eT ee 
: art tis? 7 Hi 
$c otis Aanaal st 
S$. sbsol lenttaiedl : 
ro wits? Leatiste F- sot 


aiat hahsu, AG eters 


a 
wo 
é 


= Ln 


A a ca 


. 


at. 
7 


- 


ade pal 


=e 


Ww 


Ag “i Suinet= 
has’ mr nT a aera ~ 


a, are tet 
S  - 


Le 
ae 
a 
* 


. vs . {= 
Pe J 
La +a et Sati? a 
a7 . - henearak, race <— —) m1 
Pet eT Je Tieng a 


monet io 


oa 


‘ i 
e 3 


H 
” 
ne 
i * 
4 
oo 
” 
, 
i , 
_ 
hy,’ rz 
2 & 
P “ 
’ 
J 
i Ps 
v 
: ‘ 
“ » 
7 
e 
. 
i et 
Ls 
es 
: > 
4 
® B% 
“ 


oP so 7 ee ere Vi Leo a ‘ - 
0 pe a nage ST) pd. Pa oe 9, a, oh ie ai 
Pater Fu toe 


- 


et 
chs ASL 


‘ wees : 5 
ee ay > 4 Gg 

; re Mice es ae 
A ASKS | ta, atx? * 
ea ‘8 te." at - 
he ae ee 

= Tle -o a ee ee: e 

— Rha me : 

: + os ae i 

{ ‘ae 7 = a Poe Vat 


; ee ae Sr 
ee 5 af ie ago’ 8 
Lig: eae ates 

a or eee 


ae , - = 
7 
on > 
7 / ; 
Ps 
ay a 
a i 
A . 
- ad 
ce} = a x $ es 
+ 
: ite 
— wo 
* 4 
a L' 5 
4 
' 
: Fie 
7 . ‘ r 
Si a 
~ 
, - ae 
— ‘ 
a 
" E 
7 1 
* 
cs 
” be het 
. Aen 
; So 
. 
mA 
oo : 
= 
; Pa ~ . 
- 
Z ~ 
+ ag 
- y 
% 
* 
* ¥ 
_ 
' 
wt" A 7 
. * 
’ J 4 
hd > , 
co ~ 
tae 
a 
i ==. e ‘ - = 
- G fi 
< 
> ihe - 
Sy 
os Pe = ~ 
mG 
ee 7 ‘ 
a Fe - 
2 - 
ae “a. 
. = 
2 3 5 
io 
<i = A - y 
® 4 
a |, ‘ 
Ken - 
j - ~ 7 
. 
7 
- = 
" . 
ee sd - 
Se 
“ee oe ~ 
a - 
“s ee a . : 
- + 
? f, ; mi : 
s : La # Ne 
5 C . 
ad “oe 
b sd er 
2 a 
_ ¥ 
‘ oe 7 
~ We 
- ~ 
— . is 
Bet a4 te sy >= 
- . ae — ? 
- i‘< onrul at x 
‘ 
i s ae 
a . 
~ ; : f 
: » 4 
SEAN = = sat 
Ses 7 
“4 = 7 ‘7 aes, _ 
® i ~ Py 5 a o- 
7 5 be a 
x 2 ae Pn! 
. = f a 
Fi ; y - : 
oy fi . 
. 7 
= i ph f 
ey ° \ 4 
- y - 
we : ‘ ie : * . 
2 ; ap = . 
¥ : 4 4 * a ss 
> t ty - 
i 
4 al i 
7 : 3 z 
Vad : q oy 
: 4 
> > 
ae Lae “, my tP 
a : . 
‘a ee e J ~ ve 
—_ ¢ rd 
; 
1 = iy 
J 1 ” : “ eet 
Syr)=) - are ~~ . Ss 
oe A 7 ona - as x: 
cp aes bj oe, : . : ¥. 
= 3 vs + 
ae MM nS noe vi 
. » 
a 7 7 SN “Se 7 ‘ -4 
: if Pain Wik rahe. 
i Be ary PAL Ss 
Py P 29 i - J ' see 


~~ _- 
gt giv 


Hs 1 
4 
. 
4 re 
+ = = f Z 
a 
" ‘ 4 ‘ = 
- e 
7 
os 
i 
' 
+ a 
5 1 
%, a ‘ 
‘ 
. ra 
- 2 ~ + 
P 1 
‘ 
Ts 
i = = im 
r F ’ ' : N 
: 
- ¥ 4 
2 wt ' 
~ a ’, 
, 
2 e . 
‘ ad a . 
; * 
r 
$s ‘ 
= . F 
fee ’ ‘ p 
. 
a 
r Fs , 
~ “ 
~ ‘ 
> . . 
- - ‘ 4, 
7" “ 
* F ‘ 
= 4 
. 
Fs 3 
' x 
- Le S . 
M \ ~ 
2 \ . 
bls o ” 
a - % 
, 
» 
* s . 4 i ; 
. \ , 
x . 
4 ‘ ‘ 
~ . nt 
“ es * 
> x 
é R 
2 ae ‘ sae : 


NN SS . SN S SANS 
: AA . : ON 
. SEAN NS WN) \ Ss RES 

RRNA WR QW wo 
NS a ‘ : SY 

WN . 

Sk 

ON 


NN 


SOON . REA 
A RRS RAY AY 
kk \ i 
SAK A 
ANS SN WANNA 
NS Ww \\ \) 
RAN WS WN 
RAY LINN SS RN 
SNS 
. 


US 
ek 
‘ mae \ 


a 


AN SS 
WS 


